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[bookmark: _Toc136555604][bookmark: _Toc138753652]* * * * First change * * * *
5.33.2.1	Overview
This clause describes the structure for the Resource URIs as shown in figure 5.33.2.1-1 and the resources and HTTP methods used for the GroupParametersProvisioning API.


Figure 5.33.2.1-1: Resource URI structure of the GroupParametersProvisioning API
Table 5.33.2.1-1 provides an overview of the resources and applicable HTTP methods.
Table 5.33.2.1-1: Resources and methods overview
	Resource name
	Resource URI (relative path under API URI)
	HTTP method or custom operation
	Description
(service operation)

	Group Parameters Provisionings
	/pp
	GET
	Retrieve all the active Group Parameters Provisionings managed by the NEF.

	
	
	POST
	Request the creation of a new Group Parameters Provisionings.

	Individual Group Parameters Provisioning
	/pp/{ppId}
	GET
	Retrieve an existing "Individual Group Parameters Provisioning" managed by the NEF.

	
	
	PUT
	Update an existing "Individual Group Parameters Provisioning" managed by the NEF.

	
	
	PATCH
	Modify an existing "Individual Group Parameters Provisioning" managed by the NEF.

	
	
	DELETE
	Delete an existing "Individual Group Parameters Provisioning" managed by the NEF.



* * * * Second change * * * *
[bookmark: _Toc136555607][bookmark: _Toc138753655]5.33.2.2.2	Resource Definition
Resource URI: {apiRoot}/3gpp-grp-pp/v1/pp
This resource shall support the resource URI variables defined in table 5.33.2.2.2-1.
Table 5.33.2.2.2-1: Resource URI variables for this resource
	Name
	Data type
	Definition

	apiRoot
	string
	See clause 5.303.1.



* * * * Third change * * * *
[bookmark: _Toc136555624][bookmark: _Toc138753672]5.33.5.1	General
This clause specifies the application data model supported by the GroupParametersProvisioning API. Table 5.33.5.1-1 specifies the data types defined for the GroupParametersProvisioning API.
Table 5.33.5.1-1: GroupParametersProvisioning API specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	AfReqDefaultQoS
	5.33.5.2.5
	Represents the AF requested default QoS.
	

	DnnSnssaiGrpData
	5.33.5.2.4
	Represents DNN and S-NSSAI specific Group Parameters data.
	

	GrpPpData
	5.33.5.2.2
	Represents MBS Parameters Provisioning data.
	

	GrpPpDataPatch
	5.33.5.2.3
	Represents the requested modification to existing MBS Parameters Provisioning data.
	

	LadnServArea
	5.33.5.2.6
	Represents an LADN Service Area.
	



Table 5.33.5.1-2 specifies data types re-used by the GroupParametersProvisioning API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the GroupParametersProvisioning API.
Table 5.33.5.1-2: GroupParametersProvisioning API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	5Qi
	3GPP TS 29.571 [8]
	Represents a 5G QoS Identifier.
	

	5QiPriorityLevel
	3GPP TS 29.571 [8]
	Represents the 5QI Priority Level.
	

	Arp
	3GPP TS 29.571 [8]
	Represents an ARP.
	

	BitRate
	3GPP TS 29.571 [8]
	Represents a bit rate.
	

	BitRateRm
	3GPP TS 29.571 [8]
	This data type is defined in the same way as the "BitRate" data type, but with the OpenAPI "nullable: true" property.
	

	CivicAddress
	3GPP TS 29.572 [34]
	Represents a civic address's information.
	

	Dnn
	3GPP TS 29.571 [8]
	Represents a DNN.
	

	ExternalGroupId
	3GPP TS 29.122 [4]
	Represents the External Group Identifier for a user group.
	

	GeographicArea
	3GPP TS 29.572 [34]
	Represents a geographical area's information.
	

	Snssai
	3GPP TS 29.571 [8]
	Represents an S-NSSAI.
	

	SupportedFeatures
	3GPP TS 29.571 [8]
	Represents the list of supported feature(s) and used to negotiate the applicability of the optional features.
	



* * * * Fourth change * * * *
[bookmark: _Toc136555627][bookmark: _Toc138753675]5.33.5.2.2	Type: GrpPpData
Table 5.33.5.2.2-1: Definition of type GrpPpData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	afId
	string
	M
	1
	Contains the identifier of the AF that is sending the request.
	

	dnnSnssaiGrpData
	DnnSnssaiGrpData
	C
	0..1
	Contains the DNN and S-NSSAI specific Group data that the AF requests to provision.

This attribute shall be present only when the AF requests to provision DNN and S-NSSAI specific Group parameters.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Contains the list of supported features among the ones defined in clause 5.33.6.

This attribute shall be provided when feature negoctiation needs to take place.
	



* * * * End of changes * * * *
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