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* * * * Start of changes * * * *
[bookmark: _Toc73715961][bookmark: _Toc114212331][bookmark: _Toc129203626]5.4.0	Introduction
The Nnef_TrafficInfuence service shall use the TrafficInfluence API.
The API URI of TrafficInfluence API shall be:
{apiRoot}/3gpp-traffic-influence/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-traffic-influence".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc28013351][bookmark: _Toc36040107][bookmark: _Toc44692724][bookmark: _Toc45134185][bookmark: _Toc49607249][bookmark: _Toc51763221][bookmark: _Toc58850119][bookmark: _Toc59018499][bookmark: _Toc68169505][bookmark: _Toc114211737][bookmark: _Toc129203034]5.4.1.1	Overview
[bookmark: _Hlk42527468]All resource URIs of this API should have the following root:
{apiRoot}/3gpp-traffic-influence/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-traffic-influence" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.4.1.1-1 and the resources and HTTP methods used for the TrafficInfluence API.


Figure 5.4.1.1-1: Resource URI structure of the TrafficInfluence API
Table 5.4.1.1-1 provides an overview of the resources and HTTP methods applicable for the TrafficInfluence API.
Table 5.4.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000253]Resource name
	Resource URI
	HTTP method
	Description

	Traffic Influence Subscription
	/{afId}/subscriptions
	GET
	Read all subscriptions for a given AF

	
	
	POST
	Create a new subscription to traffic influence

	Individual Traffic Influence Subscription
	/{afId}/subscriptions/{subscriptionId}
	GET
	Read a subscription to traffic influence

	
	
	PUT
	Modify all of the properties of an existing subscription to traffic influence

	
	
	PATCH
	Modify part of the properties of an existing subscription to traffic influence

	
	
	DELETE
	Delete a subscription to traffic influence



* * * * Next changes * * * *
[bookmark: _Toc114212412][bookmark: _Toc129203707]5.4.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
5.5.0	Introduction
The Nnef_NiddConfigurationTrigger service shall use the NiddConfigurationTrigger API.
The API URI of NiddConfigurationTrigger API shall be:
{apiRoot}/3gpp-nidd-configuration-trigger/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-nidd-configuration-trigger".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc28013398][bookmark: _Toc36040154][bookmark: _Toc44692771][bookmark: _Toc45134232][bookmark: _Toc49607296][bookmark: _Toc51763268][bookmark: _Toc58850166][bookmark: _Toc59018546][bookmark: _Toc68169552][bookmark: _Toc114211788][bookmark: _Toc129203085]5.5.1	Resources 
There is no resource defined for this API in this release of the specification. 
* * * * Next changes * * * *
5.5.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
5.6.0	Introduction
The Nnef_AnalyticsExposure service shall use the AnalyticsExposure API.
The API URI of AnalyticsExposure API shall be:
{apiRoot}/3gpp-analyticsexposure/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-analyticsexposure".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc28013418][bookmark: _Toc36040174][bookmark: _Toc44692791][bookmark: _Toc45134252][bookmark: _Toc49607316][bookmark: _Toc51763288][bookmark: _Toc58850186][bookmark: _Toc59018566][bookmark: _Toc68169572][bookmark: _Toc114211812][bookmark: _Toc129203109]5.6.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-analyticsexposure/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-analyticsexposure" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.6.1.1-1 and the resources and HTTP methods used for the AnalyticsExposure API.


Figure 5.6.1.1-1: Resource URI structure of the AnalyticsExposure API
Table 5.6.1.1-1 provides an overview of the resources and HTTP methods applicable for the AnalyticsExposure API.
Table 5.6.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000254]Resource name
	Resource URI
	HTTP method
	Description

	Analytics Exposure Subscriptions
	/{afId}/subscriptions
	GET
	Read Retrieve all the subscriptions to analytics exposure for a given AF.

	
	
	POST
	Create a new subscription to analytics exposure.

	Individual Analytics Exposure Subscription
	/{afId}/subscriptions /{subscriptionId}
	GET
	Read Retrieve an existing subscription to analytics exposure.

	
	
	PUT
	Modify all of the properties ofUpdate an existing subscription to analytics exposure.

	
	
	DELETE
	Delete an existing subscription to analytics exposure.



* * * * Next changes * * * *
5.7.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
[bookmark: _Toc36040247][bookmark: _Toc44692865][bookmark: _Toc45134326][bookmark: _Toc49607390][bookmark: _Toc51763362][bookmark: _Toc58850260][bookmark: _Toc59018640][bookmark: _Toc68169652][bookmark: _Toc114211892][bookmark: _Toc129203189]5.7.1BA	Notifications
There are no Nnotifications defined for this API in this release of the specificationare not applicable to this API.
* * * * Next changes * * * *
5.8.0	Introduction
The Nnef_ApplyingBdtPolicy service shall use the ApplyingBdtPolicy API.
The API URI of ApplyingBdtPolicy API shall be:
{apiRoot}/3gpp-applying-bdt-policy/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-applying-bdt-policy".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc28013503][bookmark: _Toc36040264][bookmark: _Toc44692884][bookmark: _Toc45134345][bookmark: _Toc49607409][bookmark: _Toc51763381][bookmark: _Toc58850279][bookmark: _Toc59018659][bookmark: _Toc68169671][bookmark: _Toc114211916][bookmark: _Toc129203213]5.8.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-applying-bdt-policy/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-applying-bdt-policy" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.8.1.1-1 and the resources and HTTP methods used for the ApplyingBdtPolicy API.


Figure 5.8.1.1-1: Resource URI structure of the ApplyingBdtPolicy API
Table 5.8.1.1-1 provides an overview of the resources and HTTP methods applicable for the ApplyingBdtPolicy API.
Table 5.8.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000256]Resource name
	Resource URI
	HTTP method
	Description

	Applied BDT Policy Subscriptions
	/{afId}/subscriptions
	GET
	Read all applied BDT policy subscriptions for a given AF.

	
	
	POST
	Create a new applied policy subscription.

	Individual Applied BDT Policy Subscription
	/{afId}/subscriptions/{subscriptionId}
	GET
	Read an applied BDT policy subscription.

	
	
	PATCH
	Modify BDT Reference ID of an existing subscription to a BDT policy.

	
	
	DELETE
	Delete an applied BDT policy subscription



* * * * Next changes * * * *
5.8.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
5.9.0	Introduction
The Nnef_IPTVConfiguration service shall use the IPTVConfiguration API.
The API URI of IPTVConfiguration API shall be:
{apiRoot}/3gpp-iptvconfiguration/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-iptvconfiguration".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc28013533][bookmark: _Toc36040294][bookmark: _Toc44692914][bookmark: _Toc45134375][bookmark: _Toc49607439][bookmark: _Toc51763411][bookmark: _Toc58850309][bookmark: _Toc59018689][bookmark: _Toc68169701][bookmark: _Toc114211950][bookmark: _Toc129203247]5.9.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-iptvconfiguration/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-iptvconfiguration" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.9.1.1-1 and the resources and HTTP methods used for the IPTVConfiguration API.


Figure 5.9.1.1-1: Resource URI structure of the IPTVConfiguration API
Table 5.9.1.1-1 provides an overview of the resources and HTTP methods applicable for the IPTVConfiguration API.
Table 5.9.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000257]Resource name
	Resource URI
	HTTP method
	Description

	IPTV Configurations
	/{afId}/configurations
	GET
	Read all configurations for a given AF.

	
	
	POST
	Create a new IPTV configuration.

	Individual IPTV Configuration
	/{afId}/configurations/{configurationId}
	GET
	Read an existing configuration identified by {configurationId}.

	
	
	PUT
	Modify all of the properties ofUpdate an existing configuration identified by {configurationId}.

	
	
	PATCH
	Modify some of the properties of an existing configuration identified by {configurationId}.

	
	
	DELETE
	Delete a configuration identified by {configurationId}.



* * * * Next changes * * * *
[bookmark: _Toc36040311][bookmark: _Toc44692931][bookmark: _Toc45134392][bookmark: _Toc49607456][bookmark: _Toc51763428][bookmark: _Toc58850326][bookmark: _Toc59018706][bookmark: _Toc68169718][bookmark: _Toc114211967][bookmark: _Toc129203264]5.9.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
5.9.1BA	Notifications
There are no Nnotifications defined for this API in this release of the specificationare not applicable to this API.

* * * * Next changes * * * *
5.10.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
5.10.1B	Notifications
There are no notifications defined for this API in this release of the specification.
* * * * Next changes * * * *
5.11.0	Introduction
The Nnef_ServiceParameter service shall use the ServiceParameter API.
The API URI of ServiceParameter API shall be:
{apiRoot}/3gpp-service-parameter/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-service-parameter".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc36040355][bookmark: _Toc44692975][bookmark: _Toc45134436][bookmark: _Toc49607500][bookmark: _Toc51763472][bookmark: _Toc58850370][bookmark: _Toc59018750][bookmark: _Toc68169762][bookmark: _Toc114212021][bookmark: _Toc129203318]5.11.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-service-parameter/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-service-parameter" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.11.1.1-1 and the resources and HTTP methods used for the ServiceParameter API.


Figure 5.11.1.1-1: Resource URI structure of the ServiceParameter API
Table 5.11.1.1-1 provides an overview of the resources and HTTP methods applicable for the ServiceParameter API.
Table 5.11.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000259]Resource name
	Resource URI
	HTTP method
	Description

	Service Parameter Subscripions
	/{afId}/subscriptions
	GET
	Read all subscriptions for a given AF.

	
	
	POST
	Create a new service parameter subscription.

	Individual Service Parameter Subscripion
	/{afId}/subscriptions/{subscriptionId}
	GET
	Read an existing service parameter subscription identified by {subscriptionId}.

	
	
	PUT
	Modify all of the properties ofUpdate an existing service parameter subscription. identified by {subscriptionId}.

	
	
	PATCH
	Modify some of the properties of an existing service parameter subscription identified by {subscriptionId}.

	
	
	DELETE
	Delete an existing service parameter subscription identified by {subscriptionId}.



* * * * Next changes * * * *
5.11.1B	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
5.12.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
5.12.1B	Notifications
There are no notifications defined for this API in this release of the specification.
* * * * Next changes * * * *
5.13.0	Introduction
The Nnef_MoLcsNotify service shall use the MoLcsNotify API.
The API URI of MoLcsNotify API shall be:
{apiRoot}/3gpp-mo-lcs-notify/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-mo-lcs-notify".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc44693032][bookmark: _Toc45134493][bookmark: _Toc49607557][bookmark: _Toc51763529][bookmark: _Toc58850427][bookmark: _Toc59018807][bookmark: _Toc68169819][bookmark: _Toc114212105][bookmark: _Toc129203402]5.13.1	Resources
There areis no resources defined for this API in this release of the specification. 
* * * * Next changes * * * *
5.13.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
[bookmark: _Toc58850445][bookmark: _Toc59018825][bookmark: _Toc68169837][bookmark: _Toc114212127][bookmark: _Toc129203424]5.14.1	Introduction
The Nnef_AKMA service shall use the AKMA API.
The API URI of AKMA API shall be:
{apiRoot}/3gpp-akma/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-akma".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
All resource URIs of this API should have the following root:
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-akma" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
* * * * Next changes * * * *
[bookmark: _Toc58850452][bookmark: _Toc59018832][bookmark: _Toc68169844][bookmark: _Toc114212134][bookmark: _Toc129203431]5.14.4	Notifications
There are no Nnotifications defined for this API in this release of the specificationare not applicable to this API.
* * * * Next changes * * * *
5.15.0	Introduction
The Nnef_TimeSyncExposure service shall use the TimeSyncExposure API.
The API URI of TimeSyncExposure API shall be:
{apiRoot}/3gpp-time-sync/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-time-sync".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc114212152][bookmark: _Toc129203449]5.15.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-time-sync/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-time-sync" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.15.1.1-1 and the resources and HTTP methods used for the TimeSyncExposure API.


Figure 5.15.1.1-1: Resource URI structure of the TimeSyncExposure API
Table 5.15.1.1-1 provides an overview of the resources and HTTP methods applicable for the TimeSyncExposure API.
Table 5.15.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000261]Resource name
	Resource URI
	HTTP method
	Description

	Time Synchronization Exposure Subscriptions
	/{afId}/subscriptions
	GET
	Read all subscriptions for a given AF.

	
	
	POST
	Create a new subscription to time synchronization exposure.

	Individual Time Synchronization Exposure Subscription
	/{afId}/subscriptions/{subscriptionId}
	GET
	Read a subscription to time synchronization exposure.

	
	
	PUT
	Modify all of the properties of an existing subscription to time synchronization exposure.

	
	
	DELETE
	Delete a subscription to time synchronization exposure.

	Time Synchronization Exposure Configurations
	/{afId}/subscriptions/{subscriptionId}/configurations
	GET
	Read all configurations for a given AF and subscription. 

	
	
	POST
	Create a new configuration to time synchronization exposure.

	Individual Time Synchronization Exposure Configuration
	/{afId}/subscriptions/{subscriptionId}/configurations/{instanceReference}
	GET
	Read a configuration to time synchronization exposure.

	
	
	PUT
	Modify all of the properties of an existing configuration to time synchronization exposure.

	
	
	DELETE
	Delete a configuration to time synchronization exposure.

	
	
	DELETE
	DELETE a new configuration of 5G access stratum time distribution.



* * * * Next changes * * * *
[bookmark: _Toc114212183][bookmark: _Toc129203480]5.15.2	Custom Operations without associated resources 
There are no custom operations without associated resources defined for this API in this release of the specification.
None.
* * * * Next changes * * * *
5.16.0	Introduction
The Nnef_EcsAddressProvision service shall use the EcsAddressProvision API.
The API URI of EcsAddressProvision API shall be:
{apiRoot}/3gpp-ecs-address-provision/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-ecs-address-provision".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc114212237][bookmark: _Toc129203534]5.16.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-ecs-address-provision/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-ecs-address-provision" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.16.1.1-1 and the resources and HTTP methods used for the EcsAddressProvision API.


Figure 5.16.1.1-1: Resource URI structure of the EcsAddressProvision API
Table 5.16.1.1-1 provides an overview of the resources and HTTP methods applicable for the EcsAddressProvision API.
Table 5.16.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000262]Resource name
	Resource URI
	HTTP method
	Description

	ECS Address Provision Configurations
	/{afId}/configurations
	GET
	Read all configurations for a given AF identified by {afId}.

	
	
	POST
	Create a new configuration to provision ECS address(es).

	Individual ECS Address Provision Configuration
	/{afId}/configurations/{configurationId}
	GET
	Read an existing configuration identified by {configurationId}.

	
	
	PUT
	Modify all of the properties of an existing configuration identified by {configurationId}.

	
	
	DELETE
	Delete a configuration identified by {configurationId}.



* * * * Next changes * * * *
5.16.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
[bookmark: _Toc114212253][bookmark: _Toc129203550]5.16.1BA	Notifications
There are no Nnotifications defined for this API in this release of the specificationare not applicable to this API.
* * * * Next changes * * * *
5.17.0	Introduction
The Nnef_AMPolicyAuthorization service shall use the AMPolicyAuthorization API.
The API URI of AMPolicyAuthorization API shall be:
{apiRoot}/3gpp-am-policyauthorization/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-am-policyauthorization".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc114212268][bookmark: _Toc129203565]5.17.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-am-policyauthorization/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-am-policyauthorization" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.17.1.1-1 and the resources and HTTP methods used for the AMPolicyAuthorization API.


Figure 5.17.1.1-1: Resource URI structure of the AMPolicyAuthorization API
Table 5.17.1.1-1 provides an overview of the resources and HTTP methods applicable for the AMPolicyAuthorization API.
Table 5.17.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000263]Resource name
	Resource URI
	HTTP method
	Description

	Application AM Contexts
	/{afId}/app-am-contexts
	POST
	Create a new Individual application AM context resource and may create the child AM Policy Events Subscription sub-resource.

	Individual application AM Context
	/{afId}/app-am-contexts/{appAmContextId}
	GET
	Reads an existing Individual application AM context resource.

	
	
	PATCH
	Updates an existing Individual application AM context resource. It can also create or update an AM Policy Events Subscription sub-resource.

	
	
	DELETE
	Deletes an existing Individual application AM context resource and the child AM Policy Events Subscription sub-resource.

	AM Policy Events Subscription
	/{afId}/app-am-contexts/{appAmContextId}/events-subscription
	PUT
	Creates a new AM Policy Events Subscription sub-resource or modifies an existing AM Policy Events Subscription sub-resource.

	
	
	DELETE
	Deletes an AM Policy Events Subscription sub-resource.



* * * * Next changes * * * *
5.17.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
5.18.0	Introduction
The Nnef_AMInfluence service shall use the AMInfluence API.
The API URI of AMInfluence API shall be:
{apiRoot}/3gpp-am-influence/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-am-influence".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc114212287][bookmark: _Toc129203584]5.18.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-am-influence/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-am-influence" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.18.1.1-1 and the resources and HTTP methods used for the AMInfluence API.


Figure 5.18.1.1-1: Resource URI structure of the AMInfluence API
Table 5.18.1.1-1 provides an overview of the resources and HTTP methods applicable for the AMInfluence API.
Table 5.18.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000264]Resource name
	Resource URI
	HTTP method
	Description

	AM Influence Subscription

(NOTE)
	/{afId}/subscriptions
	GET
	Read all subscriptions for a given AF.

	
	
	POST
	Create a new subscription to AM influence.

	Individual AM Influence Subscription
	/{afId}/subscriptions/{subscriptionId}
	GET
	Read an existing subscription to AM influence.

	
	
	PUT
	Modify all of the properties ofUpdate an existing subscription to AM influence.

	
	
	PATCH
	Modify part of the properties of an existing subscription to AM influence.

	
	
	DELETE
	Delete an existing subscription to AM influence.

	NOTE:	The "AM Influence Subscription" resource is a collection resource and corresponds to the collection of AM Influence Subscriptions managed by the NEF.



* * * * Next changes * * * *
5.18.1A	Custom Operations without associated resources
There are no custom operations without associated resources defined for this API in this release of the specification.
* * * * Next changes * * * *
5.19.1	Introduction
The Nnef_MBSTMGI service shall use the MBSTMGI API.
The API URI of MBSTMGI API shall be:
{apiRoot}/3gpp-mbs-tmgi/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-mbs-tmgi".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above root API URI.
* * * * Next changes * * * *
[bookmark: _Toc114212366][bookmark: _Toc129203661]5.20.1	Introduction
The Nnef_MBSSession service shall use the MBSSession API.
The API URI of MBSSession API shall be:
{apiRoot}/3gpp-mbs-session/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-mbs-session".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above root API URI.
* * * * Next changes * * * *
5.21.0	Introduction
The Nnef_EASDeployment service shall use the EASDeployment API.
The API URI of EASDeployment API shall be:
{apiRoot}/3gpp-eas-deployment/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-eas-deployment".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
[bookmark: _Toc82747508][bookmark: _Toc114212442][bookmark: _Toc129203737]5.21.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-eas-deployment/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-eas-deployment" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.21.1.1-1 and the resources and HTTP methods used for AF provisioned EAS Deployment information management in the northbound EASDeployment API.


Figure 5.21.1.1-1: Resource URI structure of the northbound EASDeployment API
Table 5.21.1.1-1 provides an overview of the resources and HTTP methods applicable for the northbound EASDeployment API.
Table 5.21.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000266]Resource name
	Resource URI
	HTTP method
	Description

	EAS Deployment Information
	/{afId}/eas-deployment-info
	GET
	Read all EAS Deployment information for a given AF.

	
	
	POST
	Create a new Individual EAS Deployment information resource.

	Individual EAS Deployment Information
	/{afId}/eas-deployment-info/{easDeployInfoId}
	GET
	Reads an active Individual EAS Deployment Information resource.

	
	
	PUT
	Update an existing Individual EAS Deployment Information resource.

	
	
	DELETE
	Deletes an existing Individual EAS Deployment Information resource.



* * * * Next changes * * * *
[bookmark: _Toc114212463][bookmark: _Toc129203758]5.21.3	Notifications
There are no notifications defined for this API in this release of the specification.
None.
* * * * Next changes * * * *
[bookmark: _Toc114212483][bookmark: _Toc129203778]5.22.0	Introduction
The Nnef_ASTI service shall use the ASTI API.
The API URI of ASTI API shall be:
{apiRoot}/3gpp-asti/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-asti".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above API URI.
* * * * Next changes * * * *
5.22.1.1	Overview
All resource URIs of this API should have the following root:
{apiRoot}/3gpp-asti/v1
"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4]. "apiName" shall be set to "3gpp-asti" and "apiVersion" shall be set to "v1" for the current version defined in the present document. All resource URIs in the clauses below are defined relative to the above root URI.
This clause describes the structure for the Resource URIs as shown in figure 5.22.1.1-1 and the resources and HTTP methods used for the ASTI API.


Figure 5.22.1.1-1: Resource URI structure of the ASTI API
Table 5.22.1.1-1 provides an overview of the resources and HTTP methods applicable for the ASTI API.
Table 5.22.1.1-1: Resources and methods overview
	[bookmark: MCCQCTEMPBM_00000267]Resource name
	Resource URI
	HTTP method
	Description

	ASTI Configurations
	/{afId}/configurations
	GET
	Read all configurations of 5G access stratum time distribution for a given AF and subscription.

	
	
	POST
	Create a new configuration of 5G access stratum time distribution.

	
	/{afId}/configurations/retrieve
	retrieve
(POST)
	Retrieval of the status of access stratum time distribution.

	Individual ASTI Configuration
	/{afId}/configurations/{configId}
	PUT
	Modify a configuration configuration of 5G access stratum time distribution.

	
	
	DELETE
	Delete a configuration of 5G access stratum time distribution.

	
	
	GET
	Query the status of the access time distribution



* * * * Next changes * * * *
[bookmark: _Toc114212504][bookmark: _Toc129203799]5.22.2	Custom Operations without associated resources 
There are no custom operations without associated resources defined for this API in this release of the specification.
None.
[bookmark: _Toc114212505][bookmark: _Toc129203800]* * * * Next changes * * * *
5.22.3	Notifications
There are no notifications defined for this API in this release of the specification.
None.
* * * * Next changes * * * *
[bookmark: _Toc90658163][bookmark: _Toc114212585][bookmark: _Toc129203880]5.25.1	Introduction
The Nnef_UEId service shall use the UEId API.
The API URI of UEId API shall be:
{apiRoot}/3gpp-ueid/v1
with the following components:
-	"apiRoot" is set as described in clause 5.2.4 in 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-ueid".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above root API URI.
* * * * Next changes * * * *
[bookmark: _Toc114212608][bookmark: _Toc129203903]5.26.1	Introduction
The Nnef_MBSUserService service shall use the MBSUserService API.
The API URI of MBSUserService API shall be:
{apiRoot}/3gpp-mbs-us/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-mbs-us".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above root API URI.
* * * * Next changes * * * *
[bookmark: _Toc114212642][bookmark: _Toc129203937]5.27.1	Introduction
The Nnef_MBSUserDataIngestSession service shall use the MBSUserDataIngestSession API.
The API URI of MBSUserDataIngestSession API shall be:
{apiRoot}/3gpp-mbs-ud-ingest/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-mbs-ud-ingest".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above root API URI.
* * * * Next changes * * * *
[bookmark: _Toc114212699][bookmark: _Toc129203994]5.28.1	Introduction
The Nnef_MSEventExposure service shall use the MSEventExposure API.
The API URI of MSEventExposure API shall be:
{apiRoot}/3gpp-ms-event-exposure/v1
with the following components:
-	"apiRoot" is set as defined in clause 5.2.4 of 3GPP TS 29.122 [4].
-	"apiName" shall be set to "3gpp-ms-event-exposure".
-	"apiVersion" shall be set to "v1" for the current version defined in the present document.
All resource URIs in the clauses below are defined relative to the above root API URI.
* * * * End of changes * * * *
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