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Additional discussion(if needed):
Proposed changes:
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The optional features in table 5.1.8-1 are defined for the Nnwdaf_EventsSubscription API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [6].
Table 5.1.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	ServiceExperience
	This feature indicates support for the event related to service experience.

	2
	UeMobility
	This feature indicates the support of analytics based on UE mobility information.

	3
	UeCommunication
	This feature indicates the support of analytics based on UE communication information.

	4
	QoSSustainability
	This feature indicates support for the event related to QoS sustainability.

	5
	AbnormalBehaviour
	This feature indicates support for the event related to abnormal behaviour information.

	6
	UserDataCongestion
	This feature indicates support for the event related to user data congestion.

	7
	NfLoad
	This feature indicates the support of the analytics related to the load of NF instances.

	8
	NetworkPerformance
	This feature indicates the support of analytics based on network performance.

	9
	NsiLoad
	This feature indicates the support of the event related to the load level of Network Slice and the optionally associated Network Slice Instance.

	10
	ES3XX
	Extended Support for 3xx redirections. This feature indicates the support of redirection for any service operation, according to Stateless NF procedures as specified in clauses 6.5.3.2 and 6.5.3.3 of 3GPP TS 29.500 [6] and according to HTTP redirection principles for indirect communication, as specified in clause 6.10.9 of 3GPP TS 29.500 [6]. 

	11
	EneNA
	This feature indicates support for the enhancements of network data analytics requirements.

	12
	UserDataCongestionExt
	This feature indicates support for the extensions to the event related to user data congestion, including support of GPSI and/or list of Top applications. Supporting this feature also requires the support of feature UserDataCongestion.

	13
	Aggregation
	This feature indicates support for analytics aggregation.

	14
	NsiLoadExt
	This feature indicates support for the extensions to the event related to the load level of Network Slice and the optionally associated Network Slice Instance, including support of area of interest, NF load information and number of UE or number of PDU Session. Supporting this feature also requires the support of feature NsiLoad.

	15
	ServiceExperienceExt
	This feature indicates support for the extensions to the event related to service experience, including support of RAT type and/or Frequency. Supporting this feature also requires the support of feature ServiceExperience.

	16
	DnPerformance
	This feature indicates the support of the analytics related to DN performance.

	17
	NfLoadExt
	This feature indicates support for the extensions to the event related to the load of NF instances, including NF load over area of interest. Supporting this feature also requires the support of feature NfLoad.

	18
	Dispersion
	This feature indicates support of the analytics related to dispersion analytics information.

	19
	RedundantTransmissionExp
	This feature indicates support of the analytics related to redundant transmission experience analytics information.

	20
	WlanPerformance
	This feature indicates support of the analytics related to WLAN performance information.

	21
	UeCommunicationExt
	This feature indicates the support for the extensions to the event related to UE communication, including support of reporting the analytics of the application list used by UE, N4 Session inactivity timer, and whether the UE communicates periodically or not.
Supporting this feature also requires the support of UeCommunication feature.

	22
	UeMobilityExt
	This feature indicates support for extensions to the event related to UE mobility, including support of LADN DNN to refer the LADN service area as the AOI. Supporting this feature also requires the support of feature UeMobility.

	23
	AnaCtxTransfer
	This feature indicates support for functionality related to Analytics Context Transfer.

	24
	AnaSubTransfer
	This feature indicates support for Analytics Subscription Transfer initiated by the source NWDAF.

	25
	UserConsent
	Indicates the support of detailed handling of user consent, e.g. error responses related to the lack of user consent.

	26
	TermRequest
	This feature indicates support for Analytics Subscription termination requests sent by the NWDAF to the NF service consumer.

	27
	ENAExt
	This feature indicates support for the general enhancements of network data analytics requirements, including support more level of accuracy and support for use case context sent by the NF service consumer to the NWDAF.

	28
	EnAbnormalBehaviour
	This feature indicates support for the enhancements of UE Abnormal Behaviour.
Supporting this feature also requires the support of AbnormalBehaviour feature.

	29
	EnQoSSustainability
	This feature indicates support for the enhancements of QoS Sustainability.
Supporting this feature also requires the support of QoSSustainability feature.

	30
	UserDataCongestionExt2_eNA
	This feature indicates support for the enhancements of user data congestion, including support of ordering criterion. Supporting this feature also requires the support of UserDataCongestion and UserDataCongestionExt features.

	31
	UeMobilityExt2_eNA
	This feature indicates support for the enhancements of UE mobility, including support of ordering criterion. Supporting this feature also requires the support of UeMobility and UeMobilityExt features.

	32
	UeCommunicationExt_eNA
	This feature indicates support for the enhancements of UE Communication, including to indicate the ordering criterion for the list of analytics. Supporting this feature also requires the support of UeCommunication feature.

	33
	NetworkPerformanceExt_eNA
	This feature indicates support for the enhancements of Network Performance, including support ofto indicate the ordering criterion for the list of analytics and analytics target period subset. Supporting this feature also requires the support of NetworkPerformance feature.

	34
	QoSSustainabilityExt_eNA
	This feature indicates support for the enhancements of QoS Sustainability, including enhancements of filter information. Supporting this feature also requires the support of QoSSustainability feature.

	35
	PartialAnalyticsSubTransfer
	This feature indicates support for partial successful analytics subscription transfer.

	36
	NetworkPerformanceExt_eNAVoid
	This feature indicates the support for extensions to the analytics event related to network performance, including support of analytics target period subset.Void

	37
	PfdDetermination
	This feature indicates support for functionality related to NWDAF assisted PFD Determination information for known application identifier(s).

	38
	ServiceExperienceExt2_eNA
	This feature indicates support for the extensions to the event related to service experience supporting eNA, including support for PDU Session parameters information for service experience analytics. Supporting this feature also requires the support of feature ServiceExperience.

	39
	DnPerformanceExt_AIML
	This feature indicates support for extensions to the event related to DN Performance supporting AIML, including support of extended DN Performance Analytics for group of UEs. Supporting this feature also requires the support of feature DnPerformance.

	40
	UeMobilityExt_AIML
	This feature indicates support for further extensions to the event related to UE mobility supporting AIML, including UE’s geographical distribution and direction analytics. Supporting this feature also requires the support of feature UeMobility.

	41
	EnhDataMgmt
	Indicates the support of enhanced data management mechanisms. Supporting this feature also requires the support of feature EneNA.

	42
	PduSesTraffic
	This feature indicates support of the analytics related to PDU Session traffic information.

	43
	E2eDataVolTransTi
me
	This feature indicates support for E2E data volume transfer time analytics

	44
	DispersionExt_eNA
	This feature indicates support for the enhancements of Dispersion, including the support of preferred granularity of UE location. Supporting this feature also requires the support of Dispersion feature.

	45
	WlanPerformanceExt_AIML
	This feature indicates support for the enhancements of WLAN performance supporting AIML, including support of analytics per UE granularity. Supporting this feature also requires the support of feature WlanPerformance.

	46
	NetworkPerformanceExt_AIML
	This feature indicates support of the network performance enhancements for AI/ML-based Services. Within this feature the following enhacements are covered:
-	support of providing gNB resource usage for GBR traffic and Delay-critical GBR traffic.

Supporting this feature also requires the support of NetworkPerformance feature.

	47
	DnPerformanceExt_eNA
	This feature indicates support for extensions to the event related to DN Performance, including support of number of UEs. Supporting this feature also requires the support of feature DnPerformance.

	48
	AnalyticsAccuracy
	This feature indicates support for the Analytics Accuracy information.
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The optional features in table 5.2.8-1 are defined for the Nnwdaf_AnalyticsInfo API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [6].
Table 5.2.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	UeMobility
	This feature indicates the support of analytics based on UE mobility information.

	2
	UeCommunication
	This feature indicates the support of analytics based on UE communication information.

	3
	NetworkPerformance
	This feature indicates the support of analytics based on network performance.

	4
	ServiceExperience
	This feature indicates support for the event related to service experience.

	5
	QoSSustainability
	This feature indicates support for the event related to QoS sustainability.

	6
	AbnormalBehaviour
	This feature indicates support for the event related to abnormal behaviour information.

	7
	UserDataCongestion
	This feature indicates the support of the analytics related on user data congestion.

	8
	NfLoad
	This feature indicates the support of the analytics related to the load of NF instances.

	9
	NsiLoad
	This feature indicates the support of the analytics related to the load level of Network Slice and the optionally associated Network Slice Instance.

	10
	EneNA
	This feature indicates support for the enhancements of network data analytics requirements.

	11
	UserDataCongestionExt
	This feature indicates support for the extensions to the event related to user data congestion, including support of GPSI and/or list of Top applications. Supporting this feature also requires the support of feature UserDataCongestion.

	12
	Aggregation
	This feature indicates support for analytics aggregation. 

	13
	NsiLoadExt
	This feature indicates support for the extensions to the event related to the load level of Network Slice and the optionally associated Network Slice Instance, including support of area of interest, NF load information and number of UE or number of PDU Session. Supporting this feature also requires the support of feature NsiLoad.

	14
	ServiceExperienceExt
	This feature indicates support for the extensions to the event related to service experience, including support of RAT type and/or Frequency. Supporting this feature also requires the support of feature ServiceExperience.

	15
	SMCCE
	This feature indicates support for the event related to SM congestion control experience.

	16
	NfLoadExt
	This feature indicates support for the extensions to the event related to the load of NF instances, including NF load over area of interest. Supporting this feature also required the support of feature NfLoad.

	17
	Dispersion
	This feature indicates support for the event related to dispersion analytics information.

	18
	RedundantTransmissionExp
	This feature indicates support for the event related to redundant transmission experience analytics information.

	19
	WlanPerformance
	This feature indicates support of the event related to WLAN performance analytics information.

	20
	UeMobilityExt
	This feature indicates support for extensions to the event related to UE mobility, including support of LADN DNN to refer the LADN service area as the AOI. Supporting this feature also requires the support of feature UeMobility.

	21
	DnPerformance
	This feature indicates the support of the analytics related to DN performance.

	22
	AnaCtxTransfer
	This feature indicates the support of analytics context transfer.

	23
	UserConsent
	Indicates the support of detailed handling of user consent, e.g. error responses related to the lack of user consent.

	24
	UserDataCongestionExt2_eNA
	This feature indicates support for the enhancements of user data congestion, including support of ordering criterion. Supporting this feature also requires the support of UserDataCongestion and UserDataCongestionExt features.

	25
	UeMobilityExt2_eNA
	This feature indicates support for the enhancements of UE mobility, including support of ordering criterion. Supporting this feature also requires the support of UeMobility and UeMobilityExt features.

	26
	UeCommunicationExt_eNA
	This feature indicates support for the enhancements of UE Communication, including support of ordering criterion. Supporting this feature also requires the support of UeCommunication feature.

	27
	NetworkPerformanceExt_eNA
	This feature indicates support for the enhancements of UE mobility, including support of ordering criterion and analytics target period subset. Supporting this feature also requires the support of NetworkPerformance feature.

	28
	PfdDetermination
	This feature indicates the support of the analytics related to PFD Determination information of known application identifier(s).

	29
	ServiceExperienceExt2_eNA
	This feature indicates extensions to the event related to service experience supporting eNA, including support for PDU Session parameters information for service experience analytics. Supporting this feature also requires the support of feature ServiceExperience.

	31
	DnPerformanceExt_AIML
	This feature indicates support for extensions to the event related to DN Performance supporting AIML, including support of extended DN Performance Analytics for group of UEs. Supporting this feature also requires the support of feature DnPerformance.

	32
	UeMobilityExt_AIML
	This feature indicates support for further extensions to the event related to UE mobility supporting AIML, including support of UE’s geographical distribution and direction analytics. Supporting this feature also requires the support of feature UeMobility.

	33
	PduSesTraffic
	This feature indicates support of the analytics related to PDU Session traffic information.

	34
	DispersionExt_eNA
	This feature indicates support for the enhancements of Dispersion, including the support of preferred granularity of UE location. Supporting this feature also requires the support of Dispersion feature.

	35
	WlanPerformanceExt_AIML
	This feature indicates support for the enhancements of WLAN performance supporting AIML, including support of analytics per UE granularity. Supporting this feature also requires the support of feature WlanPerformance.

	36
	NetworkPerformanceExt_AIML
	This feature indicates support of the network performance enhancements for AI/ML-based Services. Within this feature the following enhacements are covered:
-	support of providing gNB resource usage for GBR traffic and Delay-critical GBR traffic.

Supporting this feature also requires the support of NetworkPerformance feature.

	37
	E2eDataVolTransTime
	This feature indicates support for E2E data volume transfer time analytics

	38
	AnalyticsAccuracy
	This feature indicates support for the Analytics Accuracy information.

	39
	EnAbnormalBehaviour
	This feature indicates support for the enhancements of UE Abnormal Behaviour.
Supporting this feature also requires the support of AbnormalBehaviour feature.

	40
	UeCommunicationExt
	This feature indicates the support for the extensions to the event related to UE communication, including support of reporting the analytics of the application list used by UE, N4 Session inactivity timer, and whether the UE communicates periodically or not.
Supporting this feature also requires the support of UeCommunication feature.
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