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[bookmark: _Toc136554333][bookmark: _Toc138752381]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
A-KID	AKMA Key IDentifier
A-TID	AKMA Temporary UE IDentifier
A2X	Aircraft-to-Everything
AAnF	AKMA Anchor Function
ACS	Auto-Configuration Server
AF	Application Function 
AKMA	Authentication and Key Management for Applications
AM	Access and Mobility management
ASTI	Access Stratum TIme distribution
BAT	Burst Arrival Time
BDT	Background Data Transfer
CAPIF	Common API Framework
CP	Communication Pattern
DN	Data Network
DNAI	DN Access Identifier
DNN	Data Network Name 
EAS	Edge Application Server
ECS	Edge Configuration Server
EHE	Edge Hosting Environment
FQDN	Fully Qualified Domain Name
GMLC	Global Mobile Location Centre
GPSI	Generic Public Subscription Identifier
IPTV	Internet Protocol Television 
KAF	AKMA Application Key
MBS	Multicast/Broadcast Service
MB-SMF	Multicast/Broadcast Session Management Function
MO-LR	Mobile Originated Location Request
NEF	Network Exposure Function
NSAC	Network Slice Admission Control
NSACF	Network Slice Admission Control Function
PCF	Policy Control Function
PEGC	PIN Element with Gateway Capability
PCRF	Policy and Charging Rule Function
PDTQ	Planned Data Transfer with QoS requirements
PFD	Packet Flow Description
PFDF	Packet Flow Description Function
PIN	Personal IoT Network
REST	Representational State Transfer
SCEF	Service Capability Exposure Function
SFC	Service Function Chaining
S-NSSAI	Single Network Slice Selection Assistance Information 
SSM	Source Specific IP Multicast address
TAI	Traffic Area Identity
TMGI	Temporary Mobile Group Identity
TSC	Time Sensitive Communication
TSCAI	Time Sensitive Communication Assistance Information
TSCTSF	Time Sensitive Communication and Time Synchronization Function
UDR	Unified Data Repository
UP	User Plane 
UPF	User Plane Function
URSP	UE Route Selection Policy
WB	Wide Band
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