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Additional discussion(if needed):
Proposed changes:
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For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GMS	5G Media Streaming
AF	Application Function
ASP	Application Service Provider
DCCF	Data Collection Coordination Function
DNAI	DN Access Identifier
GPSI	Generic Public Subscription Identifier
LCS	LoCation Services
LMF	Location Management Function
MFAF	Messaging Framework Adaptor Function
NEF	Network Exposure Function
NF	Network Function
NWDAF	Network Data Analytics Function
SUPI	Subscription Permanent Identifier
URI	Uniform Resource Identifier

*** 2nd Change ***
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This service operation is used by an NF service consumer to subscribe for event notifications on specific event(s), or to modify an existing subscription. 
The following are the types of events for which a subscription can be made by the NWDAF, DCCF, MFAF, or NEF as the NF service consumer:
-	Service Experience information for an application;
-	UE mobility information;
-	UE communication information;
-	Exceptions information;
-	User Data Congestion information;
-	Collective Behaviour information;
-	Dispersion information; and
-	Performance Data information.
[bookmark: _Hlk134727538]-	End-to-end data volume transfer time information.
The following are the types of events for which a subscription can be made by the NWDAF, DCCF, MFAF, Event Consumer AF, or NEF as the NF service consumer:
-	Media Streaming QoE metrics.
The following are the types of events for which a subscription to notifications can be created by the LMF as the NF service consumer:
-	GNSS Assistance Data information.
The following are the types of events for which a subscription can be made by the Event Consumer AF or NEF as the NF service consumer:
-	Media Streaming Consumption reports;
-	Media Streaming Network Assistance invocation;
-	Media Streaming Dynamic Policy invocation; and
-	Media Streaming access activity.
The following are the types of events for which a subscription can be made by the LMF or NEF as the NF service consumer:
-	GNSS Assistance Data information
The following procedures using the Naf_EventExposure_Subscribe service operation are supported:
-	creating a new subscription;
-	modifying an existing subscription.

*** 3rd Change ***
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Figure 4.2.4.2-1 illustrates the notification about subscribed events.


Figure 4.2.4.2-1: Notification about subscribed events
If the AF observes application related event(s) for which an NF service consumer has subscribed, the AF shall send an HTTP POST request as shown in step 1 of figure 4.2.4.2-1, with the "{notifUri}" as request URI containing the value previously provided by the NF service consumer within the corresponding subscription, and the "AfEventExposureNotif" data structure.
The "AfEventExposureNotif" data structure shall include:
a)	the notification correlation ID provided by the NF service consumer during the subscription as "notifId" attribute; and
b)	information about the observed event(s) within the "eventNotifs" attribute that shall contain for each observed event an "AfEventNotification" data structure that shall include:
1)	the application related event as "event" attribute;
2)	the time at which the event was observed encoded as "timeStamp" attribute;
3)	if the "event" attribute is "SVC_EXPERIENCE":
-	service experience information about the application involved in the reported event in the "svcExprcInfos" attribute;
4)	if the "event" attribute is "UE_MOBILITY":
-	UE mobility information associated with the application as "ueMobilityInfos" attribute;
5)	if the "event" attribute is "UE_COMM":
-	application communication information associated with the application as "ueCommInfos" attribute;
6)	if the "event" attribute is "EXCEPTIONS":
-	exceptions information associated with a service flow as "excepInfos" attribute;
7)	if the "event" attribute is "COLLECTIVE_BEHAVIOUR":
-	collective beahviour information associated with the UEs and its applications as "collBhvrInfs" attribute;
8)	if the "event" attribute is "PERF_DATA":
-	performance data information associated with the application as "perfDataInfos" attribute;
9)	if the "event" attribute is "USER_DATA_CONGESTION":
-	user data congestion information collected for an AF application as "congestionInfos" attribute; and
10)	if the "event" attribute is "DISPERSION":
-	UE dispersion information collected for an AF application as "dispersionInfos" attribute.
11)	if the "event" attribute is "MS_QOE_METRICS":
-	Media Streaming QoE metrics information collected for an UE application via the Data Collection AF as "msQoeMetrInfos" attribute.
12)	if the "event" attribute is "MS_CONSUMPTION":
-	Media Streaming Consumption reports collected for an UE application via the Data Collection AF as "msConsumpInfos" attribute.
13)	if the "event" attribute is "MS_NET_ASSIST_INVOCATION":
-	Media Streaming Network Assistance invocation collected for an UE application via the Data Collection AF as "msNetAssInvInfos" attribute.
14)	if the "event" attribute is "MS_DYN_POLICY_INVOCATION":
-	Media Streaming Dynamic Policy invocation collected for an UE application via the Data Collection AF as "msDynPlyInvInfos" attribute.
15)	if the "event" attribute is "MS_ACCESS_ACTIVITY":
-	Media Streaming access activity collected for an UE application via the Data Collection AF as "msAccActInfos" attribute.
16)	if the "event" attribute is "GNSS_ASSISTANCE_DATA":
-	GNSS Assistance Data information within the "gnssAssistDataInfo" attribute;
[bookmark: _Hlk134708633]17)	if the "event" attribute is "E2E_DATA_VOL_TRANS_TIME":
-	data volume transfer information associated with the application as "datVolTransTimeInfos" attribute.
If the NF service consumer cannot successfully fulfil the received HTTP POST request due to an internal error or an error in the HTTP POST request, the NF service consumer shall send an HTTP error response as specified in clause 5.7.
If the feature "ES3XX" is supported, and the NF service consumer determines the received HTTP POST request needs to be redirected, the NF service consumer shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [5].
Upon successful reception of the HTTP POST request with "{notifUri}" as request URI and "AfEventExposureNotif" data structure as request body, the NF service consumer shall send a "204 No Content" HTTP response, as shown in step 2 of figure 4.2.4.2-1.

*** End of Changes ***
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