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Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc36040100][bookmark: _Toc44692713][bookmark: _Toc45134174][bookmark: _Toc49607238][bookmark: _Toc51763210][bookmark: _Toc58850105][bookmark: _Toc59018485][bookmark: _Toc68169491][bookmark: _Toc114211647][bookmark: _Toc138751301][bookmark: _Toc114212053][bookmark: _Toc136554801][bookmark: _Toc138752849][bookmark: _Toc136555595][bookmark: _Toc136851956][bookmark: _Hlk142230137][bookmark: _Toc11247907][bookmark: _Toc27045051][bookmark: _Toc36034102][bookmark: _Toc45132249][bookmark: _Toc49776534][bookmark: _Toc51747454][bookmark: _Toc66361036][bookmark: _Toc68105541][bookmark: _Toc74756173][bookmark: _Toc105675050][bookmark: _Toc130503120]4.4.20	Procedures for service specific parameter provisioning
These procedures are used by an AF to provide service specific parameters to the 5G system via the NEF.
In order to provision service specific parameters to the 5G system, the AF shall send an HTTP POST message to the NEF targetting the resource "Service Parameter Subscriptions", the HTTP POST request message body shall include the ServiceParameterData data structure that shall include:
-	service description via:
a)	a combination of DNN and S-NSSAI within the "dnn" attribute and the "snssai" attribute respectively;
b)	an AF Service Identifier within the "afServiceId" attribute; or
c)	an application identifier within the "appId" attribute;
NOTE:	When the feature "AfGuideURSP" is supported, the DNN, S-NSSAI and/or Application Identifier information can be provided in the "urspGuidance" attribute, hence only the "afServiceId" attribute needs to be included for providing guidance for URSP determination.
-	indication of the UEs to which the subscription applies via:
a)	identification of an individual UE within the "gpsi" attribute;
b)	an IPv4 address of the UE within the "ueIpv4" attribute;
c)	an IPv6 address of the UE within the "ueIpv6" attribute;
d)	a MAC address of the UE within the "ueMac" attribute;
e)	an identification of a group of UE(s) within the "externalGroupId" attribute; or
f)	an identification of any UE within the "anyUeInd" attribute; and
-	service parameters for at least one of the following:
1)V2X service parameters via:
a)	configuration parameters for V2X communications over PC5 within the "paramOverPc5" attribute; and
b)	configuration parameters for V2X communications over Uu within the "paramOverUu" attribute;
2)if the "ProSe" feature is supported, 5G ProSe service parameters via:
a)	configuration parameters for 5G ProSe direct discovery within the "paramForProSeDd" attribute;
b)	configuration parameters for 5G ProSe direct communication within the "paramForProSeDc" attribute; and
c)	configuration parameters for 5G ProSe UE-to-network relay, including configuration parameters for 5G ProSe UE-to-network relay UE within the "paramForProSeU2NRelUe" attribute and configuration parameters for 5G ProSe remote UE within the "ParamForProSeRemUe" attribute; and
3)if the "AfGuideURSP" feature is supported, URSP service parameters via:
a)	contents for the AF guidance on URSP within the "urspGuidance" attribute, which shall include one or more URSP rule requests. Each URSP rule request may include a traffic descriptor within the "trafficDesc" attribute, a relative precedence within the "relatPrecedence" attribute and/or one or more route selection parameter sets within the "routeSelParamSets" attribute. Each route selection parameter set may include a precedence value within the "precedence" attribute, a DNN within the "dnn" attribute, an S-NSSAI within the "snssai" attribute, and a spatial validity condition within the "spatialValidity" attribute. If the request contains only one route selection parameter set, each of the optional attributes "dnn", "snssai", "precedence", and "spatialValidity" that is missing from the request may be complemented by the NEF based on local configuration for the provided AF service identifier. It is up to the NEF to transform the information of the "spatialValidity" attribute into a list of TAIs;
and may include:
-	if the "AfNotifications" feature is supported:
a)	subscription to event notification of the outcome related to invocation of service parameter provisioning within the "subNotifEvents" attribute; and
b)	notification URI within the "notificationDestination" attribute.
In order to update an existing service parameter subscription, the AF shall send an HTTP PUT or HTTP PATCH message to the NEF targetting the resource "Individual Service Parameter Subscription" and requesting to change the subscription.
In order to delete an existing service parameter subscription, the AF shall send an HTTP DELETE message to the NEF targetting the resource "Individual Service Parameter Subscription".
Upon receipt of the HTTP request from the AF, and if the AF is authorized, the NEF shall interact with the UDM by invoking the Nudm_SubscriberDataManagement service as described in 3GPP TS 29.503 [17] to retrieve the SUPI or Internal Group Identifier. NEF may, based on local configuration, complement missing service parameters. Additionally, based on operator's local policy, NEF may support service specific authorization as described in clause 4.15.6.10 in 3GPP TS 23.502 [2]. Then the NEF shall interact with the UDR to create, update or delete the associated service parameters by using the Nudr_DataRepository service as defined in 3GPP TS 29.519 [23]. If information related to AfNotifications feature are received from the AF, the NEF shall also include the required information (e.g. "policDelivNotifUri" and "policDelivNotifCorreId" attributes in 3GPP TS 29.519 [23]) in UDR data creation if the NEF supports the DeliveryOutcome feature (as described in 3GPP TS 29.504 [4]). If the NEF receives an error responsefrom the UDR, the NEF shall not create, update or delete the resource and shall respond to the AF with a proper error status code. If the NEF received within an error response a "ProblemDetails" data structure with a "cause" attribute indicating an application error, the NEF shall relay this error response to the AF with a corresponding application error, when applicable.
After receiving a successful response from the UDR, the NEF shall:
-	for an HTTP POST request, create an "Individual Service Parameter Subscription" resource which represents the Service Parameter provisioning request, addressed by a URI that contains the AF Identifier and a NEF-created configuration identifier, and shall respond to the AF with a 201 Created status code, including a Location header field containing the URI for the created resource. The AF shall use the URI received in the Location header in subsequent requests to the NEF to refer to this Service Parameter Subscription;
-	for an HTTP PUT or HTTP PATCH request, update the "Individual Service Parameter Subscription" resource which represents the service parameter provisioning request, and respond to the AF with a 200 OK or 204 No Content status code; and
-	for an HTTP DELETE request, remove all properties of the resource and delete the corresponding active "Individual Service Parameter Subscription" resource, then respond to the AF with a 204 No Content status code.
When the NEF receives the Service Specific Authorization Update information from the UDM by Nudm_ServiceSpecificAuthorization_UpdateNotify service operation defined in 3GPP TS 29.503 [17], if the authorization is revoked, the NEF shall provide a notification to AF by sending HTTP POST message that include the one or more AfNotification data structure(s). Upon receipt of the notification, the AF shall respond with a "204 No Content" status code to confirm the received notification.
When the NEF receives the notification of the outcome of invocation related to AF provisioned service parameters from the PCF by Npcf_EventExposure_Notify service operation defined in 3GPP TS 29.523 [22], the NEF shall determine the corresponding service parameter subscription and provide a notification to AF by sending HTTP POST message that include the AfNotification data structure. Upon receipt of the notification, the AF shall respond with a "204 No Content" status code to confirm the received notification.
*** 2nd Change ***
[bookmark: _Toc36040377][bookmark: _Toc44692997][bookmark: _Toc45134458][bookmark: _Toc49607522][bookmark: _Toc51763494][bookmark: _Toc58850392][bookmark: _Toc59018772][bookmark: _Toc68169784][bookmark: _Toc114212051][bookmark: _Toc138751703]5.11.2.3.2	Type: ServiceParameterData
Table 5.11.2.3.2-1: Definition of type ServiceParameterData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	self
	Link
	C
	0..1
	Identifies the individual service parameter subscription resource URI.
Shall be present by the NEF in HTTP responses that include an object of ServiceParameterData type.
	

	dnn
	Dnn
	O
	0..1
	Identifies a DNN. (NOTE 2) (NOTE 3)
	

	snssai
	Snssai
	O
	0..1
	Identifies an S-NSSAI. (NOTE 2) (NOTE 3)
	

	afServiceId
	string
	O
	0..1
	Identifies a service on behalf of which the AF is issuing the request. (NOTE 2) (NOTE 3)
	

	appId
	string
	O
	0..1
	Identifies an application identifier. (NOTE 2)
	

	gpsi
	Gpsi
	O
	0..1
	Identifies GPSI. (NOTE 1)
	

	ueIpv4
	Ipv4Addr
	O
	0..1
	The IPv4 address of the served UE. (NOTE 1)
	

	ueIpv6
	Ipv6Addr
	O
	0..1
	The IPv6 address of the served UE. (NOTE 1)
	

	ueMac
	MacAddr48
	O
	0..1
	The MAC address of the served UE. (NOTE 1)
	

	externalGroupId
	ExternalGroupId
	O
	0..1
	Represents a group of users. (NOTE 1)
	

	anyUeInd
	boolean
	O
	0..1
	Identifies whether the service parameters apply to any UE. This attribute shall set to "true" if applicable for any UE, otherwise, set to "false". (NOTE 1) (NOTE 3)
	

	subNotifEvents
	array(Event)
	C
	1..N
	Identifies the AF subscribed event(s) notifications related to AF provisioned service parameters. (NOTE 4)
	AfNotifications

	notificationDestination
	Uri
	C
	0..1
	Contains the callback URI to receive the notifications from the NEF. Shall be present If "subNotifEvents" attribute is included.
	AfNotifications

	requestTestNotification
	boolean
	O
	0..1
	Set to true by the AF to request the NEF to send a test notification as defined in clause 5.2.5.3 of 3GPP TS 29.122 [4]. Set to false or omitted otherwise.
	Notification_test_event

	websockNotifConfig
	WebsockNotifConfig
	O
	0..1
	Configuration parameters to set up notification delivery over Websocket protocol.
	Notification_websocket

	paramOverPc5
	ParameterOverPc5
	O
	0..1
	Contains the V2X service parameters used over PC5
	

	paramOverUu
	ParameterOverUu
	O
	0..1
	Contains the V2X service parameters used over Uu
	

	paramForProSeDd
	ParamForProSeDd
	O
	0..1
	Contains the service parameters for 5G ProSe direct discovery.
	ProSe

	paramForProSeDc
	ParamForProSeDc
	O
	0..1
	Contains the service parameters for 5G ProSe direct communications.
	ProSe

	paramForProSeU2NRelUe
	ParamForProSeU2NRelUe
	O
	0..1
	Contains the service parameters for 5G ProSe UE-to-network relay UE.
	ProSe

	paramForProSeRemUe
	ParamForProSeRemUe
	O
	0..1
	Contains the service parameters for 5G ProSe remote UE.
	ProSe

	urspGuidance
	array(UrspRuleRequest)
	O
	1..N
	Contains the service parameter used to guide the URSP.
	AfGuideURSP

	mtcProviderId
	MtcProviderInformation
	O
	0..1
	Indicates MTC provider information.
	

	suppFeat
	SupportedFeatures
	C
	0..1
	Indicates the list of Supported features used as described in clause 5.11.3.
This attribute shall be provided in the POST request and in the response of successful resource creation.
	

	NOTE 1:		One of individual UE identifier (i.e. "gpsi", "ueIpv4", "ueIpv6" or "ueMac" attribute), External Group Identifier (i.e. "externalGroupId" attribute) or any UE indication (i.e. "anyUeInd" attribute) shall be included. For V2X and URSP service parameter provisioning (see clause 4.4.20), only "anyUeInd", "gpsi" and "externalGroupId" attributes are applicable.
NOTE 2:	Either the "afServiceId" attribute, "appId" attribute or the combination of "snssai" and "dnn" attributes shall be provided. When the feature "AfGuideURSP" is supported, only the "afServiceId" attribute shall be provided for providing guidance for URSP determination.
NOTE 3:	When "anyUeInd" attribute is present, "appId" attribute, "afServiceId" attribute or the combination of "snssai" attribute and "dnn" attribute shall be provided. When the feature "AfGuideURSP" is supported, only the "afServiceId" attribute shall be provided for providing guidance for URSP determination.
NOTE 4:	The attribute may be present when the individual UE identifier (i.e. "gpsi", "ueIpv4", "ueIpv6" or "ueMac" attribute) is present.



*** End of Changes ***

