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***** first change *****
[bookmark: _Toc138685303]3.4	Applicability table
NOTE:	It is possible that the applicability of some tests indicated in table B.1 does not match with the value in the Release column, due to late definition of the test sequences. Tests should be performed without considering the Release column, but only based on the conditions indicated for each release.
Table B.1: Applicability of tests
	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Rel-14 ME
	Rel-15 ME
	Rel-16 ME
	Rel-17 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	1
	PROFILE DOWNLOAD	27.22.1
	R99
	1
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	E.1/1
	No
	
	

	2
	Contents of the TERMINAL PROFILE command 27.22.2
	R99
	
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	E.1/1
	No
	
	

	3
	Servicing of Proactive UICC Commands	27.22.3
	R99
	
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	M
	
	No
	
	

	4
	DISPLAY TEXT	27.22.4.1
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	Unpacked
	R99
	1.1
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	E.1/17 AND E.1/110
	No
	
	

	
	Screen busy
	R99
	1.2
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	E.1/17 AND E.1/110
	No
	
	

	
	high priority
	R99
	1.3
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	E.1/17 AND E.1/110
	No
	
	

	
	Packed
	R99
	1.4
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	E.1/17 AND E.1/110
	No
	
	

	
	clear after delay
	R99
	1.5
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	E.1/17 AND E.1/110
	No
	
	

	
	long text up to 160 bytes
	R99
	1.6
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	C177
	E.1/17 AND E.1/110
	No
	
	

	
	Backwards move in USIM session
	R99
	1.7
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	E.1/17 AND
E.1/110 AND E.1/111
	No
	
	

	
	Session terminated by user
	R99
	1.8
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	E.1/17 AND
E.1/110 AND E.1/111
	No
	
	



…
	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Rel-14 ME
	Rel-15 ME
	Rel-16 ME
	Rel-17 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	40
	EVENT DOWNLOAD	27.22.7
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	27.22.7.1: MT call event
	R99
	1.1
	C180
	C180
	C180
	C180
	C180
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	E.1/34 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.2.1: call connected event
	R99
	1.1
	C180
	C180
	C180
	C180
	C180
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	E.1/35 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.2.1: call connected event (simultaneous call MT-MO)
	R12
	1.2
	
	
	
	
	
	
	
	
	
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.2.1: call connected event (simultaneous call MO-MO)
	R12
	1.3
	
	
	
	
	
	
	
	
	
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.2.1: call connected event (simultaneous call MO-MT)
	R12
	1.4
	
	
	
	
	
	
	
	
	
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.2.2: ME supporting SET UP CALL
	R99
	2.1
	C177 AND C178 AND C180
	C177 AND C178 AND C180
	C177 AND C178 AND C180
	C177 AND C178 AND C180
	C177 AND C178 AND C180
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	C177 AND C178 AND C180 AND C183
	E.1/35 AND E.1/29 AND E.1/33 AND E.1/110 AND E.1/111
	UMTS System Simulator or System Simulator only
	
	






	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Rel-14 ME
	Rel-15 ME
	Rel-16 ME
	Rel-17 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	
	27.22.7.3: call disconnected event
	R99
	1.1
	C180
	C180
	C180
	C180
	C180
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	C180 AND C183
	E.1/36 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.4: location status event
	R99
	1.1
	M
	M
	M
	M
	M
	C183
	C183
	C183
	C183
	C183
	C183
	C183
	C183
	C183
	C183
	E.1/37 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	AER002

	
	27.22.7.4: location status event, E-UTRAN
	Rel-8
	1.2
	
	
	
	
	
	C190
	C190
	C190
	C190
	C190
	C222
	C222
	C222
	C222
	C222
	E.1/37 AND E.1/33 AND E.1/135
	E-USS or NB-SS (See NOTE)
	
	

	
	27.22.7.4: location status event, NG-RAN
	Rel-15
	1.3
	
	
	
	
	
	
	
	
	
	
	
	
	C231
	C231
	C231
	E.1/37 AND E.1/33
	NG-SS only
	
	

	
	27.22.4.27.8 Open Channel (related to NG-RAN)

	Rel-15
	8.1, 8.2, 8.3, 8.4
	
	
	
	
	
	
	
	
	
	
	
	
	C232
	C232
	C232
	E.1/89 AND E.1/281
	NG-SS only
	
	

	
	27.22.7.5: user activity event
	R99
	1.1
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	C178
	E.1/38 AND E.1/33 AND E.1/111
	No
	
	

	
	27.22.7.6: idle screen available event
	R99
	1.1
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	C177 AND C178
	E.1/39 AND E.1/33 AND E.1/110 AND E.1/111
	Yes
	
	

	
	27.22.7.7.1: Card reader status normal
	R99
	1.1
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	C109
	E.1/40 AND E.1/33
	No
	
	

	
	27.22.7.7.2: Detachable card reader
	R99
	2.1
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	C116
	E.1/40 AND E.1/33
	No
	
	






	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Rel-14 ME
	Rel-15 ME
	Rel-16 ME
	Rel-17 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	
	27.22.7.8: language selection event
	R99
	1.1
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	C177 AND C178 AND C181 AND C216
	E.1/41 AND E.1/33 AND E.1/110 AND E.1/111
	No
	
	

	
	27.22.7.9: Browser termination event
	R99

	1.1
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	C193 AND C177 AND C178
	E.1/42 AND E.1/33 AND E.1/110 AND E.1/111
	Yes
	
	

	
	27.22.7.10: Data available event
	R99

	1.1
	C121
	C121
	C121
	C121
	C121
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	E.1/43 AND E.1/89 AND E.1/92 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.10: Data available event
	Rel-8

	1.2
	
	
	
	
	
	
	
	
	
	
	C223
	C223
	C223
	C223
	C223
	E.1/43 AND E.1/89 AND E.1/92 AND E.1/33
	E-USS or NB-SS (See NOTE)
	
	

	
	27.22.7.10: Data available event
	Rel-8
	1.3
	
	
	
	
	
	
	
	
	
	
	
	C225
	C225
	C225
	C225
	E.1/43 AND E.1/89 AND E.1/92 AND E.1/33
	E-USS or NB-SS (See NOTE)
	
	TCEP003

	
	27.22.7.10: Data available event
	Rel-8
	1.4
	
	
	
	
	
	
	
	
	
	
	
	C226
	C226
	C226
	C226
	E.1/43 AND E.1/89 AND E.1/92 AND E.1/33
	E-USS or NB-SS (See NOTE)
	
	TCEP003

	
	27.22.7.10: Data available event
	Rel-8
	1.5
	
	
	
	
	
	
	
	
	
	
	
	C227
	C227
	C227
	C227
	E.1/43 AND E.1/89 AND E.1/92 AND E.1/33
	E-USS or NB-SS (See NOTE)
	
	TCEP004

	
	27.22.7.11: Channel status event
	R99

	1.1
	C121
	C121
	C121
	C121
	C121
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	C121 AND C183
	E.1/44 AND E.1/89 AND E.1/33
	UMTS System Simulator or System Simulator only
	
	

	
	27.22.7.11: Channel status event
	Rel-8

	1.2
	
	
	
	
	
	
	
	
	
	
	C223
	C223
	C223
	C223
	C223
	E.1/44 AND E.1/89 AND E.1/33
	E-USS or NB-SS (See NOTE)
	
	






	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Rel-14 ME
	Rel-15 ME
	Rel-16 ME
	Rel-17 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	
	27.22.7.12: Access Technology change event
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	Single access technology
	Rel-8
	1.1
	
	
	
	
	
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	E.1/45 AND E.1/33 
	UMTS System Simulator and E-USS
	
	

	
	Single access technology – WB-S1(Cat M1)/NB-S1
	Rel-13
	1.3
	
	
	
	
	
	
	
	
	
	
	C167  AND C222


	C167 AND C222

	C167 AND C222

	C167 AND C222

	C167 AND C222

	E.1/45 AND E.1/33 
	System Simulator and E-USS/NB-SS
	
	

	
	Single access technology, NG-RAN
	Rel-15
	1.4
	
	
	
	
	
	
	
	
	
	
	
	
	C231
	C231
	C231
	E.1/45 AND E.1/33
	NG-SS only
	
	

	
	Multiple access technologies
	Rel-8
	TBD
	
	
	
	
	
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	C184 AND C190
	E.1/45 AND E.1/33 AND E.1/200
	TBD
	
	

	
	27.22.7.13: Display parameter changed event
	Rel-4
	TBD
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	E.1/46 AND E.1/33
	TBD
	
	

	
	27.22.7.14: Local connection event
	Rel-4
	TBD
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	E.1/47 AND E.1/33
	TBD
	
	

	
	27.22.7.15: Network search mode change event
	Rel-6
	1.1
	
	
	
	
	
	
	M
	M
	M
	M
	M
	M
	M
	M
	M
	E.1/48 AND E.1/33
	No
	
	






	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Rel-14 ME
	Rel-15 ME
	Rel-16 ME
	Rel-17ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	
	27.22.7.16: Browsing status event
	Rel-6
	TBD
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	E.1/193 AND E.1/33
	TBD
	
	

	
	27.22.7.17: Network Rejection Event, ATTACH REJECT
	Rel-8
	1.1
	
	
	
	
	
	C190
	C190
	C190
	C190
	C190
	C222
	C222
	C222
	C222
	C222
	E.1/33 AND E.1/197 
	E-USS only or NB-SS (See NOTE)
	
	

	
	27.22.7.17: Network Rejection Event, TRACKING AREA UPDATE REJECT
	Rel-8
	1.2
	
	
	
	
	
	C190
	C190
	C190
	C190
	C190
	C222
	C222
	C222
	C222
	C222
	E.1/33 AND E.1/197 
	E-USS or NB-SS (See NOTE)
	
	

	
	27.22.7.17: Network Rejection Event, REGISTRATION REJECT-Initial Registration
	Rel-15
	1.3
	
	
	
	
	
	
	
	
	
	
	
	
	C231
	C231
	C231
	E.1/33 AND E.1/197
	NG-SS only
	
	

	
	27.22.7.17: Network Rejection Event, REGISTRATION REJECT- Mobility Registration updating
	Rel-15
	1.4
	
	
	
	
	
	
	
	
	
	
	
	
	C231
	C231
	C231
	E.1/33 AND E.1/197
	NG-SS only
	
	

	
	Frame information changed event
	Rel-6
	TBD
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	E.1/195 AND E.1/177 AND E.1/178 
	TBD
	
	

	
	27.22.7.18: CSG cell Selection
	Rel-9
	1.1
	
	
	
	
	
	
	C200
	C200
	C200
	C200
	C200
	C200
	C200
	C200
	C200
	E.1/201
	E-USS only
	
	

	
	27.22.7.19: IMS registration event
(Refer to 27.22.4.27.7 and 27.22.7.20)
	Rel-10
	-
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	-
	-
	
	

	
	27.22.7.20: Incoming IMS data, IMS Registration and Data available event, IARI list stored on the ISIM
	Rel-10
	1.1
	
	
	
	
	
	
	
	C208
	C208
	C208
	C208
	C208
	C208
	C208
	C208
	E.1/33 AND E.1/43 AND E.1/89 AND
E.1/91 AND E.1/246 AND
E.1.247 AND E.1/249

	UMTS System Simulator OR E-USS
	
	






	Item
	Description
	Re-lease
	Test sequence
(s)
	Rel 99 ME
	Rel-4 ME
	Rel-5 ME
	Rel-6 ME
	Rel-7 ME
	Rel-8 ME
	Rel-9 ME
	Rel-10 ME
	Rel-11 ME
	Rel-12 ME
	Rel-13 ME
	Rel-14 ME
	Rel-15 ME
	Rel-16 ME
	Rel-17 ME
	Terminal Profile
	Network Dependency
	Sup-port
	Additional test case execution parameter

	
	27.22.7.21: EVENT DOWNLOAD – Data Connection Status Change event, E-UTRAN, Deactivate PDN
	Rel-14
	1.1
	
	
	
	
	
	
	
	
	
	
	
	C229
	C229
	C229
	C229
	E.1/275
	E-USS
OR
NB-SS
	
	

	
	27.22.7.21: EVENT DOWNLOAD – Data Connection Status Change event, NG-RAN, Deactivate PDN
	Rel-17
	1.xx
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	C232
	E.1/275
	NG-SS
	
	





	

***** Next change *****
[bookmark: _Toc138685690]27.22.7.21	Data Connection Status Change event
27.22.7.21.1.1	Definition and applicability
See clause 3.2.2.
27.22.7.21.1.2	Conformance requirement
The ME shall support the EVENT: Data Connection Status Change event as defined in:
-	TS 31.111 [15] clause 4.7, 4.12, 7.5.25, 8.25, 8.28, 8.137, 8.138, 8.139 and 8.142
27.22.7.21.1.3	Test purpose
If the Data Connection Status Change event is part of the current event list (as set up by the last SET UP EVENT LIST command), then, upon detection by the ME of a change in the data connection status, the terminal shall inform the UICC that this event has occurred, by using the ENVELOPE (EVENT DOWNLOAD – Data Connection Status Change) command.
27.22.7.21.1.4	Method of test
27.22.7.21.1.4.1	Initial conditions
The ME is connected to the USIM Simulator and the E-USS/NB-SS System Simulator.
The default E-UTRAN/EPC UICC or NG-RAN UICC and the following parameters are used :
Network access name: TestGp.rs
The ME shall be powered on and perform the PROFILE DOWNLOAD procedure.
The E- UTRAN parameters of the system simulator are:
-	Mobile Country Code (MCC) = 001;
-	Mobile Network Code (MNC) = 01;
-	Tracking Area Code (TAC) = 0001;
-	E-UTRAN Cell Identity value = 0001 (28 bits);
The NB-IoT parameters of the system simulator are:
-	Mobile Country Code (MCC) = 001;
-	Mobile Network Code (MNC) = 01;
-	Tracking Area Code (TAC) = 0001;
-	E-UTRAN Cell Identity value = 0001 (28 bits);
The NG-RAN parameters of the system simulator are:
-	Mobile Country Code (MCC) = 001;
-	Mobile Network Code (MNC) = 01;
-	Tracking Area Code (TAC) = 000001;
-	NG-RAN Cell Identifier (NCI) = 0000000001 (36 bits);
The default E-UTRAN/EPC UICC is used for sequence 1.1 and 1.2.
The default NG-RAN UICC is used for sequence 1.xx.

27.22.7.21.1.4.2	Procedure
Expected Sequence 1.1 (EVENT DOWNLOAD – Data Connection Status Change event, E-UTRAN, Deactivate PDN)
	Step
	Direction
	Message / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	

	2
	ME  UICC
	FETCH
	

	3
	UICC   ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME    UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD - Data Connection Status Change event 1.1.1
	[Data connection successful; i.e. accepted by the network and completed by the device]

	6
	E-USS/NB-SS  ME
	DEACTIVATE EPS BEARER CONTEXT REQUEST
	The DEACTIVATE EPS BEARER CONTEXT REQUEST message contains an ESM cause #26: insufficient resources

	7
	ME  E-USS/NB-SS
	DEACTIVATE EPS
BEARER CONTEXT ACCEPT
	

	8
	ME    UICC
	ENVELOPE: EVENT DOWNLOAD – Data Connection Status Change event 1.1.2
	[Data connection dropped or deactivated]



PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
Logically:
Command details
	Command number:	1
	Command type:	SET UP EVENT LIST
	Command qualifier:	'00'
Device identities
	Source device:	UICC
	Destination device:	ME
Event list
	Event 1:	Data Connection Status Change
	
Coding:
	BER-TLV:
	D0
	0C
	81
	03
	01
	05
	00
	82
	02
	81
	82
	99

	
	01
	1D
	
	
	
	
	
	
	
	
	
	



TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
Logically:
Command details
	Command number:	1
	Command type:	SET UP EVENT LIST
	Command qualifier:	'00'
Device identities
	Source device:	ME
	Destination device:	UICC
Result
	General Result:	Command performed successfully
Coding:

	BER-TLV:
	81
	03
	01
	05
	00
	82
	02
	82
	81
	83
	01
	00



EVENT DOWNLOAD - Data Connection Status Change 1.1.1
Logically:
Event list
	Event 1:	Data Connection Status Change
Device identities
	Source device:	Network
	Destination device:	UICC
Data connection status:	Data connection successful; i.e. accepted by the network and completed by the device.
Data connection type:	PDN connection
Transaction identifier:	the Transaction identifier data object shall contain:
· TI value generated by the terminal to uniquely identify the PDP or PDN  data connection
· TI flag is 0.
Date-Time and Time zone:	Date and time set by the user if A.1/xxx 185 is supported by the ME
Location Information:	Mobile Country Codes (MCC) 001
MNC: 01
TAC: 0001
ECI: 000000001
Access Technology:	E-UTRAN
Location status:	Normal service
Network Access Name:	TestGp.rs
PDP/PDN type	ME dependent

Coding:
	BER-TLV:
	D6 
	Note 1
	19
	01
	1D
	82
	02
	83
	81
	1D
	01
	00

	
	2A
	01
	01
	1C
	 Note 2
	Note 3
	13
	09 
	00
	F1
	10
	00

	
	01
	00
	00
	00
	1F
	3F
	01
	08
	1B
	01
	00
	C7

	
	0A
	09
	54
	65
	73
	74
	47
	70
	2E
	72
	73
	 0B

	
	Note 4
	
	
	
	
	
	
	
	
	
	
	

	Note 1: The length of the BER-TLV is present here.
Note 2: Transaction identifier length and data.
Note 3: If A.1/185 is supported by the ME, Date-Time and Time zone shall be provided.
Note 4: The PDN Type length and data. 



EVENT DOWNLOAD - Data Connection Status Change 1.1.2
Logically:
Event list
	Event 1:	Data Connection Status Change
Device identities
	Source device:	Network
	Destination device:	UICC
Data connection status:	Data connection dropped or deactivated.
Data connection type:	PDN connection
(E)SM cause:	Insufficient resources
Transaction identifier:	the Transaction identifier data object shall contain:
·  TI value generated by the terminal to uniquely identify the PDP or PDN  data connection
· TI flag is 0.
Date-Time and Time zone:	Date and time set by the user if A.1/185 is supported by the ME
Location Information:	MCC: 001
MNC: 01
TAC: 0001
ECI: 000000001
Location status:	Normal service

Coding:
	BER-TLV:
	D6 
	Note 1
	19
	01
	1D
	82
	02
	83
	81
	1D
	01
	02

	
	2A
	01
	01
	1A
	01
	1A
	1C
	Note 2
	Note 3
	13
	09 
	00

	
	F1
	10
	00
	01
	00
	00
	00
	1F
	1B
	01
	00
	

	Note 1: The length of the BER-TLV is present here.
Note 2: Transaction identifier length and data.
Note 3: If A.1/185 is supported by the ME, Date-Time and Time zone shall be provided. 



Expected Sequence 1.2 (EVENT DOWNLOAD – Data Connection Status Change Event, E-UTRAN, Network Rejection)
Expected Sequence 1.xx (EVENT DOWNLOAD – Data Connection Status Change event, NG-RAN, Deactivate PDN)
	Step
	Direction
	Message / Action
	Comments

	1
	UICC  ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	

	2
	ME  UICC
	FETCH
	

	3
	UICC   ME
	PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1
	

	4
	ME    UICC
	TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1
	

	5
	ME  UICC
	ENVELOPE: EVENT DOWNLOAD - Data Connection Status Change event 1.xx.1
	[Data connection successful; i.e. accepted by the network and completed by the device]

	6
	NG-SS  ME
	PDU SESSION ESTABLISHMENT REJECT

	PDU SESSION ESTABLISHMENT REJECT message contains an (E/5G)SM cause #26: insufficient resources

	7
	ME  NG-SS
	PDU SESSION RELEASE COMMAND
	

	8
	ME    UICC
	ENVELOPE: EVENT DOWNLOAD – Data Connection Status Change event 1.xx.2
	[Data connection dropped or deactivated]



EVENT DOWNLOAD - Data Connection Status Change 1.xx.1
Logically:
Event list
	Event 1:	Data Connection Status Change
Device identities
	Source device:	Network
	Destination device:	UICC
Data connection status:	Data connection successful; i.e. accepted by the network and completed by the device.
Data connection type:	PDN connection
Transaction identifier:	the Transaction identifier data object shall contain:
· TI value generated by the terminal to uniquely identify the PDP or PDN  data connection
· TI flag is 0.
Date-Time and Time zone:	Date and time set by the user if A.1/185 is supported by the ME
Location Information:	Mobile Country Codes (MCC) 001
MNC: 01
TAC: 000001
NCI: 0000000001
Access Technology:	3GPP NR
Location status:	Normal service
Network Access Name:	TestGp.rs
PDP/PDN type	ME dependent

Coding:
	BER-TLV:
	D6 
	Note 1
	19
	01
	1D
	82
	02
	83
	81
	1D
	01
	00

	
	2A
	01
	01
	1C
	 Note 2
	Note 3
	13
	0B 
	00
	F1
	10
	00

	
	00
	01
	00
	00
	00
	00
	1F
	3F
	01
	0A
	1B
	01

	
	00
	C7
	0A
	09
	54
	65
	73
	74
	47
	70
	2E
	72

	
	73
	0B
	Note 4
	
	
	
	
	
	
	
	
	

	Note 1: The length of the BER-TLV is present here.
Note 2: Transaction identifier length and data.
Note 3: If A.1/185 is supported by the ME, Date-Time and Time zone shall be provided.
Note 4: The PDN Type length and data. 



EVENT DOWNLOAD - Data Connection Status Change 1.xx.2
Logically:
Event list
	Event 1:	Data Connection Status Change
Device identities
	Source device:	Network
	Destination device:	UICC
Data connection status:	Data connection dropped or deactivated.
Data connection type:	PDN connection
(E/5G)SM cause:	Insufficient resources
Transaction identifier:	the Transaction identifier data object shall contain:
·  TI value generated by the terminal to uniquely identify the PDP or PDN  data connection
· TI flag is 0.
Date-Time and Time zone:	Date and time set by the user if A.1/185 is supported by the ME
Location Information:	MCC: 001
MNC: 01
TAC: 000001
NCI: 0000000001
Location status:	Normal service

Coding:
	BER-TLV:
	D6 
	Note 1
	19
	01
	1D
	82
	02
	83
	81
	1D
	01
	02

	
	2A
	01
	01
	2E
	01
	1A
	1C
	Note 2
	Note 3
	13
	0B 
	00

	
	F1
	10
	00
	00
	01
	00
	00
	00
	00
	1F
	1B
	01

	
	00
	
	
	
	
	
	
	
	
	
	
	

	Note 1: The length of the BER-TLV is present here.
Note 2: Transaction identifier length and data.
Note 3: If A.1/185 is supported by the ME, Date-Time and Time zone shall be provided. 


27.22.7.21.1.5	Test requirement
The ME shall operate in the manner defined in expected sequence 1.1 to 1.2xx.
***** End of change *****
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