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	Reason for change:
	The following editor’s note regarding the conditions or criteria of the partial network slice is left in subclause 4.6.2.11.

“Editor’s note:	[CR#5280, eNS_Ph3] It is FFS whether further conditions or criteria can be specified how the AMF determines whether to include an S-NSSAI in the allowed NSSAI, partially allowed NSSAI or partially rejected NSSAI for the current registration area (e.g. in case of on demand S-NSSAI).”
As per the agreed SA2 CR (SP-230719), the additional conditions including the NSSAA and the network slice control cases are considered:
1. For the case of the NSSAA, different scenarios are specified (e.g., partially allowed but NSSAA is not performed, partially allowed but NSSAA is successfully performed, partially rejected but NSSAA is not performed, partially rejected but NSSAA is successfully performed). 
2. For the case of the network slice control case, the AMF includes S-NSSAI in the partially rejected NSSAI when the slice deregistration inactivity timer is configured for the S-NSSAI and the current RA rejects this S-NSSAI.

The above requirements need to be captured in the stage 3 specification.


	
	

	Summary of change:
	Remove the EN and add the cases in the general description part of the partial network slice including the NSSAA and the network slice control cases.


	
	

	Consequences if not approved:
	The editor’s is not resolved. The feature of partial network slice is not completed.
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* * * First Change * * * *
[bookmark: _Toc20232673][bookmark: _Toc27746775][bookmark: _Toc36212957][bookmark: _Toc36657134][bookmark: _Toc45286798][bookmark: _Toc51948067][bookmark: _Toc51949159][bookmark: _Toc131398285][bookmark: _Toc131398287][bookmark: _Toc20232675][bookmark: _Toc27746777][bookmark: _Toc36212959][bookmark: _Toc36657136][bookmark: _Toc45286800][bookmark: _Toc51948069][bookmark: _Toc51949161][bookmark: _Toc131396083][bookmark: _Toc517469172][bookmark: _Toc26193014][bookmark: _Toc26193086][bookmark: _Toc35266489][bookmark: _Toc43195248][bookmark: _Toc45264002][bookmark: _Toc92299344][bookmark: _Toc123630306][bookmark: _Toc114484699][bookmark: _Hlk114581580][bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc114476338][bookmark: _Toc114485497][bookmark: _Toc68203531][bookmark: _Toc20217977][bookmark: _Toc27743862][bookmark: _Toc35959433][bookmark: _Toc45202865][bookmark: _Toc45700241][bookmark: _Toc51919977][bookmark: _Toc68251037][bookmark: _Toc114844022]4.6.2.11	Mobility management for partial network slice
[bookmark: _Hlk132882532]A serving PLMN or SNPN can indicate the S-NSSAI(s) is allowed or rejected in some TA(s) but not all TAs of the registration area to the UE during the registration procedure as specified in clause 5.5.1 and the generic UE configuration update procedure as specified in clause 5.4.4. The support for the partial network slice by a UE or an AMF is optional.
[bookmark: _Hlk134777094]If the UE supports the partial network slice and includes the S-NSSAI(s) in the requested NSSAI and:
a)	if the S-NSSAI(s) is allowed in the current TA but not all TAs of the registration area, and
1)	if the S-NSSAI(s) is subject to NSAC for the maximum number of UEs, the AMF shall include the S-NSSAI(s) in the allowed NSSAI to the UE and limit the registration area so that the S-NSSAI(s) is allowed in all the TAs of the registration area; and
2)	if the S-NSSAI(s) is subject to NSSAA, the AMF shall include the S-NSSAI(s) in:
i)	the pending NSSAI to the UE when the AMF is going to perform the network slice-specific authentication and authorization for the S-NSSAI(s); or 
ii)	the partially allowed NSSAI to the UE after the network slice-specific authentication and authorization for the S-NSSAI(s) has been successfully performed; and
32)	otherwise, the AMF shall include the S-NSSAI(s) in the partially allowed NSSAI to the UE; or
b)	if the S-NSSAI(s) is rejected in the current TA but not all TAs of the registration area; and
1)	if the S-NSSAI is subject to NSAC for the maximum number of UEs, the AMF shall include the S-NSSAI(s) in the partially rejected NSSAI to the UE; and
2)	if the S-NSSAI(s) is subject to NSSAA, the AMF shall include the S-NSSAI(s) in:
i)	the partially rejected NSSAI to the UE when the AMF determines not to perform the network slice-specific authentication and authorization for the S-NSSAI(s);
ii)	the pending NSSAI to the UE when the AMF is going to perform the network slice-specific authentication and authorization for the S-NSSAI(s); or 
iii)	either the partially allowed NSSAI or the partially rejected NSSAI to the UE after the network slice-specific authentication and authorization for the S-NSSAI(s) has been successfully performed;
NOTE 1:	The AMF determines whether to perform the network slice-specific authentication and authorization procedure for the partial network slice based on its own local policy.
3)	if the S-NSSAI(s) is associated with a slice deregistration inactivity timer on the AMF side as specified in subclause 4.6.2.9, the AMF shall include the S-NSSAI(s) in the partially rejected NSSAI to the UE; and
42)	otherwise, the AMF shall include the S-NSSAI(s) in either the partially allowed NSSAI or the partially rejected NSSAI to the UE; or
c)	if the partially allowed NSSAI, and the partially rejected NSSAI, or both are changed, the AMF shall provide the new partially allowed NSSAI, and the new partially rejected NSSAI, or both to the UE.
[bookmark: _Hlk126936491]Editor’s note:	[CR#5280, eNS_Ph3] It is FFS whether further conditions or criteria can be specified how the AMF determines whether to include an S-NSSAI in the allowed NSSAI, partially allowed NSSAI or partially rejected NSSAI for the current registration area (e.g. in case of on demand S-NSSAI).
Upon receiving the partially allowed NSSAI, the UE shall regard the S-NSSAI(s) included in partially allowed NSSAI as the allowed S-NSSAI(s) for the current registration area and store the received partially allowed NSSAI as specified in clause 4.6.2.2.
Upon receiving the partially rejected NSSAI, the UE shall store the received partially rejected NSSAI as specified in clause 4.6.2.2. The UE shall not attempt to include the S-NSSAI in the requested NSSAI if the current TAI is in the list of TAs for which S-NSSAI is rejected.
The mobility management for partial network slice is only applicable to 3GPP access.
The mobility management for partial network slice is not applicable to a UE that is registering or registered for onboarding services in SNPN.
* * * End of Changes * * * *

