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The present document specifies non-3GPP access network discovery and selection procedures, the access authorization procedure used for accessing non-3GPP access networks. These non-3GPP access networks can be trusted non-3GPP access networks, untrusted non-3GPP access networks or wireline access networks.
The present document also specifies the security association management procedures used for establishing IKEv2 and IPsec security associations:
-	between the UE and the N3IWF and the procedures for transporting messages between the UE and the N3IWF over the non-3GPP access networks; and
-	between the UE and the TNGF and the procedures for transporting messages between the UE and the TNGF over the non-3GPP access networks. 
The present document also specifies the EAP-5G procedures used for exchange of NAS messages via trusted non-3GPP access before the UE is authenticated and authorized to use the trusted non-3GPP access.
The present document is applicable to the UE, the 5G-RG, the W-AGF acting on behalf of the FN-RG or the W-AGF acting on behalf of the N5GC device and the network. In this technical specification the network refers to the 3GPP 5GCN and the trusted non-3GPP access, untrusted non-3GPP access, or wireline access network.
NOTE 1:	The present document is not applicable to the FN-RG.
NOTE 2:	The W-AGF acting on behalf of the FN-BRG, accessing an SNPN is not defined in the present version of the present document.
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For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GCN	5G Core Network
5GS	5G System
5G-AN	5G Access Network
5G-RG	5G Residential Gateway
5QI	5G QoS Identifier
AMF	Access and Mobility Management Function
AN	Access Network
ANDS	Access Network Discovery and Selection
ANDSP	Access Network Discovery and Selection Policy
ANQP	Access Network Query Protocol
AUSF	Authentication Server Function
CP	Control Plane
CRG	Cable Residential Gateway
DHCP	Dynamic Host Configuration Protocol
DL	Downlink
DNS	Domain Name System
DSCP	Differentiated Services Code Point
ePDG	Evolved Packet Data Gateway
ESP	Encapsulating Security Payload
FN-BRG	Fixed Network Broadband Residential Gateway
FN-CRG	Fixed Network Cable Residential Gateway
FN-RG	Fixed Network Residential Gateway
FQDN	Fully Qualified Domain Name
H-PCF	A PCF in the HPLMN
IP	Internet Protocol
IPsec	Internet Protocol Security
N3AN	Non-3GPP Access Network
N3IWF	Non-3GPP InterWorking Function
N5CW	Non 5G Capable over WLAN
N5GC	Non-5G Capable
NAI	Network Access Identifier
NAPTR	Naming Authority Pointer
NAS	Non Access Stratum
NID	Network Identifier
NSWO	Non-Seamless WLAN Offload
NSWOF	Non-Seamless WLAN Offload Function
PCF	Policy control Function
PDU	Protocol Data Unit
QFI	QoS Flow Identifier
RQI	Reflective QoS Indicator
SA	Security Association 
SNPN	Stand-alone Non-Public Network
SPI	Security Parameters Index
SSID	Service Set Identifier
SUPI	Subscription Permanent Identifier
SUCI	Subscription Concealed Identifier
TCP	Transmission Control Protocol
TNAN	Trusted Non-3GPP Access Network
TNAP	Trusted Non-3GPP Access Point
TNGF	Trusted Non-3GPP Gateway Function
TWAN	Trusted WLAN Access Network
TWAP	Trusted WLAN Access Point
TWIF	Trusted WLAN Interworking Function
UL	Uplink
UP	User Plane
UPF	User Plane Function
V-PCF	A PCF in the VPLMN
W-AGF	Wireline Access Gateway Function
WLAN	Wireless Local Area Network
WLANSP	WLAN Selection Policy
***** change *****
5.3G	SNPN selection procedures using wireline access
Selection of non-subscribed SNPN over wireline access is not defined in the present version of the present document.
The 5G-RG and the W-AGF acting on behalf of the FN-CRG shall consider that the subscribed SNPN is available on each wireline access network and shall select the subscribed SNPN on the wireline access network.
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