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	Reason for change:
	TS 23.501 (text added by ) states:
----------
If a validity condition in Credentials Holder controlled prioritized lists of preferred SNPNs/GINs for accessing Localized Services changes from met to not met (and vice versa), the UE shall attempt selection and registration on an SNPN based on the above bullets (a) to (d).
----------

However, TS 23.122 states:
----------
If the MS supports access to an SNPN providing access for localized services in SNPN, the UE is in automatic SNPN selection mode, and:
...
-	access for localized services in SNPN is enabled, the selected SNPN was selected according to clause 4.9.3.1.1 bullet a0) and the validity information for the selected SNPN is no longer met;
then the MS may perform  SNPN selection according to clause 4.9.3.1.1. 
----------

Thus, TS 23.122 is not aligned with TS 23.501. 



	
	

	Summary of change:
	The UE may performs SNPN selection:
- when access for localized services in SNPN is changed between disabled and enabled.
- when access for localized services in SNPN is enabled and validity information stops being met for the selected SNPN.


	
	

	Consequences if not approved:
	TS 23.122 is not aligned with TS 23.501.
UE not able to use localized services in SNPN.
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	This CR's revision history:
	Revision 1:
- CR is based on TS 23.122 v18.3.2
- order of bullets 3 and 4 swapped
- title of 4.9.3.1.5 expanded
- additional cosigner added

Revision 2:
"shall" changed to "should"

Revision 3:
"should" changed to "may", cover page updated
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***** change *****
[bookmark: _Toc138327990]4.9.3.1.5	 SNPN selection when access for localized services in SNPN is changed or when validity information of an the selected SNPN changes between not met and is no longer met
If the MS supports access to an SNPN providing access for localized services in SNPN, the UE is in automatic SNPN selection mode, and:
a)-	access for localized services in SNPN is changed between disabled and enabled; or
b)-	access for localized services in SNPN is enabled and:
1)	, the selected SNPN was selected according to clause  4.9.3.1.1 bullet  a0) and the validity information for the selected SNPN is no longer met; or
2)	the selected SNPN was not selected according to clause 4.9.3.1.1 bullet a0) and the validity information for an entry in the "credentials holder controlled prioritized list of preferred SNPNs for access for localized services in SNPN" or "credentials holder controlled prioritized list of preferred GINs for access for localized services in SNPN" changes from not met to met;
then the MS may perform  SNPN selection according to clause 4.9.3.1.1. 

