

	
3GPP TSG-CT WG1 Meeting #143	C1-236074
Goteborg, 21– 25 August 2023                                                         revision of C1-235736
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	24.554
	CR
	0399
	rev
	1
	Current version:
	18.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Clarification on QoS handling for 5G ProSe Layer-2 UE-to-UE relay

	
	

	Source to WG:
	China Telecom, CATT

	Source to TSG:
	C1

	
	

	Work item code:
	5G_ProSe_Ph2
	
	Date:
	2023-08-13

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In clause 5.6.3.2 of TS 23.304, there is some description about QoS handling for 5G ProSe Layer-2 UE-to-UE Relay. However, there is no such related content in TS 24.554.

	
	

	Summary of change:
	It is proposed to add some description about QoS handling for 5G ProSe Layer-2 UE-to-UE Relay.

	
	

	Consequences if not approved:
	Stage-3 spec misalign stage-2 spec.

	
	

	Clauses affected:
	8a.2.7.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc20232683][bookmark: _Toc27746785][bookmark: _Toc36212967][bookmark: _Toc36657144][bookmark: _Toc45286808][bookmark: _Toc51948077][bookmark: _Toc51949169][bookmark: _Toc82895860][bookmark: _Toc20218019][bookmark: _Toc27743904][bookmark: _Toc35959475][bookmark: _Toc45202908][bookmark: _Toc45700284][bookmark: _Toc51920020][bookmark: _Toc68251080][bookmark: _Toc74916057][bookmark: _Hlk82807406][bookmark: _Toc20217977][bookmark: _Toc27743862][bookmark: _Toc35959433][bookmark: _Toc45202865][bookmark: _Toc45700241][bookmark: _Toc51919977][bookmark: _Toc68251037][bookmark: _Toc74916014][bookmark: _Toc20217979][bookmark: _Toc27743864][bookmark: _Toc35959435][bookmark: _Toc45202867][bookmark: _Toc45700243][bookmark: _Toc51919979][bookmark: _Toc68251039][bookmark: _Toc74916016][bookmark: _Toc20218017][bookmark: _Toc27743902][bookmark: _Toc35959473][bookmark: _Toc45202906][bookmark: _Toc45700282][bookmark: _Toc51920018][bookmark: _Toc68251078][bookmark: _Toc74916055][bookmark: _Toc36212835][bookmark: _Toc36657012][bookmark: _Toc45286673][bookmark: _Toc51947940][bookmark: _Toc51949032][bookmark: _Toc82895723][bookmark: _Toc20212017][bookmark: _Toc27744899][bookmark: _Toc36114699][bookmark: _Toc45271293][bookmark: _Toc51936551][bookmark: _Toc58230221][bookmark: _Toc106898418]*** First change ***
[bookmark: _Toc138361301]8a.2.7.3	QoS handling for 5G ProSe layer-2 UE-to-UE relay
Editor’s note:	QoS handling for 5G ProSe layer-2 UE-to-UE relay is FFS.
For a 5G ProSe layer-2 end UE connecting with another 5G ProSe layer-2 end UE(s) via a 5G ProSe layer-2 UE-to-UE relay UE, the source 5G ProSe layer-2 end UE and the target 5G ProSe layer-2 end UE negotiate the end-to-end QoS for the traffic transmission between the source 5G ProSe layer-2 end UE and the target 5G ProSe layer-2 end UE.
[bookmark: _GoBack]Editor's note:	Further update, e.g. whether and how to perform QoS enforcements between the 5G ProSe layer-2 end UEs and 5G ProSe layer-2 UE-to-UE relay UE, is FFS to align with the Stage 2 requirements and the conclusion of related RAN specification.
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