

	
3GPP TSG-CT WG1 Meeting #143	C1-236356
Goteburg, 21st – 25th August 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	24.554
	CR
	0385
	rev
	2
	Current version:
	18.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Distinguish L3 and L2 for negotiated relay reselection

	
	

	Source to WG:
	OPPO, CATT

	Source to TSG:
	C1

	
	

	Work item code:
	5G_ProSe_Ph2
	
	Date:
	2023-8-22

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The link modifiction procedure can be used for negotiated U2U relay reselection. In TS 23.304, there are 2 proceudre per layer-3 and layer-2.
But in the link modification procedure, there is no mention on whether the procedure is appliced to layer-3 or layer-2. Acturelly, the current context is for layer-3.
So the distinguishment between layer-3 and layer-2 U2U relay reselection should be added.
Also one timer is added for the retransmission of modification accept message.

	
	

	Summary of change:
	Update the link modification proceudure to distinguish layer-3 and layer-2 for negotiated relay reselection and add the timer for the retransmission of modification accept message.


	
	

	Consequences if not approved:
	Stage 2 requirement is not satisfied.

	
	

	Clauses affected:
	7.2.3.2, 7.2.3.3, 7.2.3.4a(new), 7.2.3.7, 12.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR … CR … 

	affected:
	
	X
	 Test specifications
	TS/TR … CR … 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR … CR … 

	
	

	Other comments:
	

	
	

	This CR’s revision history:
	



Page 1


***** First change *****
[bookmark: _Toc138361006]7.2.3.2	5G ProSe direct link modification procedure initiated by initiating UE
The initiating UE shall meet the following pre-conditions before initiating this procedure for adding a new ProSe application to the existing 5G ProSe direct link:
a)	there is a 5G ProSe direct link between the initiating UE and the target UE;
b)	the pair of application layer IDs and the network layer protocol of this 5G ProSe direct link are identical to those required by the application layer in the initiating UE for this ProSe application; c)	the security policy corresponding to the ProSe identifier is aligned with the security policy of the existing 5G ProSe direct link;
d)	the timer T5091 is not running; and
e)	the initiating UE is not performing the 5G ProSe direct link re-keying procedure initiated by the target UE.
The initiating UE shall meet the following pre-conditions before initiating this procedure for negotiating a new 5G ProSe UE-to-UE relay UE over the existing 5G ProSe direct link:
a)	the initiating UE is a source 5G ProSe end UE communicating with the target 5G ProSe end UE via a 5G ProSe UE-to-UE relay UE;
b)	the initiating UE determines, e.g., based on PC5 signal strength, to perform UE-to-UE relay reselection; and
c)	the initiating UE obtains a list of candidate UE-to-UE relays via UE-to-UE discovery procedure.
After receiving the service data or request from the upper layers, the initiating UE shall perform the PC5 QoS flow match as specified in clause 7.2.8. If there is no matched PC5 QoS flow, the initiating UE shall derive the PC5 QoS parameters and assign the PQFI(s) for the PC5 QoS flows(s) to be established as specified in clause 7.2.7.
If the 5G ProSe direct link modification procedure is to add new PC5 QoS flow(s) to the existing 5G ProSe direct link, the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message. In this message, initiating UE:
a)	shall include the PQFI(s), the corresponding PC5 QoS parameters and optionally the ProSe identifier(s);
b)	shall include the link modification operation code set to "Add new PC5 QoS flow(s) to the existing 5G ProSe direct link ";
c)	may include the PC5 QoS rule(s) to indicate the packet filters of the PC5 QoS flow(s);
d)	shall include the source end UE info set to the user info ID of the source 5G ProSe layer-3 end UE, if the UE acts as a 5G ProSe layer-3 UE-to-UE relay UE, the 5G ProSe direct link is between the 5G ProSe layer-3 UE-to-UE relay UE and the target 5G ProSe layer-3 end UE, and multiple source 5G ProSe layer-3 end UEs have established direct communication with the target 5G ProSe layer-3 end UE via the 5G ProSe layer-3 UE-to-UE relay UE using the same 5G ProSe direct link;
e)	may include the source end UE info set to the user info ID of the source 5G ProSe end UE, if the UE acts as a 5G ProSe UE-to-UE relay UE, the 5G ProSe direct link is between the 5G ProSe UE-to-UE relay UE and the target 5G ProSe end UE, and only one source 5G ProSe end UE has established direct communication with the target 5G ProSe end UE via the 5G ProSe UE-to-UE relay UE using the 5G ProSe direct link;
f)	shall include the target end UE info set to the user info ID of the target 5G ProSe layer-3 end UE, if the UE acts as a source 5G ProSe layer-3 end UE, the 5G ProSe direct link is between the source 5G ProSe layer-3 end UE and the 5G ProSe layer-3 UE-to-UE relay UE, and the source 5G ProSe layer-3 end UE has established direct communication with multiple target 5G ProSe layer-3 end UEs via the 5G ProSe layer-3 UE-to-UE relay UE using the same 5G ProSe direct link; 
g)	may include the target end UE info set to the user info ID of the target 5G ProSe end UE, if:
1)	the UE acts as a source 5G ProSe end UE, the 5G ProSe direct link is between the source 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE, and the source 5G ProSe end UE has established direct communication with only one target 5G ProSe end UE via the 5G ProSe UE-to-UE relay UE using the 5G ProSe direct link; or
2)	the UE acts as a 5G ProSe UE-to-UE relay UE and the 5G ProSe direct link is between the 5G ProSe UE-to-UE relay UE and the target 5G ProSe end UE; and
h)	may include the target end UE layer-2 ID set to the layer-2 ID of the target 5G ProSe end UE, if the UE acts as a source 5G ProSe end UE and the 5G ProSe direct link is between the source 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE.
If the 5G ProSe direct link modification procedure is to modify the PC5 QoS parameters for existing PC5 QoS flow(s) in the existing 5G ProSe direct link, the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message. In this message, the initiating UE:
a)	shall include the PQFI(s) and the corresponding PC5 QoS parameters, including the ProSe identifier(s);
b)	shall include the link modification operation code set to "Modify PC5 QoS parameters of the existing PC5 QoS flow(s)";
c)	may include the PC5 QoS rule(s) to indicate the packet filters of the PC5 QoS flow(s);
d)	shall include the source end UE info set to the user info ID of the source 5G ProSe layer-3 end UE, if the UE acts as a 5G ProSe layer-3 UE-to-UE relay UE, the 5G ProSe direct link is between the 5G ProSe layer-3 UE-to-UE relay UE and the target 5G ProSe layer-3 end UE, and multiple source 5G ProSe layer-3 end UEs have established direct communication with the target 5G ProSe layer-3 end UE via the 5G ProSe layer-3 UE-to-UE relay UE using the same 5G ProSe direct link;
e)	may include the source end UE info set to the user info ID of the source 5G ProSe end UE, if the UE acts as a 5G ProSe UE-to-UE relay UE, the 5G ProSe direct link is between the 5G ProSe UE-to-UE relay UE and the target 5G ProSe end UE, and only one source 5G ProSe end UE has established direct communication with the target 5G ProSe end UE via the 5G ProSe UE-to-UE relay UE using the 5G ProSe direct link;
f)	shall include the target end UE info set to the user info ID of the target 5G ProSe layer-3 end UE, if the UE acts as a source 5G ProSe layer-3 end UE, the 5G ProSe direct link is between the source 5G ProSe layer-3 end UE and the 5G ProSe layer-3 UE-to-UE relay UE, and the source 5G ProSe layer-3 end UE has established direct communication multiple target 5G ProSe layer-3 end UEs via the 5G ProSe layer-3 UE-to-UE relay UE using the same 5G ProSe direct link;
g)	may include the target end UE info set to the user info ID of the target 5G ProSe end UE, if:
1)	the UE acts as a source 5G ProSe end UE, the 5G ProSe direct link is between the source 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE, and the source 5G ProSe end UE has established direct communication with only one target 5G ProSe end UE via the 5G ProSe UE-to-UE relay UE using the 5G ProSe direct link; or
2)	the UE acts as a 5G ProSe UE-to-UE relay UE and the 5G ProSe direct link is between the 5G ProSe UE-to-UE relay UE and the target 5G ProSe end UE; and
h)	may include the target end UE layer-2 ID set to the destination layer-2 ID of the target 5G ProSe end UE, if the UE acts as a source 5G ProSe end UE and the 5G ProSe direct link is between the source 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE.
If the 5G ProSe direct link modification procedure is to associate new ProSe application(s) with existing PC5 QoS flow(s), the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message. In this message, the initiating UE:
a)	shall include the PQFI(s) and the corresponding PC5 QoS parameters, including the ProSe identifier(s);
b)	shall include the link modification operation code set to "Associate new ProSe application(s) with existing PC5 QoS flow(s)";
c)	may include the PC5 QoS rule(s) to indicate the packet filters of the PC5 QoS flow(s);
d)	shall include the source end UE info set to the user info ID of the source 5G ProSe layer-3 end UE, if the UE acts as a 5G ProSe layer-3 UE-to-UE relay UE, the 5G ProSe direct link is between the 5G ProSe layer-3 UE-to-UE relay UE and the target 5G ProSe layer-3 end UE, and multiple source 5G ProSe layer-3 end UEs have established direct communication with the target 5G ProSe layer-3 end UE via the 5G ProSe layer-3 UE-to-UE relay UE using the same 5G ProSe direct link;
e)	may include the source end UE info set to the user info ID of the source 5G ProSe end UE, if the UE acts as a 5G ProSe UE-to-UE relay UE, the 5G ProSe direct link is between the 5G ProSe UE-to-UE relay UE and the target 5G ProSe end UE, and only one source 5G ProSe end UE has established direct communication with the target 5G ProSe end UE via the 5G ProSe UE-to-UE relay UE using the 5G ProSe direct link;
f)	shall include the target end UE info set to the user info ID of the target 5G ProSe layer-3 end UE, if the UE acts as a source 5G ProSe layer-3 end UE, the 5G ProSe direct link is between the source 5G ProSe layer-3 end UE and the 5G ProSe layer-3 UE-to-UE relay UE, and the source 5G ProSe layer-3 end UE has established direct communication with multiple target 5G ProSe layer-3 end UEs via the 5G ProSe layer-3 UE-to-UE relay UE using the same 5G ProSe direct link;
g)	may include the target end UE info set to the user info ID of the target 5G ProSe end UE, if:
1)	the UE acts as a source 5G ProSe end UE, the 5G ProSe direct link is between the source 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE, and the source 5G ProSe end UE has established direct communication with only one target 5G ProSe end UE via the 5G ProSe UE-to-UE relay UE using the 5G ProSe direct link; or
2)	the UE acts as a 5G ProSe UE-to-UE relay UE and the 5G ProSe direct link is between the 5G ProSe UE-to-UE relay UE and the target 5G ProSe end UE; and
h)	may include the target end UE layer-2 ID set to the layer-2 ID of the target 5G ProSe end UE, if the UE acts as a source 5G ProSe end UE and the 5G ProSe direct link is between the source 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE.
If the PC5 5G ProSe direct link modification procedure is to remove the associated ProSe application(s) from existing PC5 QoS flow(s), the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message. In this message, the initiating UE:
a)	shall include the PQFI(s) and the corresponding PC5 QoS parameters including the ProSe identifier(s); and
b)	shall include the link modification operation code set to "Remove ProSe application(s) from existing PC5 QoS flow(s)".
If the direct link modification procedure is to remove any PC5 QoS flow(s) from the existing 5G ProSe direct link, the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message. In this message, the initiating UE:
a)	shall include the PQFI(s); and
b)	shall include the link modification operation code set to "Remove existing PC5 QoS flow(s) from the existing 5G ProSe direct link".
If the 5G ProSe direct link modification procedure is to establish 5G ProSe UE-to-UE relay communication with additional 5G ProSe layer-3 end UE using the existing 5G ProSe direct link between the 5G ProSe layer-3 end UE and 5G ProSe layer-3 UE-to-UE relay UE, the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message. In this message, initiating UE:
a)	shall include the source end UE info set to the source user info ID of the 5G ProSe layer-3 end UE received in PROSE DIRECT LINK ESTABLISHMENT REQUEST message, if the UE acts as a 5G ProSe layer-3 UE-to-UE relay UE and the 5G ProSe direct link is between the 5G ProSe layer-3 UE-to-UE relay UE and the target 5G ProSe layer-3 end UE;
b)	for Ethernet traffic, shall include the MAC address of the source 5G ProSe layer-3 end UE, if the UE acts as a 5G ProSe layer-3 UE-to-UE relay UE and the 5G ProSe direct link is between the 5G ProSe layer-3 UE-to-UE relay UE and the target 5G ProSe layer-3 end UE;
c)	shall include the target end UE info set to the user info ID of the additional target 5G ProSe layer-3 end UE to which the 5G ProSe UE-to-UE relay communication is requested, if the UE acts as a source 5G ProSe layer-3 end UE and the 5G ProSe direct link is between the source 5G ProSe layer-3 end UE and the 5G ProSe layer-3 UE-to-UE relay UE; 
d)	shall include the ProSe identifier(s) received from upper layer if the UE acts as a source 5G ProSe layer-3 end UE, or set to the ProSe identifier(s) received in PROSE DIRECT LINK ESTABLISHMENT REQUEST message if the UE acts as a 5G ProSe layer-3 UE-to-UE relay UE;
Editor's note:	It is FFS whether the PQFI(s) and the corresponding PC5 QoS parameters, including the ProSe identifier(s), are included instead of the ProSe identifier(s) only.
Editor's note:	It is FFS whether to include and how to set the ProSe identifier(s) for the 5G ProSe direct link between the source5G ProSe layer-3 end UE and 5G ProSe layer-3 UE-to-UE relay UE, and the 5G ProSe direct link between the 5G ProSe layer-3 UE-to-UE relay UE and the target 5G ProSe layer-3 end UE.
e)	shall include the link modification operation code set to "Add new 5G ProSe layer-3 end UE to the existing 5G ProSe direct link"; and
f)	may include the target end UE layer-2 ID set to the layer-2 ID of the target 5G ProSe layer-3 end UE, if the UE acts as a source 5G ProSe layer-3 end UE and the 5G ProSe direct link is between the source 5G ProSe layer-3 end UE and the 5G ProSe layer-3 UE-to-UE relay UE.
If the 5G ProSe direct link modification procedure is to release 5G ProSe UE-to-UE relay communication with one of the peer 5G ProSe layer-3 end UEs using the shared 5G ProSe direct link between the 5G ProSe layer-3 end UE and 5G ProSe layer-3 UE-to-UE relay UE, the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message. In this message, initiating UE:
a)	shall include the source end UE info set to the source user info ID of the 5G ProSe layer-3 end UE received in the PROSE DIRECT LINK RELEASE REQUEST message, if the UE acts as a 5G ProSe layer-3 UE-to-UE relay UE and the 5G ProSe direct link is between the 5G ProSe layer-3 UE-to-UE relay UE and the 5G ProSe layer-3 end UE;
b)	shall include the target end UE info set to the user info ID of the peer 5G ProSe layer-3 end UE with which the 5G ProSe UE-to-UE relay communication is to be released, if the UE acts as a 5G ProSe layer-3 end UE and the 5G ProSe direct link is between the 5G ProSe layer-3 end UE and the 5G ProSe layer-3 UE-to-UE relay UE; and
c)	shall include the link modification operation code set to "Remove 5G ProSe layer-3 end UE from the existing 5G ProSe direct link".
If the 5G ProSe direct link modification procedure is to trigger the negotiated 5G ProSe layer-3 UE-to-UE relay reselection, the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message. In this message:
1)	If the intitiating UE acts as a source 5G ProSe layer-3 end UE and the 5G ProSe direct link is between the source 5G ProSe layer-3 end UE and the 5G ProSe layer-3 UE-to-UE relay UE, the initiating UE:
a)	shall include the relay reselection indication; 
b)	shall include the list of candidates 5G ProSe UE-to-UE relay UE user info ID; 
c)	shall include the list of target 5G ProSe end UEs IP address/prefix, if IP communication is used; and 
d)	may include the list of candidates 5G ProSe UE-to-UE relay UE layer-2 ID.
2)	If the initiating UE acts as a 5G ProSe layer-3 UE-to-UE relay UE and the 5G ProSe direct link is between the 5G ProSe layer-3 UE-to-UE relay UE and the target 5G ProSe end UE, the initiating UE:.
a)		shall include the relay reselection indication; 
b)	shall include the list of candidates 5G ProSe UE-to-UE relay UE user info ID; 
c)	shall include the initiating source 5G ProSe UE IP address/prefix, if IP communication is used; and 
d)	may include list of candidates 5G ProSe UE-to-UE relay UE layer-2 ID.
Editor's note:	The PROSE DIRECT LINK MODIFICATION REQUEST message needs to be updated.
If the 5G ProSe direct link modification procedure is to trigger the negotiated 5G ProSe layer-3 UE-to-UE relay reselection and the initiating UE acts as a 5G ProSe layer-3 UE-to-UE relay UE, the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message for every IP address/prefix of the target 5G ProSe layer-3 end UEs received on the associated PROSE DIRECT LINK MODIFICATION REQUEST message from the source 5G ProSe layer-3 source end UE.
If the 5G ProSe direct link modification procedure is to trigger the negotiated 5G ProSe layer-2 UE-to-UE relay reselection, the initiating UE shall create a PROSE DIRECT LINK MODIFICATION REQUEST message. In this message:
1)	shall include the relay reselection indication;
2)	shall include the list of candidates 5G ProSe UE-to-UE relay UE user info ID; and
3)	may include the list of candidates 5G ProSe UE-to-UE relay UE layer-2 ID.
After the PROSE DIRECT LINK MODIFICATION REQUEST message is generated, the initiating UE shall pass this message to the lower layers for transmission along with the initiating UE's layer-2 ID for 5G ProSe direct communication and the target UE's layer-2 ID for 5G ProSe direct communication and start timer T5081. The UE shall not send a new PROSE DIRECT LINK MODIFICATION REQUEST message to the same target UE while timer T5081 is running.


Figure 7.2.3.2.1: 5G ProSe direct link modification procedure



Figure 7.2.3.2.2: 5G ProSe direct link modification procedure for the negotiated 5G ProSe Llayer-3 UE-to-UE rRelay reselection
***** Next change *****
[bookmark: _Toc138361007]7.2.3.3	5G ProSe direct link modification procedure accepted by the target UE
If the PROSE DIRECT LINK MODIFICATION REQUEST message is accepted, the target UE shall respond with the PROSE DIRECT LINK MODIFICATION ACCEPT message.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is to add a new ProSe application, add new PC5 QoS flow(s) or modify any existing PC5 QoS flow(s) in the 5G ProSe direct link, the target UE:
a)	shall include the PQFI(s), the corresponding PC5 QoS parameters and optionally the ProSe identifier(s) that the target UE accepts;
b)	may include the PC5 QoS rule(s) to indicate the packet filters of the PC5 QoS flow(s);
c)	shall include the source end UE info set to the user info ID of the source 5G ProSe layer-3 end UE, if the UE acts as a target 5G ProSe layer-3 end UE, the 5G ProSe direct link is between the 5G ProSe layer-3 UE-to-UE relay UE and the target 5G ProSe layer-3 end UE, and the target 5G ProSe layer-3 end UE has established direct communication with multiple source 5G ProSe layer-3 end UEs via the 5G ProSe layer-3 UE-to-UE relay UE using the same 5G ProSe direct link; and
d)	may include the source end UE info set to the user info ID of the source 5G ProSe end UE, if the UE acts as a target 5G ProSe end UE, the 5G ProSe direct link is between the 5G ProSe UE-to-UE relay UE and the target 5G ProSe end UE, and the target 5G ProSe end UE has established direct communication with only one source 5G ProSe end UEs via the 5G ProSe UE-to-UE relay UE using the 5G ProSe direct link; and
e)	shall include the target end UE info set to the user info ID of the target 5G ProSe end UE, if the UE acts as a 5G ProSe UE-to-UE relay UE and, the 5G ProSe direct link is between the source 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE, and the source 5G ProSe layer-3 end UE has established direct communication with multiple target 5G ProSe layer-3 end UEs via the 5G ProSe layer-3 UE-to-UE relay UE using the same 5G ProSe direct link;
f)	may include the target end UE info set to the user info ID of the target 5G ProSe end UE, if the UE acts as a 5G ProSe UE-to-UE relay UE, the 5G ProSe direct link is between the source 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE, and the source 5G ProSe end UE has established direct communication with only one target 5G ProSe end UE via the 5G ProSe UE-to-UE relay UE using the 5G ProSe direct link;
in the PROSE DIRECT LINK MODIFICATION ACCEPT message.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is to remove an existing ProSe application from the 5G ProSe direct link, the target UE shall delete the ProSe identifier received in the PROSE DIRECT LINK MODIFICATION REQUEST message and the corresponding PQFI(s) and PC5 QoS parameters from the profile associated with the 5G ProSe direct link.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is to remove existing PC5 QoS flow(s) from the PC5 5G ProSe direct link, the target UE shall delete the PQFI(s) and the corresponding PC5 QoS parameters from the profile associated with the 5G ProSe direct link.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is to add a new ProSe application, add new PC5 QoS flow(s) or modify any existing PC5 QoS flow(s) in the 5G ProSe direct link, after sending the PROSE DIRECT LINK MODIFICATION ACCEPT message, the target UE shall provide the added or modified PQFI(s) and corresponding PC5 QoS parameters along with PC5 link identifier to the lower layer.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is to remove an existing ProSe application or to remove the existing PC5 QoS flow(s) from the 5G ProSe direct link, after sending the PROSE DIRECT LINK MODIFICATION ACCEPT message, the target UE shall provide the removed PQFI(s) along with the PC5 link identifier to the lower layer.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is to establish 5G ProSe UE-to-UE relay communication with additional 5G ProSe layer-3 end UE using the existing 5G ProSe direct link between the 5G ProSe layer-3 end UE and 5G ProSe layer-3 UE-to-UE relay UE, the target UE:
a)	if acting as the 5G ProSe layer-3 UE-to-UE relay UE, shall perform the 5G ProSe direct link establishment procedure towards the target 5G ProSe layer-3 end UE as specified in clause 7.2.2.2; and after receiving the PROSE DIRECT LINK ESTABLISHMENT ACCEPT message from the target 5G ProSe layer-3 end UE, shall create a PROSE DIRECT LINK MODIFICATION ACCEPT message;
b)	if acting as the target 5G ProSe layer-3 end UE, shall create a PROSE DIRECT LINK MODIFICATION ACCEPT message; and
c)	in the PROSE DIRECT LINK MODIFICATION ACCEPT message, the target UE:
1)	if the UE acts as the target 5G ProSe layer-3 end UE, shall include the source end UE info set to the user info ID of the source 5G ProSe layer-3 end UE; or
2)	if the UE acts as the 5G ProSe layer-3 UE-to-UE relay UE:
i)	shall include the target end UE info set to the user info ID of the target 5G ProSe layer-3 end UE;
ii)	for IP traffic, may include the target 5G ProSe layer-3 end UE IP address IE set to the IP address of the additional target 5G ProSe layer-3 end UE; and
iii)	for Ethernet traffic, shall include the MAC address of the target 5G ProSe layer-3 end UE.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is to release 5G ProSe UE-to-UE relay communication with one of the peer 5G ProSe layer-3 end UEs using the shared 5G ProSe direct link between the 5G ProSe layer-3 end UE and 5G ProSe layer-3 UE-to-UE relay UE, the target UE:
a)	if acting as the 5G ProSe layer-3 UE-to-UE relay UE, may initiate one of the following procedures towards the target 5G ProSe layer-3 end UE:
1)	5G ProSe direct link release procedure as specified in clause 7.2.6.2 to release the 5G ProSe direct link with the peer 5G ProSe layer-3 end UE; or
2)	5G ProSe direct link modification procedure as specified in clause 7.2.3.2 to remove the corresponding PC5 QoS flow(s), if the UE determines to keep the 5G ProSe direct link with the peer 5G ProSe layer-3 end UE; and
b)	shall create a PROSE DIRECT LINK MODIFICATION ACCEPT message, and in this message, the target UE:
1)	shall include the source end UE info set to the user info ID of the source 5G ProSe layer-3 end UE, if the UE acts as the target 5G ProSe layer-3 end UE; or
2)	shall include the target end UE info set to the user info ID of the target 5G ProSe layer-3 end UE, if the UE acts as the 5G ProSe layer-3 UE-to-UE relay UE.
If the 5G ProSe direct link is for 5G ProSe direct communication between the 5G ProSe remote UE and the 5G ProSe layer-3 UE-to-network relay UE, and if the initiating UE is the 5G ProSe remote UE, then the target UE (as the 5G ProSe layer-3 UE-to-network relay UE) performs the QoS flows handling procedure as specified in clause 8.2.6.3.3 and clause 8.2.6.4.2.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is for UE-to-UE relay UE reselection, the target UE may perform the 5G ProSe UE-to-UE relay discovery procedure with the User Info ID of a candidate 5G ProSe UE-to-UE Relay in discovery message, and may set the Layer-2 ID of the candidate 5G ProSe UE-to-UE relay, if received in the PROSE DIRECT LINK MODIFICATION REQUEST message, as the Destination Layer-2 ID to carry the discovery message.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is accepted to trigger UE-to-UE relay reselection, the target UE shall set up a PC5 unicast link with the selected 5G ProSe UE-to-UE relay UE, if no such PC5 unicast link already exists, and the 5G ProSe direct link is between the target 5G ProSe end UE and the 5G ProSe UE-to-UE relay UE.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is accepted to trigger the negotiated 5G ProSe layer-3 UE-to-UE relay reselection, the target UE shall respond with PROSE DIRECT LINK MODIFICATION ACCEPT message. In this message,: 
a1)	iIf the target UE acts as a target 5G ProSe layer-3 end UE and the 5G ProSe direct link is between the target 5G ProSe layer-3 end UE and the 5G ProSe layer-3 UE-to-UE relay UE, the target UE:
1a)	shall include the relay reselection indication; 
2b)	shall include the new 5G ProSe UE-to-UE relay UE user info ID;
3c)	shall include the initiating 5G ProSe end UE IP address; and
4d)	shall include the target 5G ProSe end UE IP address to be used with the newly selected 5G ProSe UE-to-UE relay UE, if IP communication is used.
b2)	iIf the target UE acts as a 5G ProSe layer-3 UE-to-UE relay UE and the 5G ProSe direct link is between the 5G ProSe layer-3 UE-to-UE relay UE and the source 5G ProSe layer-3 end UE, after receiving the PROSE DIRECT LINK MODIFICATION ACCEPT message from the target 5G ProSe layer-3 end UE, the target UE.
1a)	shall include the relay reselection indication; 
2b)	shall include the new 5G ProSe UE-to-UE relay UE user info ID; 
3c)	shall include the target 5G ProSe end UE IP address; and 
4d)	shall include the target 5G ProSe end UE IP address to be used with the newly selected 5G ProSe UE-to-UE relay UE, if IP communication is used.
Editor's note:	The PROSE DIRECT LINK MODIFICATION ACCEPT message needs to be updated.
If the PROSE DIRECT LINK MODIFICATION REQUEST message is accepted to trigger the negotiated 5G ProSe layer-2 UE-to-UE relay reselection, the target UE acting as the target 5G ProSe layer-2 end UE shall respond with PROSE DIRECT LINK MODIFICATION ACCEPT message. In this message: 
a)	shall include the new 5G ProSe UE-to-UE relay UE user info ID.
After the PROSE DIRECT LINK MODIFICATION ACCEPT message is generated, the target UE shall pass this message to the lower layers for transmission along with the initiating UE's layer-2 ID for 5G ProSe direct communication and the target UE's layer-2 ID for 5G ProSe direct communication. 
If this procedure is performed for the negotiated 5G ProSe layer-3 UE-to-UE relay reselection, the target UE shall start timer T5096. The target UE shall not send a new PROSE DIRECT LINK MODIFICATION ACCEPT message to the same initiating UE while timer T5096 is running.
If the target UE accepts the 5G ProSe direct link modification request, then the target UE may perform the PC5 QoS flow establishment over 5G ProSe direct link as specified in clause 7.2.7 and perform the PC5 QoS flow match over 5G ProSe direct link as specified in clause 7.2.8.
***** Next change *****
7.2.3.4a	5G ProSe direct link modification procedure completion by the target UE
Upon receipt of the PROSE DIRECT LINK MODIFICATION ACK message, the target layer-3 5G ProSe end UE starts to receive traffic, transmit traffic, or both, via the newly selected 5G ProSe UE-to-UE relay UE and shall stop T5096.
Upon receipt of the PROSE DIRECT LINK MODIFICATION ACK message, the layer-3 5G ProSe UE-to-UE relay UE shall stop T5096.
***** Next change *****
[bookmark: _Toc138361013]7.2.3.7	Void5G ProSe direct link modification procedure completion by target UE
Upon receipt of the PROSE DIRECT LINK MODIFICATION ACK, the target 5G ProSe end UE starts to receive traffic, transmit traffic, or both, via the newly selected 5G ProSe UE-to-UE relay UE.
***** Next change *****
[bookmark: _Toc25070732][bookmark: _Toc34388731][bookmark: _Toc34404502][bookmark: _Toc45282412][bookmark: _Toc45882798][bookmark: _Toc51951346][bookmark: _Toc59209124][bookmark: _Toc59209395][bookmark: _Toc138361724]12.3	Timers of 5G ProSe direct link management procedures
NOTE:	Timer T3346 is defined in 3GPP TS 24.008 [31].
Table 12.3.1: 5G ProSe direct link management timers
	TIMER NUM.
	TIMER VALUE
	CAUSE OF START
	NORMAL STOP
	ON
EXPIRY

	T5080
	8s
NOTE 1
	Upon sending a PROSE DIRECT LINK ESTABLISHMENT REQUEST message
	Upon receiving a PROSE DIRECT LINK ESTABLISHMENT ACCEPT or PROSE DIRECT LINK ESTABLISHMENT REJECT message from the target UE if the Target user info is included in the PROSE DIRECT LINK ESTABLISHMENT REQUEST message
	Retransmission of PROSE DIRECT LINK ESTABLISHMENT REQUEST message if the Target user info is included in the PROSE DIRECT LINK ESTABLISHMENT REQUEST message; or
may abort the ongoing procedure if the Target user info is not included in the PROSE DIRECT LINK ESTABLISHMENT REQUEST message

	T5081
	5s
	Upon sending a PROSE DIRECT LINK MODIFICATION REQUEST message
	Upon receiving a PROSE DIRECT LINK MODIFICATION ACCEPT or PROSE DIRECT LINK MODIFICATION REJECT or PROSE DIRECT LINK RELEASE REQUEST message from the target UE
	Retransmission of PROSE DIRECT LINK MODIFICATION REQUEST message

	T5082
	2s
	Upon sending a PROSE DIRECT LINK IDENTIFIER UPDATE REQUEST message
	Upon receiving a PROSE DIRECT LINK IDENTIFIER UPDATE ACCEPT or PROSE DIRECT LINK IDENTIFIER UPDATE REJECT or PROSE DIRECT LINK RELEASE REQUEST message from the target UE
	Retransmission of the PROSE DIRECT LINK IDENTIFIER UPDATE REQUEST message

	T5083
	2s
	Upon sending a PROSE DIRECT LINK IDENTIFIER UPDATE ACCEPT message
	Upon receiving a PROSE DIRECT LINK IDENTIFIER UPDATE ACK message or PROSE DIRECT LINK RELEASE REQUEST message from the initiating UE
	Retransmission of the PROSE DIRECT LINK IDENTIFIER UPDATE ACCEPT message 

	T5084
	5s
	Upon receiving a PC5 signalling message or PC5 user plane data
	Upon 5G ProSe direct link release or upon initiating the 5G ProSe direct link keep-alive procedure
	Initiate the 5G ProSe direct link keep-alive procedure

	T5085
	5s
	Upon sending a PROSE DIRECT LINK KEEPALIVE REQUEST message
	Upon receiving a PC5 signalling message or PC5 user plane data
	Retransmission of the PROSE DIRECT LINK KEEPALIVE REQUEST message

	T5086
	Default 10m
NOTE 2
	Upon receiving a Maximum inactivity period in a PROSE DIRECT LINK KEEPALIVE REQUEST message, receiving a PC5 signalling message or receiving PC5 user plane data
	Upon receiving a PC5 signalling message or PC5 user plane data
	Either initiate the 5G ProSe direct link keep-alive procedure or the 5G ProSe direct link release procedure

	T5087
	5s
	Upon sending a PROSE DIRECT LINK RELEASE REQUEST message
	Upon receiving a PROSE DIRECT LINK RELEASE ACCEPT message from the target UE
	Retransmission of PROSE DIRECT LINK RELEASE REQUEST message

	T5088
	As described in clause 7.2.2.5 and clause 7.2.6.3
	Upon receiving a PROSE DIRECT LINK ESTABLISHMENT REJECT message with PC5 signalling protocol cause value set to #13 "congestion situation" and a back-off timer value is provided in the message

Upon receiving a PROSE DIRECT LINK RELEASE REQUEST message with PC5 signalling protocol cause value set to #13 "congestion situation" and a back-off timer value is provided in the message
	Upon receiving PROSE PC5 DISCOVERY message from the same UE-to-network relay UE due to starting announcing UE procedure or discoveree UE procedure as described in clause 8.2.1.2.1.2 and clause 8.2.1.3.2.2 respectively
	Take the peer UE onboard for UE-to-network relay UE discovery and selection

	T5089
	2s
	Upon sending a PROSE DIRECT LINK SECURITY MODE COMMAND message
	Upon receiving a PROSE DIRECT LINK SECURITY MODE COMPLETE or PROSE DIRECT LINK SECURITY MODE REJECT message from the target UE
	Retransmission of PROSE DIRECT LINK SECURITY MODE COMMAND message

	T5090
	NOTE 2
	Upon establishing a 5G ProSe direct link and satisfying the privacy requirement for 5G UE-to-network relay or at least one of ProSe identifiers for the 5G ProSe direct link satisfying the privacy requirements or

upon completing the 5G ProSe direct link identifier update procedure
	Upon completing a 5G ProSe direct link identifier update or
upon accepting a PROSE DIRECT LINK IDENTIFIER UPDATE REQUEST message or
upon a 5G ProSe direct link release 
	Transmission of PROSE DIRECT LINK IDENTIFIER UPDATE REQUEST message

	T5091
	8s
	Upon sending a PROSE DIRECT LINK REKEYING REQUEST message
	Upon receiving a PROSE DIRECT LINK REKEYING RESPONSE message or PROSE DIRECT LINK RELEASE REQUEST message from the target UE
	Retransmission of PROSE DIRECT LINK REKEYING REQUEST message

	T5092
	2s
	Upon sending a PROSE DIRECT LINK AUTHENTICATION REQUEST message
	Upon receiving a PROSE DIRECT LINK AUTHENTICATION RESPONSE or DIRECT LINK AUTHENTICATION REJECT message from the target UE
	Retransmission of PROSE DIRECT LINK AUTHENTICATION REQUEST message

	T5093
	2s
	Upon sending a PROSE AA MESSAGE TRANSPORT REQUEST message
	Upon receiving a PROSE AA MESSAGE TRANSPORT RESPONSE message from the target UE
	Retransmission of PROSE AA MESSAGE TRANSPORT REQUEST message

	T5094
	2s
	Upon sending a PROSE UE TO UE RELAY UPDATE REQUEST message
	Upon receiving a PROSE DIRECT RELAY UPDATE  ACCEPT message from the ProSe layer-3 UE to UE relay UE
	Retransmission of PROSE UE TO UE RELAY UPDATE REQUEST message

	T5095
	8s
	Upon sending a PROSE PATH SWITCHING REQUEST message
	Upon receiving a PROSE PATH SWITCHING ACCEPT message from the target UE
	On 1st expiry and 2nd expiry: 
Retransmission of PROSE PATH SWITCHING REQUEST message;

On the 3rd expiry, the procedure is aborted (see clause 7.X.3.6.1)

	T5096
	2s
	Upon sending a PROSE DIRECT LINK MODIFICATION ACCEPT message
	Upon receiving a PROSE DIRECT LINK MODIFICATION ACK message from the initiating UE
	Retransmission of the PROSE DIRECT LINK  MODIFICATION ACCEPT message 

	NOTE 1:	If the Target user info is not included in the PROSE DIRECT LINK ESTABLISHMENT REQUEST message, then the initiating UE may keep the timer T5080 running upon receiving PROSE DIRECT LINK ESTABLISHMENT ACCEPT message.
NOTE 2:	The value of this timer is the privacy timer value which is one of the configuration parameters for 5G ProSe direct communication (see clause 5.2.4 and clause 5.2.5) and it is specified in 3GPP TS 24.555 [17] clause 5.4, clause 5.5 and clause 5.6.



***** End of changes *****
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