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* * * First Change * * * *
[bookmark: _Toc86042575][bookmark: _Toc86043132][bookmark: _Toc97379642][bookmark: _Toc104710975][bookmark: _Toc138339894]6.3.2	Application Client Constrained UE registration to use MSGin5G Client on MSGin5GGateway UE
[bookmark: _Toc86042576][bookmark: _Toc86043133][bookmark: _Toc97379643][bookmark: _Toc104710976][bookmark: _Toc138339895]6.3.2.1	Procedure at Gateway MSGin5G Client on MSGin5G UE
[bookmark: _Toc86042577][bookmark: _Toc86043134][bookmark: _Toc97379644][bookmark: _Toc104710977][bookmark: _Toc138339896][bookmark: _Toc66460301]6.3.2.1.1	Application Client on non-MSGin5GConstrained UE registration to use MSGin5G Client on MSGin5GGateway UE
Upon reception of registration request from the application client on the Constrainedon the non-MSGin5G UE, the MSGin5G Client on the MSGin5G Gateway UE decides whether to accept the registration request based on local condition.
If the registration is accepted by the MSGin5G Client on the MSGin5GGateway UE, the MSGin5G Client on the MSGin5G Gateway UE:
a)	stores Application ID included in the registration request from the Application Client on the non-MSGin5G Constrained UE and the mapping between the transport identifier and the Application ID;
NOTE 1:	Based on the connection mode, e.g. L2 connection or L3 connection, the MSGin5G Gateway UE can allocate a specified MAC address or UDP port for exchanging information between the MSGin5G Client on the MSGin5G Gateway UE and the Application Client on the non-MSGin5G Constrained UE. The transport mechanism is based on the legacy transport protocol.
NOTE 2:	The MSGin5G Client on the MSGin5G Gateway UE retrieves the transport identifier from the transport layer. The transport identifier can be a Layer-2 ID, e.g. a MAC address, or a Layer-3 ID, e.g. an IP address with a specific UDP port.
b)	allocates a Registration ID for the Application Client on the non-MSGin5G Constrained UE; and
c)	constructs the registration response and sends it to the application client on the the non-MSGin5GConstrained UE. The registration response shall include:
1)	the Registration Result indicates the registration is accepted by the MSGin5G Client on the MSGin5GGateway UE; and
2)	the Registration ID allocated by the MSGin5G Client on the MSGin5G Gateway UE.
If the registration is not accepted by the MSGin5G Gateway Client on the MSGin5G UE, the MSGin5G Client on the MSGin5G Gateway UE constructs the registration response and sends it to the application client on the Constrained UE. The registration response shall include:
a)	the Registration Result indicating the registration is not accepted by the MSGin5G Client on the MSGin5GGateway UE; and
b)	the Failure Reason indicating an appropriate reason why the registration request is rejected by the MSGin5G Client on the MSGin5GGateway UE.
[bookmark: _Toc86042578][bookmark: _Toc86043135][bookmark: _Toc97379645][bookmark: _Toc104710978][bookmark: _Toc138339897]6.3.2.1.2	Application Client on non-MSGin5GConstrained UE de-registration to use MSGin5G Client on MSGin5G Gateway UE
Upon reception of de-registration request from the application client on the Application Client on the non-MSGin5GConstrained UE, the MSGin5G Client on the MSGin5G Gateway UE:
a)	removes the mapping between Application ID and transport identifier of the Application Client on the non-MSGin5G UEUE-2 based on the Registration ID included in the de-registration request; and
b)	constructs the de-registration response including:
1)	the De-registration Result indicating whether the de-registration is accepted or not;
2)	the Registration ID included in the de-registration request, if the de-registration is accepted by the MSGin5G Client on the MSGin5GGateway UE; and
3)	the Failure Reason indicating an appropriate cause indicating why the de-registration request is rejected by the MSGin5G Client on the MSGin5GGateway UE, if the de-registration is not accepted by the MSGin5G Client on the MSGin5GGateway UE.
NOTE:	Based on the connection mode, e.g. L2 connection or L3 connection, the MSGin5G Client on the MSGin5GGateway UE may allocate a specified MAC address or UDP port for exchanging information between the MSGin5G Client on the MSGin5GGateway UE and the Application Client on the non-MSGin5G Constrained   UE. The transport mechanism is based on the legacy transport protocol.
[bookmark: _Toc86042579][bookmark: _Toc86043136][bookmark: _Toc97379646][bookmark: _Toc104710979][bookmark: _Toc138339898]6.3.2.2	Procedure at Application Client on non-MSGin5GConstrained UE
[bookmark: _Toc86042580][bookmark: _Toc86043137][bookmark: _Toc97379647][bookmark: _Toc104710980][bookmark: _Toc138339899]6.3.2.2.1	Application Client on non-MSGin5GConstrained UE registration to use MSGin5G Client on MSGin5GGateway UE
In order to register Application Client on the non-MSGin5G Constrained UE to the MSGin5G Client on the MSGin5GGateway UE, the Application Client on the non-MSGin5GConstrained UE sends a registration request to the MSGin5G Client on the MSGin5G Gateway UE. The registration request shall include the "Application ID" to indicate the Application Client on the non-MSGin5GConstrained UE initiating registration.
NOTE:	If a specified MAC address or UDP port is configured for exchanging information between the MSGin5G Client on MSGin5GGateway UE and the Application Client on the non-MSGin5GConstrained UE, the Application Client on the non-MSGin5GConstrained UE shall send the registration request to the specified MAC address or UDP port.
[bookmark: _Toc86042581][bookmark: _Toc86043138][bookmark: _Toc97379648][bookmark: _Toc104710981][bookmark: _Toc138339900]6.3.2.2.2	Application Client on non-MSGin5GConstrained UE de-registration to use MSGin5G Client on MSGin5GGateway UE
In order to de-register Application Client on the non-MSGin5GConstrained UE to the MSGin5G Client on MSGin5GGateway UE, the Application Client on the non-MSGin5GConstrained UE sends a de-registration request to the MSGin5G Client on the MSGin5 Client on the MSGin5G Gateway UE. The de-registration request shall include the "Registration ID" which has been allocated by the MSGin5G Client on the MSGin5GGateway UE during the registration procedure.
NOTE:	If a specified MAC address or UDP port is configured for exchanging information between the MSGin5G Client on the MSGin5GGateway UE and the Application Client on the non-MSGin5GConstrained UE, the Constrained UE shall send the de-registration request to the specified MAC address or UDP port.


* * * End of Changes * * * *


