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* * * * First change * * * *
[bookmark: _Toc114212256][bookmark: _Toc136555009][bookmark: _Toc136851370]5.16.2.2	Reused data types
The data types reused by the EcsAddressProvision API from other specifications are listed in table 5.16.2.2-1. 
Table 5.16.2.2-1: Re-used Data Types
	Data type
	Reference
	Comments

	EcsServerAddr
	3GPP TS 29.571 [8]
	Represents the Edge Configuration Server (ECS) address configuration information.

	Link
	3GPP TS 29.122 [4]
	Represents a referenced resource.

	SpatialValidityCond
	3GPP TS 29.571 [8]
	Represents the Spatial Validity Condition.

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of the optional features defined in table 5.16.3-1.

	TargetUeId
	clause 5.6.3.3.7
	Represents the target UE(s) information.



* * * * Next change * * * *
[bookmark: _Toc129203717][bookmark: _Toc136555517][bookmark: _Toc136851878]5.30.5.1	General
This clause specifies the application data model supported by the DNAIMapping API. Table 5.30.5.1-1 specifies the data types defined for the DNAIMapping API.
Table 5.30.5.1-1: DNAIMapping specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	DnaiMapSsub
	5.30.5.2.2
	Represents DNAI Mapping subscription data.
	

	DnaiMapUpdateNotif
	5.30.5.2.3
	Represents the notification data of they update of DNAI Mapping information.
	

	DnaiEasAddrMap
	5.30.5.2.4
	Represents the mapping information between the DNAI and EAS IP address(es)/ range.
	



Table 5.30.5.1-2 specifies data types re-used by the DNAIMapping API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the DNAIMapping API.
Table 5.30.5.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	FqdnDateTime
	3GPP TS 29.122 [4]
	Represents a date and a time.
	

	Dnain
	3GPP TS 29.571 [8]
	Identifies a DNNDNAI.
	

	SnssaiDnn
	3GPP TS 29.571 [8]
	Identifies the S-NSSAIa DNN.
	

	DnaiFqdn
	3GPP TS 29.571 [8]
	Identifies an DNAIFqdn.
	

	UriIpAddr
	3GPP TS 29.122 571 [84]
	Identifes an IP addressContains a Uri.
	

	DateTimeSnssai
	3GPP TS 29.122 571 [84]
	Represents a date and a timeIdentifies an S-NSSAI.
	

	SupportedFeaturesWebsockNotifConfig
	3GPP TS 29.122 571 [84]
	Represents the list of supported feature(s) and used to negotiate the applicability of the optional featuresContains the configuration parameters to set up notification delivery over Websocket protocol.
	

	SupportedFeaturesUri
	3GPP TS 29.571 122 [48]
	Represents the list of supported feature(s) and used to negotiate the applicability of the optional featuresContains a URI.
	

	IpAddrWebsockNotifConfig
	3GPP TS 29.571 122 [48]
	Contains the configuration parameters to set up notification delivery over Websocket protocolIdentifes an IP address.
	




* * * * End of changes * * * *
