

	
3GPP TSG-CT WG4 Meeting #118	C4-234219
Xiamen, P.R. China; 09th– 13th October 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.579
	CR
	[bookmark: _GoBack]0017
	rev
	-
	Current version:
	18.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	HTTP RFCs obsoleted by IETF RFC 9113

	
	

	Source to WG:
	Huawei

	Source to TSG:
	CT4

	
	

	Work item code:
	SBIProtoc18
	
	Date:
	2023-09-28

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	IETF RFC 9113 (HTTP/2) obsolete HTTP RFC 7540.
The following aspects are identified to be modified:
1. Update HTTP/2 reference from RFC 7540 to RFC 9113.
Replace the terms "payload", "payload of the body" and "payload body" with the term "content" in the HTTP messages.

	
	

	Summary of change:
	Replace references to RFC obsoleted by RFC 9113.
Replace "payload", "payload of the body" and "payload body" with "content".

	
	

	Consequences if not approved:
	The specification is not according to up to date IETF HTTP specifications.

	
	

	Clauses affected:
	2, 5.2.2.2.2, 6.1.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This contribution does not introduce any changes to the OpenAPI files.

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc130814709][bookmark: _Toc67682073][bookmark: _Toc45029300][bookmark: _Toc45028465][bookmark: _Toc36457547][bookmark: _Toc27585540][bookmark: _Toc11338825]* * * First Change * * * *
[bookmark: _Toc138662850][bookmark: _Toc138320261][bookmark: _Toc35971371][bookmark: _Toc510696579][bookmark: _Toc145956147][bookmark: _Toc138411949][bookmark: _Toc130844241][bookmark: _Toc122097020][bookmark: _Toc114779103][bookmark: _Toc106639593][bookmark: _Toc98506308][bookmark: _Toc90650638][bookmark: _Toc88818716][bookmark: _Toc82716429][bookmark: _Toc74993839][bookmark: _Toc67686012][bookmark: _Toc58594500][bookmark: _Toc56517599][bookmark: _Toc51873471][bookmark: _Toc49849957][bookmark: _Toc45032468][bookmark: _Toc43215220][bookmark: _Toc36463380][bookmark: _Toc34147996][bookmark: _Toc27593120][bookmark: _Toc25168701][bookmark: _Toc145956148][bookmark: _Toc138411950][bookmark: _Toc130844242][bookmark: _Toc122097021][bookmark: _Toc114779104][bookmark: _Toc106639594][bookmark: _Toc98506309][bookmark: _Toc90650639][bookmark: _Toc88818717][bookmark: _Toc82716430][bookmark: _Toc74993840][bookmark: _Toc67686013][bookmark: _Toc58594501][bookmark: _Toc56517600][bookmark: _Toc51873472][bookmark: _Toc49849958][bookmark: _Toc45032469][bookmark: _Toc43215221][bookmark: _Toc36463381][bookmark: _Toc34147997][bookmark: _Toc27593121][bookmark: _Toc25168702][bookmark: _Toc130845028][bookmark: _Toc122015865][bookmark: _Toc51922808][bookmark: _Toc51922389][bookmark: _Toc45030029][bookmark: _Toc35935809][bookmark: _Toc34804238][bookmark: _Toc26202523][bookmark: _Toc18853083][bookmark: _Toc22141074][bookmark: _Toc22624276][bookmark: _Toc26202337]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
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[17]	3GPP TS 29.577: "5G System; IP Short Message Gateway and SMS Router For Short Message Service; Stage 3".
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* * * Next Change * * * *
[bookmark: _Toc138662864][bookmark: _Toc35971385][bookmark: _Toc510696593][bookmark: _Toc138320275][bookmark: _Toc35971387][bookmark: _Toc510696595]5.2.2.2.2	SBI-based MO SM transfer
The MoForwardSm service operation shall be used to transmit uplink SMS message via SMS-IWMSC.
It is used in the following procedures:
-	Successful Mobile Originated short message transfer via SMS-IWMSC (see clause 5.2.2 of 3GPP TS 23.540 [14]).
-	Unsuccessful Mobile Originated short message transfer via SMS-IWMSC (see clause 5.2.3 of 3GPP TS 23.540 [14]).
The NF Service Consumer (e.g. SMSF) shall transmit uplink SMS message to the SMS-IWMSC by using the HTTP POST method as shown in Figure 5.2.2.2.1-1.


Figure 5.2.2.2.2-1: SBI-based MO SM transfer
1.	The NF Service Consumer shall send a POST request to the resource representing the UE's Mobile Originated Short Message Information resource (i.e. …/mo-sm-info/{supi}/sendsms) of the SMS-IWMSC. The contentpayload body of the POST request shall contain the SMS message to be sent.
2a.	On success, "200 OK" shall be returned with "SmsDeliveryData" object contains the MO SMS Delivery Report in the response body.
2b.	On failure, or redirection, one of the HTTP status code listed in Table 6.1.3.2.4.2.2-2 shall be returned.

* * * Next Change * * * *
[bookmark: _Toc138662868][bookmark: _Toc35971392]6.1.2	Usage of HTTP
[bookmark: _Toc138662869]6.1.2.1	General
HTTP/2, IETF RFC 91137540 [11], shall be used as specified in clause 5 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
The OpenAPI [6] specification of HTTP messages and content bodies for the Niwmsc_SMService API is contained in Annex A.

* * * End of Changes * * * *
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