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* * * First Change * * * *

8.2.229	Reporting Suggestion Info
The Reporting Suggestion Info IE shall be encoded as shown in Figure 8.2.229-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1 to 2
	Type = 335 (decimal)
	

	
	3 to 4
	Length = n
	

	
	5
	Spare
	Reporting Urgency valueRURG
	

	
	6 to 9
	Reporting Time Info
	

	
	10 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.2.229-1: Reporting Suggestion Info
The following flags are coded within Octet 5:
-	Bit 1 – RURG (Reporting Urgency): If this bit is set to "1", then the event report is delay tolerant, i.e. the event report can be delayed.
-	Bit 2 to 8: Spare, for future use and set to "0".
The Reporting Urgency value shall be encoded as a 4 bits binary integer as specified in Table 8.2.229-1.
Table 8.2.229-1: Reporting Urgency value
	Reporting Urgency Value
	Values (Decimal)

	Delay tolerant
	0

	Non delay tolerant
	1

	Spare
	2 to 15



The Reporting Time Info field shall be present if the Reporting UrgencyRURG flag indicates the event report is delay tolerant. When present, it shall be encoded as an Unsigned32 binary integer value indicating the latest time for the UPF to report the detected event, expressed as a duration in seconds.

* * * End of Changes * * * *


