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* * * First Change * * * *
2.5B.2	Invocation of Barring
Barring of PDU Session establishment is invoked in the SMF. If the SMF receives from an UE connected over 5GS a PDU Session connectivity request which is prohibited by Operator Determined Barring, the SMF shall return a negative response to the request with an appropriate error indication to the UE over the 5G radio path.
NOTE:	Barring of PDU Session establishment for Packet Oriented Services is not applicable for Local Access Data Network (LADN).
For subscribers completely barred from the Packet Oriented Services, the AMF may reject the registration requests.
Barring of PDU Session establishsmentestablishment for other barring categories for the Packet Oriented Services, SMF determines whether a request for PDU Session establishment shall be barred or not:
-	For "bar subscribers completely from the Packet Oriented Services", the SMF shall reject the PDU connectivity request.
[bookmark: _Hlk145945756]-	For "bar a subscriber from requesting Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN", if the subscriber is not located in the HPLMN and the SMF being accessed is located in HPLMN, then the SMF shall reject the PDU connectivity request,
-	For "bar a subscriber from requesting Packet Oriented Services from access points that are within the roamed to VPLMN", if the subscriber is not located in the HPLMN and the SMF being accessed is located in VPLMN, then the SMF shall reject the PDU connectivity request.
Indicative message flow diagram for the handling of Operator Determined Barring of PDU Session establishment is given in figures 2.5B.2/1.
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Figure 2.5B.2/1: Operator Determined Barring of PDU Session Establishment in the SMF

* * * Next Change * * * *
[bookmark: _Toc67384300]2.6C.2	Invocation of Barring
Barring of existing PDU Sessions is invoked in the AMF. If the AMF receives Nudm_SDM Notification message due to barring of Packet Oriented Services being applied to a subscription (or existing barring of Packet Oriented Services is modified) by administrative action in the UDM, or if the new AMF received the barring of Packet Oriented Services from the UDM during a mobility registration procedure, the AMF shall take the following action depending on barring category when one or more PDU Sessions exist in AMF.
-	For "bar subscribers completely from the Packet Oriented Services", AMF shall release all existing PDU Sessions.
-	For "bar a subscriber from requesting Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN", AMF shall check whether or not the subscriber is located in the HPLMN. If it is not and the SMF being accessed is located in HPLMN, then all associated PDU Sessions with this path shall be released.
-	For "bar a subscriber from requesting Packet Oriented Services from access points that are within the roamed to VPLMN", AMF shall check whether or not the subscriber is located in the HPLMN. If it is not and the SMF being accessed is located in VPLMN, then all associated PDU sessions with this path shall be released.
NOTE:	Barring of existing EPS Bearer contexts for Packet Oriented Services is not applicable for Local Access Data Network (LADN).

* * * End of Changes * * * *


