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Figure 4.2.3.2-1: SM Policy Association Update request
The PCF may decide to provision policies related to an Individual SM Policy resource without obtaining a request from the NF service consumer, e.g. in response to information provided to the PCF via the Rx or N5 reference points, or in response to an internal trigger within the PCF. The PCF shall send for this purpose a POST request to the NF service consumer (e.g. SMF) using the URI"{notificationUri}/update". The payload body of the message shall contain a SmPolicyNotification data structure that contains:
-	the representation of the updated policies within the "smPolicyDecision" attribute; and 
-	the resource URI of the Individual SM Policy resource related to the notification within the "resourceUri" attribute. 
Detailed procedures related to the provisioning and enforcement of the policy decisions contained within the SmPolicyDecision data structure are provided in clause 4.2.6.
In case of a successful update of SM policies:
-	if the PCF provisioned the policy control request triggers (applicable triggers are as defined in Table 5.6.2.26-1)related to access type change, RAT change or location change, a "200 OK" response code and a response body with the corresponding available information in the "UeCampingRep" data structure shall be returned in the response;
-	otherwise, a "204 No Content" response code shall be returned in the response.
NOTE:	When there is an ongoing procedure that collisions with the update of SM policies (e.g. during handover from 5GS to EPS) the SMF, based on operator policies, can delay the update of SM policies and return a "204 No Content" response code. In this case the SMF will process the request when the procedure is finished.
If errors occur when processing the HTTP POST request, the NF service consumer shall send an HTTP error response as specified in clause 5.7.
If the feature "ES3XX" is supported, and the NF service consumer determines the received HTTP POST request needs to be redirected, the NF service consumer shall send an HTTP redirect response as specified in clause 6.10.9 of 3GPP TS 29.500 [4].
If the "SessionRuleErrorHandling" feature is not supported and the NF service consumer received one or more PCC rules from the PCF, but the validation of all these PCC Rules was unsuccessful, the NF service consumer shall reject the request and include in an HTTP "400 Bad Request" response message the ErrorReport data structure. Within the ErrorReport data structure, the NF service consumer shall include the "error" attribute containing the "cause" attribute of the ProblemDetails data structure set to "PCC_RULE_EVENT" or "PCC_QOS_FLOW_EVENT" and the "ruleReports" attribute to report the PCC rule status of the affected PCC rules as defined in clause 4.2.3.16.
If the "SessionRuleErrorHandling" feature is supported and the NF service consumer received one or more PCC rules and/or session rules from the PCF but the validation of all these PCC Rules and/or session rules was unsuccessful, the NF service consumer shall reject the request and include in an HTTP "400 Bad Request" response message the ErrorReport data structure. Within the ErrorReport data structure, the NF service consumer shall include the "error" attribute containing the "cause" attribute of the ProblemDetails data structure set to "RULE_PERMANENT_ERROR" or "RULE_TEMPORARY_ERROR" and the "ruleReports" attribute to report the PCC rule status of the affected PCC rules as defined in clause 4.2.3.16 and/or the "sessRuleReports" attribute to report the session rule status of the affected session rules as defined in clause 4.2.3.20.
If in the cases above, if the "PolicyDecisionErrorHandling" feature is supported, the PCF provisioned policy decisions and/or condition data which are not referred by any PCC rules or session rules and, in addition of the report of the faulty PCC rule(s) and/or session rule(s), the NF service consumer needs to report the failed policy decisions and/or condition data, the "policyDecFailureReports" attribute shall also be provided as described in clause 4.2.3.26. Additionally, if the "ExtPolicyDecisionErrorHandling" feature is supported the NF service consumer may also provide the "invalidPolicyDecs" as described in clause 4.2.3.26.2. 
[bookmark: _Hlk119517466]If the "Ext2PolicyDecisionErrorHandling" feature is supported, the NF service consumer did not receive neither PCC rules nor session rules and received policy decision types and/or condition types which are not referred by any PCC rules or session rules, and the storage of all the policy decision types and/or condition data was unsuccessful (e.g. the policy decision could not be successfully stored due to a limitation of resources at the SMF) or there were semantical inconsistencies in the provided data, the NF service consumer shall include in an HTTP "400 Bad Request" response message the ErrorReport data structure including the "error" attribute containing the "cause" attribute of the ProblemDetails data structure set to "POL_DEC_ERROR" and shall behave as defined in clause 4.2.3.26.
If the "SessionRuleErrorHandling" feature is not supported and if the NF service consumer received one or more PCC rules from the PCF but the validation of some of them was unsuccessful, the NF service consumer shall include an HTTP "200 OK" status code together with one or more RuleReport data structure(s) to report the PCC rule status of the affected PCC rules as defined in clause 4.2.3.16 in the "PartialSuccessReport" data structure included in the response message. The "failureCause" attribute of the "PartialSuccessReport" shall be set to "PCC_RULE_EVENT" or "PCC_QOS_FLOW_EVENT".
If the "SessionRuleErrorHandling" feature is supported and the NF service consumer received one or more PCC rule and/or session rules from the PCF but the validation of some of them was unsuccessful, the NF service consumer shall include an HTTP "200 OK" status code together with the "ruleReports" attribute to report the PCC rule status of the affected PCC rules as defined in clause 4.2.3.16 and/or the "sessRuleReports" attribute to report the session rule status of the affected session rules as defined in clause 4.2.3.20 in the "PartialSuccessReport" data structure included in the response message. The "failureCause" attribute of the "PartialSuccessReport" shall be set to "RULE_PERMANENT_ERROR" or "RULE_TEMPORARY_ERROR".
[bookmark: _Hlk119517610]If the "PolicyDecisionErrorHandling" feature is supported, the NF service consumer received policy decision types and/or condition types which are not referred by any PCC rules or session rules, and the storage or validation of not all the policy decision types and/or condition data was unsuccessful, the NF service consumer shall reply with an HTTP "200 OK" response message and behave as described in clause 4.2.3.26.
If the PCF provisioned policy control request triggers and the NF service consumer needs to report partial success information, the NF service consumer may include in the "PartialSuccessReport" data structure the "ueCampingRep" attribute with the corresponding available information. When it is required to report multiple instances of the "PartialSuccessReport" data structure due to different "failureCause" values, the NF service consumer shall use only one instance of the "PartialSuccessReport" data structure to include the "ueCampingRep" attribute with the corresponding available information.
*** 2nd Change ***
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Table 5.6.2.26-1: Definition of type UeCampingRep
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	accessType
	AccessType
	OC
	0..1
	The Access Type where the served UE is camping.
It shall be provided for trigger "AC_TY_CH".
	

	ratType
	RatType
	OC
	0..1
	The RAT Type where the served UE is camping.
It shall be provided for triggers "RAT_TY_CH" and/or "AC_TY_CH".
	

	servNfId
	ServingNfIdentity
	OC
	0..1
	Contains the serving network function identity.
It shall be provided for trigger "SCNN_CH".
	

	servingNetwork
	PlmnIdNid
	OC
	0..1
	The serving network (a PLMN or an SNPN) where the served UE is camping. For an SNPN the NID together with the PLMN ID identifies the SNPN.
It shall be provided for trigger "PLMN_CH".
	

	userLocationInfo
	UserLocation
	OC
	0..1
	The location(s) of the served UE. 
It shall be provided for trigger "SAREA_CH".
(NOTE)
	

	ueTimeZone
	TimeZone
	OC
	0..1
	The time zone where the served UE is camping.
It shall be provided for trigger "UE_TZ_CH"
	

	netLocAccSupp
	NetLocAccessSupport
	O
	0..1
	Indicates that the access network does not support the reporting of the requested access network information.
	NetLoc

	satBackhaulCategory
	SatelliteBackhaulCategory
	OC
	0..1
	Satellite backhaul category or non-satellite backhaul used for the PDU session.
It shall be provided for trigger "SAT_CATEGORY_CHG"
	SatBackhaulCategoryChg_v2

	urspEnfInfo
	UrspEnforcementInfo
	OC
	0..1
	Contains the reporting of URSP rule(s) enforcement received from the UE.
It shall be provided for trigger "URSP_ENFORCEMENT_INFO"
	URSPEnforcement

	sscMode
	SscMode
	O
	0..1
	SSC Mode of the PDU session.

It may be present when the "urspEnfInfo" attribute is present.

	URSPEnforcement

	ueReqDnn
	Dnn
	O
	0..1
	UE requested DNN.

It may be present when the "urspEnfInfo" attribute is present.

	URSPEnforcement

	redundantPduSessionInfo
	RedundantPduSessionInformation
	O
	0..1
	RSN and PDU session pair ID of the redundant PDU session.
It may be present when the "urspEnfInfo" attribute is present.

	URSPEnforcement

	NOTE:	The SMF may encode both 3GPP and non-3GPP access UE location in the "userLocationInfo" attribute.



*** End of Changes ***
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