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* * * First Change * * * *
2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	3GPP TS 33.501: "Security Architecture and Procedures for 5G System".
[7]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces Stage 3".
[8]	3GPP TS 23.003: "Numbering, addressing and identification".
[9]	3GPP TS 29.504: "5G System; Unified Data Repository Services; Stage 3".
[10]	3GPP TS 29.505: "5G System; Usage of the Unified Data Repository Services for Subscription Data; Stage 3".
[11]	3GPP TS 32.255: "Charging management; 5G data connectivity domain charging".
[12]	3GPP TS 32.298: "Charging management; Charging Data Record (CDR) parameter description".
[13]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[bookmark: _PERM_MCCTEMPBM_CRPT53560000___5][14]	OpenAPI Initiative, "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.
[15]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[16]	IETF RFC 94577807: "Problem Details for HTTP APIs".
[17]	IETF RFC 7396: "JSON Merge Patch".
[18]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[19]	3GPP TS 29.510: "Network Function Repository Services; Stage 3".
[20]	3GPP TS 23.122: "Non-Access-Stratum (NAS) functions related to Mobile Station in idle mode".
[21]	3GPP TS 29.002: "Mobile Application Part (MAP) specification".
[22]	3GPP TS 29.338: "Diameter based protocols to support Short Message Service (SMS) capable Mobile Management Entities (MMEs)"
[23]	ITU-T Recommendation E.164: "The international public telecommunication numbering plan".
[24]	3GPP TS 29.509: "Authentication Server Services; Stage 3".
[25]	IETF RFC 7232: "Hypertext Transfer Protocol (HTTP/1.1): Conditional Requests".
[26]	IETF RFC 7234: "Hypertext Transfer Protocol (HTTP/1.1): Caching".
[27]	3GPP TS 24.501: "Non-Access-Stratum (NAS) protocol for 5G System (5GS); Stage 3".
[28]	ETSI TS 102 225: "Smart Cards; Secured packet structure for UICC based applications".
[29]	IETF RFC 7542: "The Network Access Identifier".
[30]	3GPP TR 21.900: "Technical Specification Group working methods".
[31]	IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".
[32]	3GPP TS 23.632: "User Data Interworking, Coexistence and Migration"
[33]	3GPP TS 29.519: "Policy Data, Application Data and Structured Data for Exposure; Stage 3".
[34]	3GPP TS 29.572: "5G System; Location Management Services; Stage 3".
[35]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[36]	3GPP TS 29.518: "Access and Mobility Management Services".
[37]	3GPP TS 23.316: "Wireless and wireline convergence access support for the 5G System (5GS); Stage 2".
[38]	3GPP TS 23.273: "5G System (5GS) Location Services (LCS); Stage 2".
[39]	3GPP TS 29.515: "5G System; Gateway Mobile Location Services; Stage 3".
[40]	3GPP TS 29.508: "5G System; Session Management Event Exposure Service; Stage 3".
[bookmark: _Toc11338336][41]	IETF RFC 6902: "JavaScript Object Notation (JSON) Patch".
[42]	BBF TR-069: "CPE WAN Management Protocol".
[43]	BBF TR-369: "User Services Platform (USP)".
[44]	3GPP TS 29.524: "5G System; Cause codes mapping between 5GC interfaces; Stage 3".
[45]	3GPP TS 29.122: "T8 reference point for Northbound APIs".
[46]	3GPP TS 24.008: "Mobile radio interface Layer 3 specification; Core network protocols; Stage 3".
[47]	3GPP TS 22.071: "Location Services (LCS); Service description; Stage 1".
[48]	3GPP TS 32.422: "Telecommunication management; Subscriber and equipment trace; Trace control and configuration management".
[49]	3GPP TS 24.302: "Access to the 3GPP Evolved Packet Core (EPC) via non-3GPP access networks".
[50]	IETF RFC 7230: "Hypertext Transfer Protocol (HTTP/1.1): Message Syntax and Routing".
[51]	3GPP TS 23.287: "Architecture enhancements for 5G System (5GS) to support Vehicle-to-Everything (V2X) services".
[52]	3GPP TS 29.328: "IP Multimedia (IM) Subsystem Sh interface; Signalling flows and message contents".
[53]	3GPP TS 23.040: "Technical realization of the Short Message Service (SMS)".
[54]	3GPP TS 29.522: "5G System; Network Exposure Function Northbound APIs; Stage 3".
[55]	3GPP TS 33.535: "Authentication and Key Management for Applications (AKMA) based on 3GPP credentials in the 5G System (5GS)".
[56]	3GPP TS 37.355: "LTE Positioning Protocol (LPP)".
[57]	3GPP TS 23.304: "Proximity based Services (ProSe) in the 5G System (5GS)".
[58]	3GPP TS 29.520: "5G System; Network Data Analytics Services; Stage 3".
[59]	3GPP TS 23.247: "Architectural enhancements for 5G multicast-broadcast services; Stage 2".
[60]	3GPP TS 23.548: "5G System Enhancements for Edge Computing; Stage 2".
[61]	3GPP TS 33.220: "Generic Authentication Architecture (GAA); Generic Bootstrapping Architecture (GBA)".
[62]	3GPP TS 29.563: "5G System; Home Subscriber Server (HSS) services for interworking with Unified Data Management (UDM); Stage 3"
[63]	3GPP TS 33.558: "Security aspects of enhancement of support for enabling edge applications; Stage 2".
[64]	3GPP TS 33.503: " Security Aspects of Proximity based Services (ProSe) in the 5G System (5GS)".
[65]	3GPP TS 29.562: "5G System; Home Subscriber Server (HSS) Services; Stage 3"
[66]	3GPP TS 23.540: " 5G System; Technical realization of Service Based Short Message Service; Stage 2".
[67]	3GPP TS 32.256: "Charging management; 5G connection and mobility domain charging; Stage 2".
[68]	3GPP TS 29.514: " 5G System; Policy Authorization Service; Stage 3".
[69]	Void
[70]	3GPP TS 23.256: "Support of Uncrewed Aerial Systems (UAS) connectivity, identification and tracking; Stage 2".
[bookmark: _Toc27584939][bookmark: _Toc36456881][bookmark: _Toc45027759][bookmark: _Toc45028594][bookmark: _Toc67681348][bookmark: _Toc145938649]* * * Next Change * * * *
[bookmark: _Toc11338464][bookmark: _Toc27585096][bookmark: _Toc36457052][bookmark: _Toc45027936][bookmark: _Toc45028771][bookmark: _Toc67681530][bookmark: _Toc145938908]6.1.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
JSON Merge Patch, as defined in IETF RFC 7396 [17], signalled by the content type "application/merge-patch+json"
[bookmark: _Toc11338465][bookmark: _Toc27585097][bookmark: _Toc36457053][bookmark: _Toc45027937][bookmark: _Toc45028772][bookmark: _Toc67681531][bookmark: _Toc145938909]* * * Next Change * * * *
[bookmark: _Toc11338634][bookmark: _Toc27585309][bookmark: _Toc36457291][bookmark: _Toc45028191][bookmark: _Toc45029026][bookmark: _Toc67681788][bookmark: _Toc145939219]6.2.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
JSON Merge Patch, as defined in IETF RFC 7396 [17], signalled by the content type "application/merge-patch+json"
[bookmark: _Toc11338635][bookmark: _Toc27585310][bookmark: _Toc36457292][bookmark: _Toc45028192][bookmark: _Toc45029027][bookmark: _Toc67681789][bookmark: _Toc145939220]* * * Next Change * * * *
[bookmark: _Toc11338712][bookmark: _Toc27585394][bookmark: _Toc36457396][bookmark: _Toc45028311][bookmark: _Toc45029146][bookmark: _Toc67681908][bookmark: _Toc145939346]6.3.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
[bookmark: _Toc11338713][bookmark: _Toc27585395][bookmark: _Toc36457397][bookmark: _Toc45028312][bookmark: _Toc45029147][bookmark: _Toc67681909][bookmark: _Toc145939347]* * * Next Change * * * *
[bookmark: _Toc11338761][bookmark: _Toc27585465][bookmark: _Toc36457471][bookmark: _Toc45028388][bookmark: _Toc45029223][bookmark: _Toc67681986][bookmark: _Toc145939434]6.4.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
[bookmark: _Toc11338762]JSON Patch (IETF RFC 6902 [41]). The use of the JSON Patch format in a HTTP request body shall be signalled by the content type "application/json-patch+json".
[bookmark: _Toc27585466][bookmark: _Toc36457472][bookmark: _Toc45028389][bookmark: _Toc45029224][bookmark: _Toc67681987][bookmark: _Toc145939435]* * * Next Change * * * *
[bookmark: _Toc11338812][bookmark: _Toc27585520][bookmark: _Toc36457527][bookmark: _Toc45028445][bookmark: _Toc45029280][bookmark: _Toc67682052][bookmark: _Toc145939510]6.5.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
JSON Merge Patch, as defined in IETF RFC 7396 [17], signalled by the content type "application/merge-patch+json"
[bookmark: _Toc11338813][bookmark: _Toc27585521][bookmark: _Toc36457528][bookmark: _Toc45028446][bookmark: _Toc45029281][bookmark: _Toc67682053][bookmark: _Toc145939511]* * * Next Change * * * *
[bookmark: _Toc11338848][bookmark: _Toc27585573][bookmark: _Toc36457583][bookmark: _Toc45028501][bookmark: _Toc45029336][bookmark: _Toc67682110][bookmark: _Toc145939583]6.6.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
[bookmark: _Toc11338849][bookmark: _Toc27585574][bookmark: _Toc36457584][bookmark: _Toc45028502][bookmark: _Toc45029337][bookmark: _Toc67682111][bookmark: _Toc145939584]* * * Next Change * * * *
[bookmark: _Toc27585615][bookmark: _Toc36457625][bookmark: _Toc45028543][bookmark: _Toc45029378][bookmark: _Toc67682152][bookmark: _Toc145939623][bookmark: _Toc11338876]6.7.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
[bookmark: _Toc27585616][bookmark: _Toc36457626][bookmark: _Toc45028544][bookmark: _Toc45029379][bookmark: _Toc67682153][bookmark: _Toc145939624]* * * Next Change * * * *
[bookmark: _Toc145939661][bookmark: _Toc27585637][bookmark: _Toc36457660][bookmark: _Toc45028579][bookmark: _Toc45029414][bookmark: _Toc67682188]6.8.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
[bookmark: _Toc145939662]* * * Next Change * * * *
[bookmark: _Toc145939702]6.9.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
[bookmark: _Toc145939703]* * * Next Change * * * *
[bookmark: _Toc122083072][bookmark: _Toc145939734]6.10.2.2.2	Content type
The following content types shall be supported:
JSON, as defined in IETF RFC 8259 [15], signalled by the content type "application/json".
The Problem Details JSON Object (IETF RFC 94577807 [16] signalled by the content type "application/problem+json"
[bookmark: _Toc122083073][bookmark: _Toc145939735]* * * End Of Change * * * *
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