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* * * First Change * * * *
[bookmark: _Toc510696579][bookmark: _Toc35971371][bookmark: _Toc82676335][bookmark: _Toc146123678]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[bookmark: _PERM_MCCTEMPBM_CRPT27230000___5][6]	OpenAPI: "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.
[7]	3GPP TR 21.900: "Technical Specification Group working methods".
[8]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[9]	IETF RFC 6749: "The OAuth 2.0 Authorization Framework".
[10]	3GPP TS 29.510: "5G System; Network Function Repository Services; Stage 3".
[11]	IETF RFC 7540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[12]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[13]	IETF RFC 94577807: "Problem Details for HTTP APIs".
[14]	3GPP TS 23.548: "5G System Enhancements for Edge Computing; Stage 2".
[15]	3GPP TS 29.244: "Interface between the Control Plane and the User Plane Nodes; Stage 3".
[16]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
[17]	3GPP TS 23.288: "Architecture enhancements for 5G System (5GS) to support network data analytics services".
[18]	3GPP TS 24.539: "5G System (5GS); Network to TSN translator (TT) protocol aspects; Stage 3".
[19]	3GPP TS 29.512: "5G System; Session Management Policy Control Service; Stage 3".
[20]	3GPP TS 29.122: "Technical Specification Group Core Network and Terminals; T8 reference point for Northbound APIs".

* * * Next Change * * * *
[bookmark: _Toc35971396][bookmark: _Toc82676361][bookmark: _Toc146123721]6.1.2.2.2	Content type
JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 94577807 [13].
* * * Next Change * * * *
[bookmark: _Toc98500890][bookmark: _Toc104297809][bookmark: _Toc104300120][bookmark: _Toc122098077][bookmark: _Toc146123782][bookmark: _Hlk149587674]6.2.2.2.2	Content type
JSON, IETF RFC 8259 [12], shall be used as content type of the HTTP bodies specified in the present specification as specified in clause 5.4 of 3GPP TS 29.500 [4]. The use of the JSON format shall be signalled by the content type "application/json".
"Problem Details" JSON object shall be used to indicate additional details of the error in a HTTP response body and shall be signalled by the content type "application/problem+json", as defined in IETF RFC 94577807 [13].
 * * End of Changes * * * *


