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*** First Change ***
[bookmark: _Toc11338394][bookmark: _Toc27585001][bookmark: _Toc36456945][bookmark: _Toc45027825][bookmark: _Toc45028660][bookmark: _Toc67681415][bookmark: _Toc145938728]5.3.2.3.2	UDM initiated NF Deregistration
Figure 5.3.2.3.2-1 shows a scenario where the UDM notifies the registered NF about its deregistration (see also 3GPP TS 23.502 [3] figure 4.2.2.2.2-1 step 14, 3GPP TS 23.502 [3] figure 4.2.2.3.3-1 step 1 and 3GPP TS 23.502 [3] figure 4.26.4.1.1-1 step 14). The request contains the deregCallbackUri URI for deregistration notification as received by the UDM during registration, and Deregistration Data.
The UDM initiates the deregistration procedure when the UE is registered to the AMF which does not support CAG feature and the CAG subscription of the UE changes and it is allowed to access the 5GS via CAG cell(s) only.
The UDM also initiates deregistration notification when UE moves to different AMF within same AMF-Set.
The UDM may also initiate deregistration notification for the disaster inbound roaming UE when a disaster condition is no longer being applicable.
Deregistration notification shall not be sent if the nfInstanceId of the AMF initiating registration is same as the old AMF already registered in UDM (e.g. when multiple PLMNs are hosted on same AMF and UE moves across PLMNs).
The UDM also initiates the deregistration procedures towards the SMF of the old PDU session when a new PDU session has been established with the same PDU session ID from a different SMF, during SM Context Transfer procedure (see clause 4.26.5.3 of 3GPP TS 23.502 [3]) or when duplicated PDU sessions existing in the network (e.g. the AMF failed to release the old PDU session before creation of the new PDU session with the same PDU session ID).





Figure 5.3.2.3.2-1: UDM initiated NF Deregistration
1.	The UDM sends a POST request to the deregCallbackUri as provided by the NF service consumer during the registration.
	If the SMF deregistration is triggered by SM Context Transfer procedure, i.e. the UDM has received a registration request with registrationReason IE set to the value "SMF_CONTEXT_TRANSFERRED" from another SMF, the UDM shall set the deregReason IE to the value "SMF_CONTEXT_TRANSFERRED". If the SMF deregistration is due to duplicated PDU sessions in the network, i.e. the UDM has received a registration request from another SMF without registrationReason IE set to the value "SMF_CONTEXT_TRANSFERRED", the UDM shall set the deregReason IE to the value "DUPLICATE_PDU_SESSION".
	If the SMF deregistration is due to an UDM-triggered PDU session release with re-activation, the UDM shall set the deregReason attribute in DeregistrationData to the value "PDU_SESSION_REACTIVATION_REQUIRED"; in this case, the SMF shall trigger a network-initiated PDU session release procedure (see clause 4.3.4 of 3GPP TS 23.502 [3]) with 5GSM cause "Reactivation requested" (see clause 8.3.14 of 3GPP TS 24.501 [27])
2a.	On success, the NF service consumer responds with "204 No Content" if no information is to be sent to the UDM. Otherwise, if the "DeregistrationResponseBody" feature is supported by both the UDM and the NF consumer, the NF service consumer (e.g. the SMF) responds with "200 OK" with the response body including the information to the UDM (e.g. the indication that the SMF event subscription on the SMF for the UE have been implicitly removed).
	An SMF received receiving the deregistration notification shall release the PDU session but shall not send a SM Context Status Notification to the AMF. For a PDU session with I-SMF or V-SMF, the anchor SMF shall send a Status Notification to the I-SMF or V-SMF indicating that the PDU session is released due to duplicated PDU sessions.
2b.	On failure or redirection, one of the appropriate HTTP status code listed in Table 6.2.5.2-3 shall be returned. For a 4xx/5xx response, the message body may contain appropriate additional error information.

*** Next Change ***
[bookmark: _Toc11338679][bookmark: _Toc27585359][bookmark: _Toc36457355][bookmark: _Toc45028267][bookmark: _Toc45029102][bookmark: _Toc67681864][bookmark: _Toc145939280][bookmark: _Toc11338661][bookmark: _Toc27585337][bookmark: _Toc36457327][bookmark: _Toc45028227][bookmark: _Toc45029062][bookmark: _Toc67681824]6.2.5.2	Deregistration Notification
The POST method shall be used for Deregistration Notifications and the URI shall be as provided during the registration procedure.
Resource URI: {deregCallbackUri}
Support of URI query parameters is specified in table 6.2.5.2-1.
Table 6.2.5.2-1: URI query parameters supported by the POST method
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



Support of request data structures is specified in table 6.2.5.2-2 and of response data structures and response codes is specified in table 6.2.5.2-3.
Table 6.2.5.2-2: Data structures supported by the POST Request Body
	Data type
	P
	Cardinality
	Description

	DeregistrationData
	M
	1
	Includes Deregistration Reason



Table 6.2.5.2-3: Data structures supported by the POST Response Body
	Data type
	P
	Cardinality
	Response
codes
	Description

	n/a
	
	
	204 No Content
	Upon success, an empty response body shall be returned.

	DeregistrationRespData
	M
	1
	200 OK
	Upon success, the response body includes the information to be sent to the UDM.


	RedirectResponse
	O
	0..1
	307 Temporary Redirect
	Temporary redirection. 

	RedirectResponse
	O
	0..1
	308 Permanent Redirect
	Permanent redirection. 

	ProblemDetails
	O
	0..1
	404 Not Found
	The "cause" attribute may be used to indicate one of the following application errors:
- CONTEXT_NOT_FOUND

	NOTE:	In addition common data structures as listed in table 5.2.7.1-1 of 3GPP TS 29.500 [4] are supported.



Table 6.2.5.2-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the Callback URI of the target NF Service Consumer (e.g. AMF) to which the request is redirected. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected



Table 6.2.5.2-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains the Callback URI of the target NF Service Consumer (e.g. AMF) to which the request is redirected. For the case, when a request is redirected to the same target resource via a different SCP, see clause 6.10.9.1 in 3GPP TS 29.500 [4].

	3gpp-Sbi-Target-Nf-Id
	string
	O
	0..1
	Identifier of the target NF (service) instance ID towards which the request is redirected




*** Next Change ***
[bookmark: _Toc11338682][bookmark: _Toc27585362][bookmark: _Toc36457358][bookmark: _Toc45028270][bookmark: _Toc45029105][bookmark: _Toc67681867][bookmark: _Toc145939286]6.2.6.1	General
This clause specifies the application data model supported by the API.
Table 6.2.6.1-1 specifies the data types defined for the Nudm_UECM service API.
Table 6.2.6.1-1: Nudm_UECM specific Data Types
	Data type
	Clause defined
	Description

	Amf3GppAccessRegistration
	6.2.6.2.2
	The complete set of information relevant to the AMF where the UE has registered via 3GPP access.

	AmfNon3GppAccessRegistration
	6.2.6.2.3
	The complete set of information relevant to the AMF where the UE has registered via non 3GPP access.

	SmfRegistration
	6.2.6.2.4
	The complete set of information relevant to an SMF serving the UE

	SmsfRegistration
	6.2.6.2.6
	The complete set of information relevant to the SMSF serving the UE.

	DeregistrationData
	6.2.6.2.5
	Data sent with the Deregistration Notification

	Amf3GppAccessRegistrationModification
	6.2.6.2.7
	Contains attributes of Amf3GppAccessRegistration that can be modified using PATCH

	AmfNon3GppAccessRegistrationModification
	6.2.6.2.8
	Contains attributes of AmfNon3GppAccessRegistration that can be modified using PATCH

	PcscfRestorationNotification
	6.2.6.2.9
	Information sent to the AMF or SMF when P-CSCF restoration is triggered.

	NetworkNodeDiameterAddress
	6.2.6.2.10
	

	EpsIwkPgw
	6.2.6.2.11
	

	TriggerRequest
	6.2.6.2.12
	

	AmfDeregInfo
	6.2.6.2.13
	

	EpsInterworkingInfo
	6.2.6.2.14
	

	LocationInfo
	6.2.6.2.15
	Information used by (H)GMLC to send Location Service Request

	RegistrationLocationInfo
	6.2.6.2.16
	Serving AMF, optional VGMLC and access type related informations used by (H)GMLC to send Location Request

	VgmlcAddress
	6.2.6.2.17
	The address(es) of VGMLC

	PeiUpdateInfo
	6.2.6.2.18
	

	RegistrationDataSets
	6.2.6.2.19
	

	IpSmGwRegistration
	6.2.6.2.20
	

	SmfRegistrationInfo
	6.2.6.2.20A
	SMF Registration Information

	NwdafRegistration
	6.2.6.2.21
	The complete set of information relevant to an NWDAF serving the UE

	NwdafRegistrationModification
	6.2.6.2.22
	Contains attributes of NwdafRegistration that can be modified using PATCH

	SmfRegistrationModification
	6.2.6.2.23
	Contains attributes of SmfRegistration that can be modified using PATCH

	RoamingInfoUpdate
	6.2.6.2.24
	Roaming Information Update

	DataRestorationNotification
	6.2.6.2.25
	Contains identities representing those UEs potentially affected by a data-loss event at the UDR

	PcscfAddress
	6.2.6.2.26
	Contains the addressing information (IP addresses and/or FQDN) of the P-CSCF

	NwdafRegistrationInfo
	6.2.6.2.27
	List of NwdafRegistration

	RoutingInfoSmRequest
	6.2.6.2.28
	Request body of the send-routing-info-sm custom operation.

	RoutingInfoSmResponse
	6.2.6.2.29
	Addressing information of available nodes for SMS delivery.

	IpSmGwInfo
	6.2.6.2.30
	Addressing information of the IP-SM-GW.

	IpSmGwGuidance
	6.2.6.2.31
	Contains guidance information (e.g. minimum and recommended delivery times) of the IP-SM-GW.

	SmsRouterInfo
	6.2.6.2.32
	Addressing information of the SMS Router configured at the UDM.

	SmsfRegistrationModification
	6.2.6.2.33
	Contains attributes of SmsfRegistration that can be modified using PATCH

	PduSessionIds
	6.2.6.2.34
	Contains a list of PDU Session IDs

	ReauthNotificationInfo
	6.2.6.2.35
	Data sent with the Reauth Notification

	AuthTriggerInfo
	6.2.6.2.36
	Contains SUPI

	DeregistrationRespData
	6.2.6.2.x
	Deregistration Response Data, containing the information sent to the UDM in a successful UECM Deregistration Notification.

	PurgeFlag
	6.2.6.3.2
	This flag indicates whether or not the NF has deregistered.

	E164Number
	6.2.6.3.2
	

	DualRegistrationFlag
	6.2.6.3.2
	Dual Registration Flag

	DeregistrationReason
	6.2.6.3.3
	

	ImsVoPs
	6.2.6.3.4
	

	RegistrationReason
	6.2.6.3.5
	

	RegistrationDataSetName
	6.2.6.3.6
	

	UeReachableInd
	6.2.6.3.7
	UE Reachable Indication



Table 6.2.6.1-2 specifies data types re-used by the Nudm_uecm service API from other specifications, including a reference to their respective specifications and when needed, a short description of their use within the Nudm_uecm service API.
Table 6.2.6.1-2: Nudm_UECM re-used Data Types
	Data type
	Reference
	Comments

	Dnn
	3GPP TS 29.571 [7]
	Data Network Name with Network Identifier only.

	NfInstanceId
	3GPP TS 29.571 [7]
	Network Function Instance Identifier

	PduSessionId
	3GPP TS 29.571 [7]
	PDU Session ID

	Pei
	3GPP TS 29.571 [7]
	Permanent Equipment Identifier

	ProblemDetails
	3GPP TS 29.571 [7]
	Common data type used in response bodies

	Uri
	3GPP TS 29.571 [7]
	Uniform Resource Identifier

	SupportedFeatures
	3GPP TS 29.571 [7]
	see 3GPP TS 29.500 [4] clause 6.6

	Supi
	3GPP TS 29.571 [7]
	see 3GPP TS 23.501 [2] clause 5.9.2

	Guami
	3GPP TS 29.571 [7]
	Globally Unique AMF Identifier

	PlmnId
	3GPP TS 29.571 [7]
	PLMN Identity

	DiameterIdentity
	3GPP TS 29.571 [7]
	

	AccessType
	3GPP TS 29.571 [7]
	Access Type

	BackupAmfInfo
	3GPP TS 29.571 [7]
	Backup AMFs

	PatchResult
	3GPP TS 29.571 [7]
	

	Gpsi
	3GPP TS 29.571 [7]
	Generic Public Subscription Identitfier

	Ipv4Addr
	3GPP TS 29.571 [7]
	IPv4 address

	Ipv6Addr
	3GPP TS 29.571 [7]
	IPv6 address

	Snssai
	3GPP TS 29.571 [7]
	Single NSSAI

	RedirectResponse
	3GPP TS 29.571 [7]
	Response body of the redirect response message

	Fqdn
	3GPP TS 29.571 [7]
	Fully Qualified Domain Name

	FqdnRm
	3GPP TS 29.571 [7]
	Fully Qualified Domain Name, nullable

	NfGroupId
	3GPP TS 29.571 [7]
	NF Group ID

	ServiceName
	3GPP TS 29.510 [19]
	

	SupiRange
	3GPP TS 29.510 [19]
	

	IdentityRange
	3GPP TS 29.510 [19]
	

	EventId
	3GPP TS 29.520 [58]
	Describes the type of analytics.

	ContextInfo
	6.1.6.2.69
	Defined in the Nudm_SDM API.
Contains the HTTP Headers received by the NFs




*** Next Change ***
[bookmark: _Toc11338692][bookmark: _Toc27585372][bookmark: _Toc36457368][bookmark: _Toc45028280][bookmark: _Toc45029115][bookmark: _Toc67681877][bookmark: _Toc145939296]6.2.6.2.x	Type: DeregistrationRespData
Table 6.2.6.2.x-1: Definition of type DeregistrationRespData
	Attribute name
	Data type
	P
	Cardinality
	Description

	smfEventRemovedInd
	boolean
	C
	0..1
	When present, this IE shall be set to the value "true" indicating the SMF event subscriptions on the SMF for the UE have been implicitly removed by the SMF.

The presence of this IE with the value "false" is prohibited.



[bookmark: _Toc11338704][bookmark: _Toc27585386][bookmark: _Toc36457388][bookmark: _Toc45028303][bookmark: _Toc45029138][bookmark: _Toc67681900][bookmark: _Toc145939337]
*** Next Change ***
6.2.8	Feature Negotiation
The optional features in table 6.2.8-1 are defined for the Nudm_UECM API. They shall be negotiated using the extensibility mechanism defined in clause 6.6 of 3GPP TS 29.500 [4].
Table 6.2.8-1: Supported Features
	Feature number
	Feature Name
	Description

	1
	SharedData
	When receiving a Nudm_UECM_Registration service operation request for a UE that shares subscription data with other UEs, and the request does not indicate support of this feature by the service consumer, the UDM may – based on operator policy – decide to reject the registration.

	2
	PatchReport
	If some of the modifications included in the PATCH request are not successfully implemented, the UDM reports the result of PATCH request execution to the consumer. See clause 5.2.7.2 of 3GPP TS 29.500 [4].

	3
	SharedDataTreatment
	This feature is an extension to the SharedData feature, i.e. support of SharedDataTreatment requires support of SharedData.
When receiving a Nudm_UECM_Registration service operation request for a UE that shares subscription data with treatment instruction with other UEs, and the request does not indicate support of this feature by the service consumer, the UDM may – based on operator policy – decide to reject the registration.

	4
	CAGFeature
	If the NF consumer (AMF) does not support this feature and the UE is allowed to access 5GS via CAG cell(s) only, the UDM shall reject AMF registration. 

	x
	DeregistrationResponseBody
	The UDM and the NF consumer (e.g. SMF) supporting this feature shall support sending information in Deregistration Notification body with "200 OK" response (e.g. the indication that the SMF event subscriptions on the SMF for the UE have been implicitly removed).




*** Next Change ***
[bookmark: _Toc11338879][bookmark: _Toc27585640][bookmark: _Toc36457663][bookmark: _Toc45028582][bookmark: _Toc45029417][bookmark: _Toc67682191][bookmark: _Toc122087205]A.3	Nudm_UECM API
**************** Text Skipped for Clarity ***********************
  /{ueId}/registrations/smf-registrations/{pduSessionId}:
    put:
      summary: register as SMF
      operationId: Registration
      tags:
        - SMF SmfRegistration
      security:
        - {}
        - oAuth2ClientCredentials:
          - nudm-uecm
        - oAuth2ClientCredentials:
          - nudm-uecm
          - nudm-uecm:smf-registration:write
      parameters:
        - name: ueId
          in: path
          description: Identifier of the UE
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'
        - name: pduSessionId
          in: path
          description: Identifier of the PDU session
          required: true
          schema:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/PduSessionId'
      requestBody:
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/SmfRegistration'
        required: true
      responses:
        '201':
          description: Created
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/SmfRegistration'
          headers:
            Location:
              description: 'Contains the URI of the newly created resource, according to the structure: {apiRoot}/nudm-uecm/v1/{ueId}/registrations/smf-registrations/{pduSessionId}'
              required: true
              schema:
                type: string
        '200':
          description: Expected response to a valid request
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/SmfRegistration'
        '204':
          description: No content
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          description: Unexpected error
      callbacks:
        deregistrationNotification:
          '{request.body#/deregCallbackUri}':
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/DeregistrationData'
              responses:
                '204':
                  description: Successful Notification response
                '200':
                  description: Successful Notification response with information to UDM
                  content:
                    application/json:
                      schema:
                        $ref: '#/components/schemas/DeregistrationRespData'
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '502':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  description: Unexpected error
        pcscfRestorationNotification:
          '{request.body#/pcscfRestorationCallbackUri}':
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/PcscfRestorationNotification'
              responses:
                '204':
                  description: Successful Notification response
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '502':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  description: Unexpected error
        dataRestorationNotification:
          '{request.body#/dataRestorationCallbackUri}':
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/DataRestorationNotification'
              responses:
                '204':
                  description: Successful Notification response
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '409':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/409'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '502':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  description: Unexpected error
        staleCheckNotification:
          '{request.body#/staleCheckCallbackUri}':
            post:
              requestBody:
                required: true
                content:
                  application/json:
                    schema:
                      $ref: '#/components/schemas/PduSessionIds'
              responses:
                '200':
                  description: Partial Success
                  content:
                    application/json:
                      schema:
                        $ref: '#/components/schemas/PduSessionIds'
                '204':
                  description: Successful Notification response
                '307':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/307'
                '308':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/308'
                '400':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/400'
                '401':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/401'
                '403':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/403'
                '404':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/404'
                '411':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/411'
                '413':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/413'
                '415':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/415'
                '429':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/429'
                '500':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/500'
                '502':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/502'
                '503':
                  $ref: 'TS29571_CommonData.yaml#/components/responses/503'
                default:
                  description: Unexpected error

**************** Text Skipped for Clarity ***********************
    ReauthNotificationInfo:
      description: Contains the SUPI to identify the UE that is subject to reauthentication
      type: object
      required:
        - supi
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'

    AuthTriggerInfo:
      type: object
      properties:
        supi:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/Supi'

    DeregistrationRespData:
      type: object
      properties:
        smfEventRemovedInd:
          type: boolean
          enum:
            - true

# SIMPLE TYPES:


**************** Text Skipped for Clarity ***********************

*** End of Changes ***
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