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* * * First Change * * * *

[bookmark: _Toc146123692]5.2.1.3.1	General
The Nupf_EventExposure service supports the events defined in this clause.
See also clauses 4.15.4.5x.1 and 5.2.26.2.1 of 3GPP TS 23.502 [3].
Editor's Note: the list of UPF events supported by the UPF event exposure service and their description are FFS.

* * * Next Change * * * *

[bookmark: _Toc146123702]5.2.2.2.3	Modification of a subscription
The service operation is invoked by a NF Service Consumer, towards the UPF, when it needs to modify an existing subscription previously created at the UPF.
The NF Service Consumer shall modify the subscription by using the HTTP method PATCH with the URI of the individual subscription resource (see clause 6.1.3.3) to be modified.



Figure 5.2.2.2.3-1: Modification of a subscription
1.	The NF service consumer shall send a PATCH request to the resource representing a subscription. The modification may be for the events subscribed or for updating the event report options, or the NF Id.
2a.	On success, the request is accepted, and all the modification instructions in the PATCH request have been implemented, the UPF shall respond with "204 No Content".
2b.	On success, the request is accepted, but some of the modification instructions in the PATCH request have been discarded, the UPF shall respond with "200 OK" including PatchResult to indicate the failed modifications.
2c.	On failure or redirection, one of the HTTP status code listed in Table 6.1.3.3.3.2-3 shall be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application errors listed in Table 6.1.3.13.3.2-3.
* * * Next Change * * * *

[bookmark: _Toc510696608][bookmark: _Toc35971399][bookmark: _Toc82676364][bookmark: _Toc146123724]6.1.3.1	Overview



Figure 6.1.3.1-1: Resource URI structure of the nupf-ee API
Table 6.1.3.1-1 provides an overview of the resources and applicable HTTP methods.
Table 6.1.3.1-1: Resources and methods overview
	Resource name
	Resource URI
	HTTP method or custom operation
	Description
(service operation)

	EventExposureSubscriptions
(Collection)
	/ee-subscriptions
	POST
	Subscribe service operation, creating a new subscription .

	Individual subscription
(Document)
	/ee-subscriptions/{subscriptionId}
	DELETE
	Unsubscribe service operation

	
	
	PATCH
	Subscribe service operation, modification of a subscription



* * * Next Change * * * *

[bookmark: _Toc146123754]6.1.6.2.11	Type: UpfEventSubscription
Table 6.1.6.2.11-1: Definition of type UpfEventSubscription
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	eventList
	array(UpfEvent)
	M
	1..N
	Describes the events to be subscribed in subscription request or the events successfully subscribed for this subscription in subscription response.
	

	eventNotifyUri
	Uri
	M
	1
	Identifies the recipient of notifications sent by UPF for this subscription
	

	notifyCorrelationId
	string
	M
	1
	Identifies the notification correlation ID. The UPF shall include this ID in the notifications. The value of this IE shall be unique per subscription for a given NF service consumer.
	

	eventReportingMode
	UpfEventMode
	M
	1
	This IE shall be included to describe how the reports of the event shall be generated. 
	

	nfId
	NfInstanceId
	M
	1
	Indicates the instance identity of the network function creating the subscription.
	

	ueIpAddress
	IpAddr
	C
	0..1
	The IE shall be present if the event subscription is applicable to one UE. The IE shall indicate the UE's PDU Session IP address.
(NOTE)
	

	supi
	Supi
	O
	0..1
	Subscription Permanent Identifier
	

	gpsi
	Gpsi
	O
	0..1
	Generic Public Subscription Identifier
	

	pei
	Pei
	O
	0..1
	Permanent Equipment Identifier
	

	anyUe
	boolean
	C
	0..1
	This IE shall be present if the event subscription is applicable to any UE. 

When present, it shall be set as follows:
true: the subscription applies to any UE.
false (default): the subscription applies to a specific UE.
(NOTE)

	

	dnn
	Dnn
	O
	0..1
	Data Network Name 
	

	snssai
	Snssai
	O
	0..1
	A single Network Slice Selection Assistance Information.
	

	NOTE:	Either information about a single UE (i.e. ueIpAddress) or anyUe set to true shall be included.
	



Editor's Note: Whether one DNN and/or one S-NSSAI shall be present when subscription is for any UE is FFS. The cardinality and description of DNN and S-NSSAI are FFS.
* * * Next Change * * * *

[bookmark: _Toc21954341][bookmark: _Toc25048127][bookmark: _Toc34143492][bookmark: _Toc34750962][bookmark: _Toc34751723][bookmark: _Toc35941071][bookmark: _Toc43283972][bookmark: _Toc49762967][bookmark: _Toc51925821][bookmark: _Toc51925922][bookmark: _Toc122098813][bookmark: _Toc146123804]6.2.7.3	Application Errors
The application errors defined for the Nupf_GetPrivateUEIPaddr service are listed in Table 6.2.7.3-1.
Table 6.2.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	NO_UE_IP_INFO_FOUND
	404 Not Found
	There is no UE IP address matching the query parameters.



* * * End of Changes * * * *
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