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	Reason for change:
	TS 38.305 has briefed the location measurements of PRU:

[bookmark: _Toc146666352]5.4.5	Positioning Reference Unit (PRU)
A Positioning Reference Unit (PRU) at a known location can perform positioning measurements (e.g., RSTD, RSRP, UE Rx-Tx Time Difference measurements, etc.) and report these measurements to a location server. In addition, the PRU can transmit SRS to enable TRPs to measure and report UL positioning measurements (e.g., RTOA, UL-AoA, gNB Rx-Tx Time Difference, etc.) from PRU at a known location. The PRU measurements can be compared by a location server with the measurements expected at the known PRU location to determine correction terms for other nearby target devices. The DL- and/or UL location measurements for other target devices can then be corrected based on the previously determined correction terms.
From a location server perspective, the PRU functionality is realized by a UE with known location.
TS 29.572 has defined the following data type, which contains the IE for rstd with incorrect name:

Table 6.1.6.2.47-1: Definition of type LocMeasurements
	Attribute name
	Data type
	P
	Cardinality
	Description

	rtsd
	Integer
	O
	0..1
	RTSD, as specified in 3GPP TS 38.305 [3]



Editor's note:	The details of LocMeasurements are based on Stage2’s details and referred to TS 23.273 and TS 38.305.


	
	

	Summary of change:
	1/ Correct the IE name to rstd.

2/ Update OpenAPI accordingly.


	
	

	Consequences if not approved:
	Incorrect IE name.
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	Other comments:
	This CR introduces backward compatible correction on OpenAPI file of Nlmf_Location API.
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* * * First Change * * * *
[bookmark: _Toc145956093]6.1.6.2.47	Type: LocMeasurements
Table 6.1.6.2.47-1: Definition of type LocMeasurements
	Attribute name
	Data type
	P
	Cardinality
	Description

	rtsdrstd
	Integer
	O
	0..1
	Reference Signal Time Difference (RSTD)RTSD, as specified in 3GPP TS 38.305 [3]



Editor's note:	The details of LocMeasurements are based on Stage2’s details and referred to TS 23.273 and TS 38.305.

* * * Next Change * * * *
[bookmark: _Toc20150444][bookmark: _Toc25168734][bookmark: _Toc27593153][bookmark: _Toc34148029][bookmark: _Toc36463413][bookmark: _Toc43215253][bookmark: _Toc45032501][bookmark: _Toc49849990][bookmark: _Toc51873504][bookmark: _Toc56517632][bookmark: _Toc58594533][bookmark: _Toc67686047][bookmark: _Toc74993874][bookmark: _Toc82716464][bookmark: _Toc88818751][bookmark: _Toc90650673][bookmark: _Toc98506342][bookmark: _Toc106639627][bookmark: _Toc114779137][bookmark: _Toc122097054][bookmark: _Toc130844275][bookmark: _Toc138411983][bookmark: _Toc145956181]A.2	Nlmf_Location API
******************* Text Skipped for Clarity ***********************
    LocMeasurements:
      description: PRU Location Measurements.
      type: object
      properties:
        rtsdrstd:
          type: integer

******************* Text Skipped for Clarity ***********************

* * * End of Changes * * * *


