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	Reason for change:
	To select an NSACF that supports NSAC for the number of UEs with at least one PDU session / PDN connection from the NRF, as specified in 3GPP TS 23.501 clause 6.3.22 (see S2-2309513), the NSACF capability needs to be extended to indicate the said capability.

	 
	

	Summary of change:
	Extend the NSACF capability to indicate the support of NSAC for the number of UEs with at least one PDU session / PDN connection.

	
	

	Consequences if not approved:
	Following changes are made:
- In caluse 6.1.6.2.82, extend the NsacfCapability to indicate the support NSAC for the number of UEs with at least one PDU session / PDN connection;
- In clause A.2, update the OpenAPI accordingly.
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	Other comments:
	This CR introduces backward new features to the OpenAPI files:
- Nnrf_NFmanagement.

	
	

	This CR's revision history:
	Rev#1:
- Change the attribute name to supportUeWithPduSAC for new NSACF capability, and clarify the description to address the condition that if EPS counting is supported.
- Add Huawei, Nokia, Nokia Shanghai Bell as co-source company.
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* * * First Change * * * *
[bookmark: _Toc145945537]6.1.6.2.81	Type: NsacfInfo
Table 6.1.6.2.81-1: Definition of type NsacfInfo
	Attribute name
	Data type
	P
	Cardinality
	Description

	nsacfCapability
	NsacfCapability
	M
	1
	Indicates the NSACF service capability supported by the NSACF.

	taiList
	array(Tai)
	O
	1..N
	The list of TAIs the NSACF can serve. It may contain one or more non-3GPP access TAIs. The absence of this attribute and the taiRangeList attribute indicate that the NSACF can be selected for any TAI in the serving network.

(NOTE 1)

	taiRangeList
	array(TaiRange)
	O
	1..N
	The range of TAIs the NSACF can serve. It may contain non-3GPP access TAIs. The absence of this attribute and the taiList attribute indicate that the NSACF can be selected for any TAI in the serving network.

(NOTE 1)

	NOTE 1:	When NSACF serving area is configured with TAI list, the serving area of the NSACF should be configured to cover the complete serving area of any of its AMF and SMF consumers, i.e. the TAI list served by NSACF should include all the TAIs served by its AMF and SMF consumers. This can avoid NSACF reselection when the UE moves within the serving area of the NF consumer, e.g. avoid NSACF reselection during intra-AMF UE mobility
NOTE 2:	Locality of NSACF may be configured to allow the NSACF consumers to discover and select candidate NSACF based on Locality information, instead of using serving TAIs. See NOTE 25 of Table 6.2.3.2.3.1-1.



[bookmark: _Toc145945538]* * * Next Change * * * *
6.1.6.2.82	Type: NsacfCapability
Table 6.1.6.2.82-1: Definition of type NsacfCapability
	Attribute name
	Data type
	P
	Cardinality
	Description

	supportUeSAC
	boolean
	C
	0..1
	Indicates the service capability of the NSACF to monitor and control the number of registered UEs per network slice for the network slice that is subject to NSAC.
true: Supported
false (default): Not Supported

	supportPduSAC
	boolean
	C
	0..1
	Indicates the service capability of the NSACF to monitor and control the number of established PDU sessions per network slice for the network slice that is subject to NSAC.
true: Supported
false (default): Not Supported

	supportUeWithPduSAC
	boolean
	C
	0..1
	Indicates the service capability of the NSACF to monitor and control the number of registered UEs with at least one PDU session / PDN connection for the network slice that is subject to NSAC, if EPS counting is supported by the NSACF.
true: Supported
false (default): Not Supported



* * * Next Change * * * *
[bookmark: _Toc24937836][bookmark: _Toc33962656][bookmark: _Toc42883425][bookmark: _Toc49733293][bookmark: _Toc56690943][bookmark: _Toc145945747]A.2	Nnrf_NFManagement API
********TEXT SKIPPED********
    NsacfInfo:
      description: Information of a NSACF NF Instance
      type: object
      required:
        - nsacfCapability
      properties:
        nsacfCapability:
          $ref: '#/components/schemas/NsacfCapability'
        taiList:
          type: array
          items:
            $ref: 'TS29571_CommonData.yaml#/components/schemas/Tai'
          minItems: 1
        taiRangeList:
          type: array
          items:
            $ref: '#/components/schemas/TaiRange'
          minItems: 1

    NsacfCapability:
      description: >
        NSACF service capabilities (e.g. to monitor and control the number of registered UEs
        or established PDU sessions per network slice)
      type: object
      properties:
        supportUeSAC:
          description: |
            Indicates the service capability of the NSACF to monitor and control the number of
            registered UEs per network slice for the network slice that is subject to NSAC  
            true: Supported  
            false (default): Not Supported
          type: boolean
          default: false
        supportPduSAC:
          description: |
            Indicates the service capability of the NSACF to monitor and control the number of
            established PDU sessions per network slice for the network slice that is subject to NSAC  
            true: Supported  
            false (default): Not Supported
          type: boolean
          default: false
        supportUeWithPduSAC:
          description: |
            Indicates the service capability of the NSACF to control the number of registered UEs
            with at least one PDU session / PDN connection per network slice for the network slice
            that is subject to NSAC, if EPS counting is supported by the NSACF.
            true: Supported  
            false (default): Not Supported
          type: boolean
          default: false
********TEXT SKIPPED********

* * * End of Changes * * * *

