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* * * First Change * * * *
[bookmark: _Toc45027902][bookmark: _Toc45028737][bookmark: _Toc67681493][bookmark: _Toc130814073]5.6.2.2.4	SoR Information update
Figure 5.6.2.2.4-1 shows a scenario where the NF service consumer (e.g. SOR-AF) sends updated SoR Information for a UE to the UDM to trigger the sending of this updated SoR Information to the UE via the AMF (as per Annex C.1.1, C.1.2 and C.3 of 3GPP TS 23.122 [20]). The request contains the identifier of the UE's parameter provision data ( .../{ueId}/pp-data), the SUPI in this case, and the modification instructions.


Figure 5.6.2.2.4-1: NF service consumer updates SoR Information for a UE
1.	The NF service consumer (e.g. SOR-AF) sends a PATCH request to the resource that represents a UE's modifiable subscription data, containing updated Steering of Roaming Information (i.e. new list of preferred PLMN/access technology combinations, the SOR-CMCI, SOR-SNPN-SI, SOR-SNPN-SI-LS, if any, and the "Store the SOR-CMCI in the ME" indicator, if any, or a secured packet for a UE).
[bookmark: _PERM_MCCTEMPBM_CRPT53560027___3]The UDM, after contacting the AUSF to perform integrity protection and getting the related information (sorMacIausf and coutersor), shall immediately convey this updated SoR Information to the concerned UE by triggering a notification to the registered AMF (that has subscribed to receive notifications on change of AccessAndMobilitySubscriptionData) for the UE, if any, as per annex C.3 of 3GPP TS 23.122 [20]. Once the subscribing AMF is notified (or when no AMF has subscribed), the UDM shall delete the updated SorInfo and shall not send it as part of AccessAndMobilitySubscriptionData to an NF (e.g. AMF) retrieving the AccessAndMobilitySubscriptionData.
2a.	The UDM responds with "204 No Content".
2b.	If the operation cannot be authorized due to e.g UE isn't registered in the network, HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the PATCH response body.

* * * Next Change * * * *
[bookmark: _Toc11338604][bookmark: _Toc27585256][bookmark: _Toc36457222][bookmark: _Toc45028116][bookmark: _Toc45028951][bookmark: _Toc67681710][bookmark: _Toc130814313]6.1.6.2.26	Type: SorInfo
Table 6.1.6.2.26: Definition of type SorInfo

	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	ackInd
	AckInd
	M
	1
	Contains the indication on whether an acknowledgement from UE is to be requested to the UE.
If sorTransparentContainer is present, the AMF should ignore the value of ackInd on Nudm.
	

	{text omitted for the sake of clarity}


	usimSupportOfSorCmci
	boolean
	O
	0..1
	When present, indicates "USIM support of SOR-CMCI" based on pre-configuration.

- True: Indicates that USIM supports SOR-CMCI
- False or absent: Indicates that USIM does not support SOR-CMCI

This attribute may be present on Nudr. Shall be absent on Nudm (since the content on Nudm is provided within sorTransparentContainer)
	

	sorSnpnSiLs
	SorSnpnSiLs
	O
	0..1
	When present, provides the SOR-SNPN-SI-LS values as defined in 3GPP TS 24.501 [27].

This attribute may be present inon Nudr, Nsoraf, PpData and Nudm_PP. Shall be absent ion Nudm_SDM (since the content on Nudm is provided within sorTransparentContainer).
	

	sorSnpnSi
	SorSnpnSi
	O
	0..1
	When present, provides the SOR-SNPN-SI values as defined in 3GPP TS 24.501 [27].

This attribute may be present in Nudr and Nudm_PP. Shall be absent in Nudm_SDM (since the content is provided within sorTransparentContainer).

	



* * * Next Change * * * *

[bookmark: _Toc11338616][bookmark: _Toc27585287][bookmark: _Toc36457266][bookmark: _Toc45028165][bookmark: _Toc45029000][bookmark: _Toc67681761][bookmark: _Toc130814383]6.1.6.3.2	Simple data types
The simple data types defined in table 6.1.6.3.2-1 shall be supported.
Table 6.1.6.3.2-1: Simple data types
	Type Name
	Type Definition
	Description

	DefaultDnnIndicator
	boolean
	Indicates whether a DNN is the default DNN

	{text omitted for the sake of clarity}

	UpuTransparentContainer
	Bytes
	String with format "byte" as defined in OpenAPI Specification [14], i.e. base64-encoded characters, encoding the "UE Parameters Update transparent container" IE as specified in clause 9.11.3.53A of 3GPP TS 24.501 [27] (starting from octet 1).

	SorCmci
	Bytes
	String with format "byte" as defined in OpenAPI Specification [14], i.e. base64-encoded characters, encoding the "SOR-CMCI " IE as specified in Ffigure 9.11.3.51.7 of 3GPP TS 24.501 [27] (starting from octet 1).

	SorSnpnSiLs
	Bytes
	String with format "byte" as defined in OpenAPI Specification [14], i.e. base64-encoded characters, encoding the "SOR-SNPN-SI-LS" IE as specified in Clause 9.11.3.51 of 3GPP TS 24.501 [27] (starting from octet 1).

	SorSnpnSi
	Bytes
	String with format "byte" as defined in OpenAPI Specification [14], i.e. base64-encoded characters, encoding the "SOR-SNPN-SI" IE as specified in Figure 9.11.3.51.9A of 3GPP TS 24.501 [27] (starting from octet 1).



* * * Next Change * * * *
[bookmark: _Toc11338878][bookmark: _Toc27585639][bookmark: _Toc36457662][bookmark: _Toc45028581][bookmark: _Toc45029416][bookmark: _Toc67682190][bookmark: _Toc130814924]A.2	Nudm_SDM API
{Text omitted for the sake of clarity}


    SorCmci:
      $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'

    SorSnpnSi:
      $ref: 'TS29571_CommonData.yaml#/components/schemas/Bytes'

{Text omitted for the sake of clarity}
    SorInfo:
      type: object
      properties:
        steeringContainer:
          $ref: '#/components/schemas/SteeringContainer'
        ackInd:
          $ref: 'TS29509_Nausf_SoRProtection.yaml#/components/schemas/AckInd'
        sorMacIausf:
          $ref: 'TS29509_Nausf_SoRProtection.yaml#/components/schemas/SorMac'
        countersor:
          $ref: 'TS29509_Nausf_SoRProtection.yaml#/components/schemas/CounterSor'
        provisioningTime:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/DateTime'
        sorTransparentContainer:
          $ref: '#/components/schemas/SorTransparentContainer'
        sorCmci:
          $ref: '#/components/schemas/SorCmci'
        sorSnpnSi:
          $ref: '#/components/schemas/SorSnpnSi'
        storeSorCmciInMe:
          type: boolean
        usimSupportOfSorCmci:
          type: boolean
      required:
        - ackInd
        - provisioningTime

{Text omitted for the sake of clarity}

* * * End of Changes * * * *
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