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[bookmark: _Toc145938808][bookmark: _Toc90561864]5.4.2.6.1	General
The following procedure using the GetProseAv service operation:
-	ProSe Authentication Vector Retrieval
[bookmark: _Toc145938809][bookmark: _Toc90561865]5.4.2.6.2	ProSe Authentication Vector Retrieval
Figure 5.4.2.6.2-1 shows a scenario where the NF service consumer (AUSF) retrieves ProSe authentication vector(s) for the 5G ProSe Remote UE or for the 5G ProSe End UE from the UDM (see also 3GPP TS 33.503 [64] clause 7.4). The request contains the UE's identity (supi or suci), Relay Service Code, and may contain resynchronization info.



Figure 5.4.2.6.2-1: NF service consumer requesting authentication vector(s)
1.	The NF service consumer sends a POST request to the UDM.
2a.	The UDM responds with "200 OK" with the message body containing the authentication vector. Exactly one ProSeAuthenticationVector should be included within the ProSeAuthenticatonInfoResult.
2b.	If the operation cannot be authorized due to e.g UE does not have required subcription data, HTTP status code "403 Forbidden" should be returned including additional error information in the response body (in "ProblemDetails" element).
2c.	If the user does not exist, HTTP status code "404 Not Found" shall be returned including additional error information in the response body (in the "ProblemDetails" element).
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the POST response body.

* * * Next Change * * * *
[bookmark: _Toc145939383]6.3.3.8.4.2	Operation: generate-av
6.3.3.8.4.2.1	Description
This custom operation is used by the NF service consumer (AUSF) to request ProSe authentication vector(s) for the 5G ProSe Remote UE or for the 5G ProSe End UE from the UDM. If SUCI is provided, the UDM calculates the SUPI from the SUCI (see 3GPP TS 33.501 [6]). The UDM calculates an authentication vector taking into account the information received from the NF service consumer (AUSF) and the current representation of this resource if EAP-AKA' is selected. For details see 3GPP TS 33.501 [6].

* * * Next Change * * * *
[bookmark: _Toc145939408]6.3.6.2.18	Type: ProSeAuthenticationInfoResult
Table 6.3.6.2.18-1: Definition of type ProSeAuthenticationInfoResult
	Attribute name
	Data type
	P
	Cardinality
	Description

	authType
	AuthType
	M
	1
	Indicates the authentication method.

	proseAuthenticationVectors
	[bookmark: _Hlk98861917]ProSeAuthenticationVectors
	O
	0..1
	This IE shall be present if the AUSF of the 5G ProSe Remote UE or the 5G ProSe End UE retrieves the Authentication Vectors from the UDM. When present, this IE shall contain Authentication Vector for Prose.
See 3GPP TS 33.503 [64] clause 7.4.2.1

	supi
	Supi
	C
	0..1
	SUPI shall be present if the request contained the SUCI within the request URI

	supportedFeatures
	SupportedFeatures
	O
	0..1
	See clause 6.3.8




 * * * End of Changes * * * *
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