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	Reason for change:
	As discussed in CT4#117 meeting, how to set the pduSessionId IE when invoking NumOfPDUsUpdate for PDN connection establishment/release for UE in EPS side is not clear. It was discussed and agreed to correct this issue from release 17 onwards.

	 
	

	Summary of change:
	Clarification is made to address how to set the pduSessionId IE if UE is in EPS side.

	
	

	Consequences if not approved:
	How to set the pduSessionId IE is not specified when invoking NumOfPDUsUpdate for PDN connection establishment/release for a UE in EPS side.
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* * * First Change * * * *
[bookmark: _Toc93869000][bookmark: _Toc145951522]6.1.6.2.10	Type: PduACRequestInfo
Table 6.1.6.2.7-1: Definition of type PduACRequestData
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	M
	1
	Supi
	

	anType
	AccessType
	M
	1
	Indicates the access type over which the PDU session is to be established or released.
	

	pduSessionId
	PduSessionId
	M
	1
	Indicates Tthe PDU session Identifier.

During PDU session establishment or release in 5GC, this IE shall indicate the PDU session ID of the PDU session to be established or to be released;

During PDN connection establishment or release in EPC, this IE shall indicate the EPS pre-allocated PDU session ID for the corresponding PDU session in 5GC.
	

	acuOperationList
	array(AcuOperationItem)
	M
	1..2
	A list of S-NSSAI to which the PDU session is to be established or from which the PDU session is to be released. 
	

	additionalAnType
	AccessType
	O
	0..1
	Indicates the additional access type, for a Multiple-Access PDU session, if the PDU session is to be established over both 3GPP access and Non-3GPP access, or if the PDU session is to be released from both 3GPP access and Non-3GPP access.
	



* * * End of Changes * * * *
