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	Reason for change:
	As defined in TS 33.503, 

[bookmark: _Toc145420212]7.2.4.3	Npkmf_Discovery_DiscoveryKey service operation
Service operation name: Npkmf_Discovery_DiscoveryKey
Description: The consumer NF obtains the discovery key from the 5G PKMF for a discoverer UE in the PLMN to operate Model B restricted discovery.
Input, Required: User info ID, RSC, PC5 UE security capability.
Input, Optional: None.
Output, Required: The chosen PC5 ciphering algorithm, discovery security materials.
Output, Optional: Discovery User Integrity Key (DUIK).

There is a new service operation of Npkmf_Discovery_DiscoveryKey.
It proposes to define the new service operation of Npkmf_Discovery_DiscoveryKey.
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5.x.2.4.1	General
The DiscoverKey service operation is invoked by a NF Service Consumer, i.e. another 5G PKMF in another PLMN, towards the 5G PKMF to retrieve the discovery key from the 5G PKMF for a discoverer UE in the PLMN to operate Model B restricted discovery.
The NF Service Consumer (e.g., 5G PKMF) shall request the 5G PKMF to get authorization as shown in Figure 5.x.2.4.1-1


Figure 5.x.2.4.2-1: Discover Key
1.	The NF Service Consumer (e.g., 5G PKMF) shall send an HTTP PUT request to the resource representing the monitor-key custom operation. The request body shall contain the RSC and PC5 UE security capability.
2a.	If the context indicated by the userInfoId doesn't exist, the 5G PKMF shall create the new resource, and upon success of creation of the resource, "201 created" shall be returned.
2b.	If the context indicated by the userInfoId already exists, the 5G PKMF shall replace the stored data using the received data, and upon success of the update of the resource, "204 No Content" shall be returned.
2c.	On failure or redirection, one of the HTTP status code listed in Table 6.y.3.3.3.1-3 may be returned. For a 4xx/5xx response, the message body may contain a ProblemDetails structure with the "cause" attribute set to one of the application error listed in Table 6.y.3.3.3.1-3.
* * * End of Changes * * * *
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