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* * * First Change * * * *
[bookmark: _Toc146712374]8a.2.1.2.2.2	Announcing UE procedure for UE-to-UE relay discovery initiation
The UE is authorised to perform the announcing UE procedure for UE-to-UE relay discovery if:
a)	the UE is authorised to act as a 5G ProSe UE-to-UE relay UE in the PLMN indicated by the serving cell as specified in clause 5.2.7, and
1)	the UE is served by NG-RAN and the UE is authorised to perform 5G ProSe UE-to-UE relay discovery in the PLMN as specified in clause 5; or
2)	the UE is authorised to perform 5G ProSe UE-to-UE relay discovery when not served by NG-RAN as specified in clause 5 and intends to use the provisioned radio resources for 5G ProSe UE-to-UE relay discovery; and
b)	the UE is configured with:
1)	the relay service code parameter identifying the connectivity service to be announced as specified in clause 5.2.7; and
2)	the User info ID for the 5G ProSe UE-to-UE relay discovery parameter as specified in clause 5.2.7;
otherwise, the UE is not authorised to perform the announcing UE procedure for UE-to-UE relay discovery.
Figure 8a.2.1.2.2.2.1 illustrates the interaction of the UEs in the announcing UE procedure for UE-to-UE relay discovery.


Figure 8a.2.1.2.2.2.1: Announcing UE procedure for UE-to-UE relay discovery
When the UE is triggered by the upper layers to announce availability of a connectivity service provided by a 5G ProSe UE-to-UE relay, if the UE is authorised to perform the announcing UE procedure for UE-to-UE relay discovery, then the UE:
a)	if the UE is served by NG-RAN and the UE in 5GMM-IDLE mode needs to request resources for sending PROSE PC5 DISCOVERY messages for 5G ProSe UE-to-UE relay discovery as specified in 3GPP TS 38.331 [13], shall perform a service request procedure or mobility registration procedure as specified in 3GPP TS 24.501 [11];
b)	shall obtain a valid UTC time for the discovery transmission from the lower layers and generate the UTC-based counter corresponding to this UTC time as specified in clause 11.2.5;
c)	shall generate a PROSE PC5 DISCOVERY message for UE-to-UE relay discovery announcement according to clause 10.2.1. In the PROSE PC5 DISCOVERY message for UE-to-UE relay discovery announcement, the UE:
1)	shall set the announcer info parameter to the User info ID configured for the 5G ProSe UE-to-UE relay discovery, as specified in clause 5.2.7;
2)	shall set the relay service code parameter to the relay service code configured for the connectivity service to be announced, as specified in clause 5.2.7;
3)	may set the 5G ProSe end UE list to a list of user info ID(s) of the 5G ProSe end UE(s), if available, e.g. during previous 5G ProSe UE-to-UE relay discovery, 5G ProSe UE-to-UE relay communication or 5G ProSe direct discovery procedure(s). The 5G ProSe end UE list shall only include user info IDs of UEs in the 5G ProSe end UE list if the UEs are in proximity of the announcing UE and the UEs have indicated the relay indication during the 5G ProSe direct discovery procedure over PC5 interface procedure as specified in clause 6.2.14.
[bookmark: _GoBack]NOTE 0:	The 5G ProSe UE-to-UE relay announces user info IDs of other UEs in proximity only if the PC5 signal strength of the UEs in proximity measured by the 5G ProSe UE-to-UE relay is above the configured signal strength threshold as specified in 3GPP TS 38.331 [16]
4)	shall include the MIC field computed as described in 3GPP TS 33.503 [34];5)	shall set the UTC-based counter LSB parameter to the 4 least significant bits of the UTC-based counter;
6)	shall set the Resource Status Indicator bit of the status indicator parameter to indicate whether or not the UE has resources available to provide a connectivity service for 5G ProSe UE-to-UE relay for additional ProSe-enabled UEs; and
7)	shall set the ProSe direct discovery PC5 message type parameter as specified in table 10.2.1.12;
Editor's note:	The security related contents are FFS and depend on SA3 requirements.
d)	shall set the destination layer-2 ID to the default destination layer-2 ID as specified in clause 5.2.7 and self-assign a source layer-2 ID for sending the 5G ProSe UE-to-UE relay discovery announcement; and
NOTE 1:	The UE implementation ensures that the value of the self-assigned source layer-2 ID is different from any other self-assigned source layer-2 ID(s) in use for 5G ProSe direct communication as specified in clause 7.2, is different from any other provisioned destination layer-2 ID(s) as specified in clause 5.2 and is different from any other self-assigned source layer-2 ID in use for a simultaneous 5G ProSe direct discovery procedure over PC5 with a different discovery model as specified in clause 6.2.14.2.2.2, clause 6.2.15.2.2.2, clause 8.2.1.3.1.2 and clause 8a.2.1.3.1.2.
e)	shall pass the resulting PROSE PC5 DISCOVERY message for UE-to-UE relay discovery announcement to the lower layers for transmission over the PC5 interface with the source layer-2 ID, destination layer-2 ID and an indication that the message is for 5G ProSe direct discovery.
The UE shall ensure that it keeps on passing the same PROSE PC5 DISCOVERY message along with the same source layer-2 ID, destination layer-2 ID and an indication that the message is for 5G ProSe direct discovery to the lower layers for transmission until the UE is triggered by the upper layers to stop announcing availability of a connectivity service provided by a 5G ProSe UE-to-UE relay UE, or until the UE stops being authorised to perform the announcing UE procedure for UE-to-UE relay discovery. How this is achieved is left up to UE implementation.
NOTE 2:	The announcing UE can stop announcing UE procedure for UE-to-UE relay discovery for power saving by implementation specific means e.g. an implementation-specific maximum number of 5G ProSe direct links configured in the UE, or an implementation-specific timer expires.

* * * End of Changes * * * *
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