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[bookmark: _Toc20233246][bookmark: _Toc27747380][bookmark: _Toc36213571][bookmark: _Toc36657748][bookmark: _Toc45287423][bookmark: _Toc51948698][bookmark: _Toc51949790][bookmark: _Toc146296073]9.11.3.33	NAS message container
The purpose of the NAS message container IE is to encapsulate a plain 5GS NAS REGISTRATION REQUEST, DEREGISTRATION REQUEST, or SERVICE REQUEST message, or to encapsulate non-cleartext IEs of a CONTROL PLANE SERVICE REQUEST message.
The NAS message container information element is coded as shown in figure 9.11.3.33.1 and table 9.11.3.33.1.
The NAS message container is a type 6 information element.
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Figure 9.11.3.33.1: NAS message container information element
Table 9.11.3.33.1: NAS message container information element
	NAS message container contents (octet 4 to octet n); Max value of 65535 octets

	

	This IE can contain a REGISTRATION REQUEST message as defined in subclause 5.5.1, DEREGISTRATION REQUEST message as defined in subclause 5.5.2.2.1, or a SERVICE REQUEST message as defined in subclause 5.6.1, or non-cleartext IEs of a CONTROL PLANE SERVICE REQUEST message as defined in subclause 5.6.1.
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