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[bookmark: _Toc146247131]8.87	Discontinuous Coverage +CDISCO
Table 8.87-1: +CDISCO parameter command syntax
	Command
	Possible response(s)

	+CDISCO=[<n>]
	+CME ERROR: <err>

	+CDISCO?
	+CDISCO: <n>,<indicator>,<access_stratum_status>,<unavailability_period_duration>

+CME ERROR: <err>

	+CDISCO=?
	+CDISCO: (list of supported <n>s)

+CME ERROR: <err>



Description
The set command controls the presentation of unsolicited result code +CDISCO: <indicator> when <n>=1 indicator is indicating the discontinuous coverage situation.
Refer clause 9.2 for possible <err> values.
Read command returns the current settings of <n> and the indicator for discontinuous coverage situation.
Test command returns supported <n>s values as a compound value.
Defined values
<n>: integer type.
0	Disable presentation of the unsolicited result code +CDISCO: <indicator>.
1	Enable presentation of the unsolicited result code +CDISCO: <indicator>.
<indicator>: integer type. Indicates the current discontinuous coverage situation status for the UE in the network.
0	indicates that the UE is in satellite coverage.
1	indicates that the UE is out of satellite coverage (i.e., in discontinuous coverage).
<access_stratum_status>: integer type. Indicates the active status of access stratum in the UE due to discontinuous coverage.
0	indicates that access-stratum is not deactivated due to discontinuous coverage.
1	indicates that access-stratum is deactivated due to discontinuous coverage.
<unavailability_period_duration>: string type; three bytes in an 8 bit format. The <unavailability_period_duration> value indicates remaining unavailability period duration (i.e., the time until the discontinuous coverage is over) in seconds. The value part of the Unavailability period duration is coded as octets 3 to 5 of the Time duration IE as defined in 3GPP TS 24.501 [161].
Implementation
Optional.
This command is only applicable to UEs supporting satellite E-UTRAN access or satellite NR access.
**** End of changes ****

