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*** First Change ***
[bookmark: _Toc65746300][bookmark: _Toc101529230][bookmark: _Toc114864056][bookmark: _Toc143871200][bookmark: _Toc144134696][bookmark: _Toc144219975][bookmark: _Toc61651628]5.1	Introduction 
The table 5.1-1 lists the Edge Enabler Server APIs below the service name. A service description clause for each API gives a general description of the related API.
Table 5.1-1: List of EES Service APIs
	Service Name
	Service Operations
	Operation Semantics
	Consumer(s)

	Eees_EECRegistration
	Request
	Request/Response
	EEC

	
	Update
	Request/Response
	EEC

	
	Deregister
	Request/Response
	EEC

	Eees_EASDiscovery
	EasDiscRequest
	Request/Response
	EEC

	
	Subscribe
	Subscribe/Notify
	EEC

	
	Notify
	
	EEC

	
	UpdateSubscription
	Subscribe/Notify
	EEC

	
	Unsubscribe
	Subscribe/Notify
	EEC

	Eees_ACREvents
	Notify
	Subscribe/Notify
	EEC

	
	UpdateSubscription
	Subscribe/Notify
	EEC

	
	Unsubscribe
	Subscribe/Notify
	EEC

	Eees_AppContextRelocation
	Determine
	Request/Response
	EEC, EAS

	
	Initiate
	Request/Response
	EEC

	Eees_UEIdentifier
	Get
	Request/Response
	EEC



Table 5.1-2 summarizes the corresponding Edge Enabler Server APIs defined in this specification. 
Table 5.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	Eees_EECRegistration
	6.2
	Eees EEC Registration
	TS24558_Eees_EECRegistration.yaml
	eees-eecregistration
	A.2

	Eees_EASDiscovery
	6.3
	Eees EAS Discovery
	TS24558_ Eees_EASDiscovery.yaml
	eees-easdiscovery
	A.3

	Eees_AppContextRelocation
	6.5
	Eees Application Context Relocation
	TS24558_Eees_AppContextRelocation.yaml
	Eees-appctxtreloc
	A.5




*** Next Change ***
[bookmark: _Toc89095730][bookmark: _Toc101529279][bookmark: _Toc114864105][bookmark: _Toc143871249][bookmark: _Toc144134745][bookmark: _Toc144220024][bookmark: _Toc85734092][bookmark: _Toc89431391][bookmark: _Toc97042183][bookmark: _Toc97045327][bookmark: _Toc97155072][bookmark: _Toc101521222][bookmark: _Toc129169420][bookmark: _Toc85734259][bookmark: _Toc89431558][bookmark: _Toc97042370][bookmark: _Toc97045514][bookmark: _Toc97155259][bookmark: _Toc101521396][bookmark: _Toc129169597]5.6	Eees_UEIdentifier Service
[bookmark: _Toc89095731][bookmark: _Toc101529280][bookmark: _Toc114864106][bookmark: _Toc143871250][bookmark: _Toc144134746][bookmark: _Toc144220025]5.6.1	Service Description
The Eees_UEIdentifier API, as defined in 3GPP TS 23.558 [2], allows the EEC to obtain an identifier of a UE from the EES.
[bookmark: _Toc89095732][bookmark: _Toc101529281][bookmark: _Toc114864107][bookmark: _Toc143871251][bookmark: _Toc144134747][bookmark: _Toc144220026]5.6.2	Service Operations
[bookmark: _Toc89095733][bookmark: _Toc101529282][bookmark: _Toc114864108][bookmark: _Toc143871252][bookmark: _Toc144134748][bookmark: _Toc144220027]5.6.2.1	Introduction
The service operations defined for the Eees_UEIdentifier API are shown in the table 5.6.2.1-1.
Table 5.6.2.1-1: Operations of the Eees_UEIdentifier API
	Service operation name
	Description
	Initiated by

	Eees_UEIdentifier_Get
	This service operation is used by the EEC to request the UE identifier from the EES.
(NOTE)
	EEC

	NOTE:	The Get custom operation specified in clause 8.3.3 of 3GPP TS 29.558 [4] is used by the EEC.


[bookmark: _Toc89095734]
[bookmark: _Toc101529283][bookmark: _Toc114864109][bookmark: _Toc143871253][bookmark: _Toc144134749][bookmark: _Toc144220028]5.6.2.2	Eees_UEIdentifier_Get
[bookmark: _Toc89095735][bookmark: _Toc101529284][bookmark: _Toc114864110][bookmark: _Toc143871254][bookmark: _Toc144134750][bookmark: _Toc144220029]5.6.2.2.1	General
[bookmark: _Toc89095736]This service operation is used by the EEC to obtain an identifier of a UE from the EES. The EEC is using the Get custom operation specified in clause 8.3.3 of 3GPP TS 29.558 [4].
The following procedures are supported by the "Eees_UEIdentifier_Get" service operation:
-	Retrieve UE identifier.
[bookmark: _Toc101529285][bookmark: _Toc114864111][bookmark: _Toc143871255][bookmark: _Toc144134751][bookmark: _Toc144220030]5.6.2.2.2	Retrieve UE identifier
[bookmark: _Toc89095737]In order to obtain an identifier of a UE from the EES, the EEC shall send an HTTP POST request to the EES, with the request URI set to "{apiRoot}/eees-ueidentifier/<apiVersion>/get" as specified in clause 8.3.3 of 3GPP TS 29.558 [4]. In the content of the request the EEC shall include the UserInfo data structure containing the information about the user or UE available at the EEC for which the UE identifier is requested as specified in clause 8.3.5.2.3 of 3GPP TS 29.558 [4].
Upon receiving the HTTP POST request from the EEC, the EES shall:
a)	verify the identity of the EEC and check if the EEC is authorized to obtain the UE identifier; and
b)	if the EEC is authorized to obtain the UE's identifier information, then the EES shall:
1)	invoke the Nnef_UEId Retrieve service operation as specified in clause 4.4.32 of 3GPP TS 29.522 [8] to obtain the UE identifier based on the received user information, except if the UE ID was included in the request then the invocation of the Nnef_UEId service operation shall be skipped; and
2)	respond to the EEC with a "200 OK" response and include in content of the response the UeIdInfo data type as specified in clause 8.3.5.2.5 of 3GPP TS 29.558 [4].
On failure, the appropriate HTTP status code indicating the error shall be returned and appropriate additional error information should be returned in the content of the HTTP response.

*** End of Changes ***

