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* * * First Change * * *
[bookmark: _Toc146296108][bookmark: _Toc146296100]7.3.1.1	Applicability
The MCS GW UE initial configuration document is specified in this clause. The MCS GW UE initial configuration document content is based on requirements of Annex  A.7 of 3GPP TS 23.280 [8A], and structure and procedures of OMA OMA-TS-XDM_Core-V2_1-20120403-A [2]. The schema definition is provided in clause 7.x3.2.3.
An MCS GW UE initial configuration document may apply to all MCS UEs taking the role as a MCS GW UE of a mission critical organization or apply to specific MCS GW UEs identified by the optional <mcs-UE-id> element. If there is no <mcs-UE-id> element, then by default the MCS GW UE initial configuration document applies to all MCS GW UEs of the mission critical organization. If the MCS GW UE is to be configured with a specific MCS GW UE initial configuration document that document is identified by comparing the instance ID of the MCS GW UE with the criteria in the <mcs-UE-id> element.
There shall be a MCS GW UE initial configuration document that acts as a template and this document is referred to as a "master MCS GW UE initial configuration document". The master MCS GW UE initial configuration document is stored in the user directory of that MCS administrator. 
For MCS GW UE initial configuration documents that correspond to a specific MCS GW UE, the name of the MCS GW UE initial configuration document is created from a value defined by the corresponding element that identifies the MCS GW UE within the <mcs-UE-id> element. For a master MCS GW UE initial configuration document that does not contain a <mcs-UE-id> element, the name of the MCS GW UE initial configuration document is "DEFAULT-MCS-GW-UE-INITIAL.xml".
* * * Next Change * * *
7.3.2.6	Validation Constraints
If the AUID value of the document URI or node URI in the Request-URI is other than that specified in clause 7.x3.2.2, then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "invalid application id used".
If the XUI value of the document URI or node URI in the Request-URI does not match the XUI of the MCS GW UE initial configuration document URI, the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "invalid XUI".
The MCS GW UE initial configuration document shall conform to the XML Schema described in clause 7.x3.2.3.
The <mcs-gw-UE-initial-configuration> element is the root element of the XML document. The <mcs-gw-UE-initial-configuration> element can contain sub-elements.
The <mcs-gw-UE-initial-configuration> element may contain one <gw-mcptt-id-list> element and may contain one <gw-mcvideo-id-list> element and may contain one <gw-mcdata-id-list>. The <mcs-gw-UE-initial-configuration> element shall contain at least one of either <gw-mcptt-id-list>, <gw-mcvideo-id-list> or <gw-mcdata-id-list>.
If the <mcs-gw-UE-initial-configuration> element does not conform to one of the three choices above, then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "semantic error".
If the "domain" attribute does not contain a syntactically correct domain name, then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "syntactically incorrect domain name".
If the "domain" attribute contains an unknown domain name, then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "unknown domain name".
If an <Instance-ID-URN> element of the <mcs-UE-id> element does not conform to a valid Instance ID as specified in 3GPP TS 23.003 [16], then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "syntactically incorrect Instance ID URN" and contain the non-conformant <Instance-ID-URN> element.
If the <TAC> element of an <IMEI-range> element does not conform to a valid 8 digit Type Allocation Code as specified in 3GPP TS 23.003 [16], then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "syntactically incorrect Type Allocation Code" and contain the non-conformant <TAC> element.
If a <SNR> element of an <IMEI--range> element does not conform to a valid 6 digit Serial Number as specified in 3GPP TS 23.003 [16], then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "syntactically incorrect Serial Number" and contain the non-conformant <SNR> element.
If a <Low-SNR> element or a <High-SNR> element of a <SNR-range> element does not conform to a valid 6 digit Serial Number as specified in 3GPP TS 23.003 [16], then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "syntactically incorrect Serial Number range" and contain the non-conformant <Low-SNR> or <High-SNR> element.
If a <UriEntry> element of the <gw-mcptt-id-list> element of the < mcs-gw-UE-initial-configuration > element does not conform to a valid URI as specified in IETF RFC 3986 [21], then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "syntactically incorrect gw MCPTT ID URI".
If a <UriEntry> element of the <gw-mcvideo-id-list> element of the < mcs-gw-UE-initial-configuration > element does not conform to a valid URI as specified in IETF RFC 3986 [21], then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "syntactically incorrect gw MCVIDEO ID URI".
If a <UriEntry> element of the <gw-mcdata-id-list> element of the < mcs-gw-UE-initial-configuration > element does not conform to a valid URI as specified in IETF RFC 3986 [21], then the configuration management server shall return an HTTP 409 (Conflict) response including the XCAP error element <constraint-failure>. If included, the "phrase" attribute should be set to "syntactically incorrect gw MCData ID URI".
* * * End of Change(s) * * *

