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* * * Start of Change * * * *
[bookmark: _Toc20152238][bookmark: _Toc27494903][bookmark: _Toc36108371][bookmark: _Toc45194159][bookmark: _Toc138437693]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	IETF RFC 4566 (July 2006): "Session Description Protocol".
……………………………..Text unchanged……………………………………………….
[85]	3GPP TS 23.289: "Mission Critical services over 5G System; Stage 2".
[ts24554]	3GPP TS 24.554: " Proximity-services (ProSe) in 5G System (5GS) protocol aspects; Stage 3".

* * * Next Change * * * *
[bookmark: _Toc20152244][bookmark: _Toc27494909][bookmark: _Toc36108377][bookmark: _Toc45194165][bookmark: _Toc138437699]4.1	MCVideo overview
The MCVideo service supports communication between several users (i.e. group call), where each user has the ability to send and receive video media. The MCVideo service also supports private calls between two users. Group calls and private calls can be provided on-network and off-network.
The present document provides the call control protocol to support the MCVideo architectural procedures specified in 3GPP TS 23.281 [26].
For on-network calls, the present document makes use of the existing IMS procedures specified in 3GPP TS 24.229 [11]. For on-network group calls, the procedures in the present document allow the use of unicast bearers.
The on-network procedures in this document allow an MCVideo user to:
-	initiate a new MCVideo group session;
-	join an MCVideo group session that has already been established;
-	leave an established MCVideo group session and then re-join the same MCVideo group session if still established; and
-	use a functional alias to identify the MCVideo user.
For off-network calls in EPS, the present document utilises the procedures for ProSe direct discovery for public safety and the procedures for one-to-one ProSe direct communication for Public Safety, as specified in 3GPP TS 24.334 [59] . ProSe is only supported in EPS. The present document specifies the MCVideo Off-Network Protocol (MVONP) and the MVONP application procedures.
For on-network and off-network calls, the present document provides support for MCVideo emergency calls, MCVideo imminent-peril calls and MCVideo emergency alerts.
NOTE:	MCVideo emergency calls do not utilise emergency bearers. Instead the EPS bearer priority of a normal bearer is adjusted.
The MCVideo procedures provided by the present document refer to:
-	the transmission-control procedures defined in 3GPP TS 24.581[5];
-	the group management procedures defined in 3GPP TS 24.481 [24];
-	the identity management procedures defined in 3GPP TS 24.482 [52];
-	the security procedures defined in 3GPP TS 33.180 [8]; and
	the PS-PS access transfer procedures defined in 3GPP TS 24.237 [60].
The MCVideo procedures provided by the present document access the configuration parameters provided by 3GPP TS 24.483 [4] and 3GPP TS 24.484 [25].
Codecs and media handling for MCVideo are specified in 3GPP TS 26.281 [61];
The following procedures are provided within this document:
-	common procedures are specified in clause 6;
-	procedures for registration in the IM CN subsystem and service authorisation are specified in clause 7;
-	procedures for affiliation are specified in clause 8;
-	procedures for on-network and off-network group call are specified in clause 9;
-	procedures for on-network and off-network private call are specified in clause 10;
-	procedures for on-network and off-network emergency alert are specified in clause 11; and
-	procedures for management of functional alias in clause 20;
The MCVideo UE primarily obtains access to the MCVideo service via E-UTRAN or NG-RAN, using the procedures defined in 3GPP TS 24.301 [62] and 3GPP TS 24.501 [76].

* * * Next Change * * * *
[bookmark: _Toc20212498][bookmark: _Toc27731853][bookmark: _Toc36127631][bookmark: _Toc45214737][bookmark: _Toc51937876][bookmark: _Toc51938185][bookmark: _Toc82013054][bookmark: _Toc138438841]J.2	Aspects not applicable to 5GS
[bookmark: _Hlk88132573]The following aspects of EPS mentioned in the present document are not applicable to 5GS:
-	Proximity-services (ProSe) and the corresponding procedures are replaced by 5G ProSe and the corresponding procedures in 5GS; and
-	Multimedia Broadcast and Multicast Service (MBMS) and the corresponding procedures.

* * * Next Change * * * *
[bookmark: _Toc146247143]J.3.x	Mapping of ProSe terms to 5G ProSe
The procedures defined in this specification are reused for off-network communication and on-network communication (i.e. UE-to-network relay) for MCVideo service over 5G ProSe with the following differences:
-	ProSe direct discovery for public safety shall be replaced with 5G ProSe direct discovery, as specified in 3GPP TS 24.554 [ts24554].
-	ProSe direct communication shall be replaced with 5G ProSe direct communication, as specified in 3GPP TS 24.554 [ts24554].
-	ProSe UE-to-network relay shall be replaced with 5G ProSe UE-to-network relay, as specified in 3GPP TS 24.554 [ts24554].
-	PPPP (ProSe Per-Packet Priority) shall be replaced with PQI, as specified in 3GPP TS 24.554 [ts24554].

* * * End of Changes * * * *

