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*** 1st Change ***
[bookmark: _Toc18512513][bookmark: _Toc34124976][bookmark: _Toc34125238][bookmark: _Toc36041855][bookmark: _Toc45134896][bookmark: _Toc45134966][bookmark: _Toc51764330][bookmark: _Toc59020323][bookmark: _Toc138690272]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[bookmark: _Hlk10707692][2]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[3]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[4]	3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".
[5]	3GPP TS 29.501: "5G System; Principles and Guidelines for Services Definition; Stage 3".
[6]	OpenAPI: "OpenAPI Specification Version 3.0.0", https://spec.openapis.org/oas/v3.0.0.
[7]	3GPP TR 21.900: "Technical Specification Group working methods".
[8]	3GPP TS 33.501: "Security architecture and procedures for 5G system".
[9]	IETF RFC 6749: "The Oauth 2.0 Authorization Framework".
[10]	3GPP TS 29.510: "5G System; Network Function Repository Services; Stage 3".
[11]	IETF RFC 91137540: "Hypertext Transfer Protocol Version 2 (HTTP/2)".
[12]	IETF RFC 8259: "The JavaScript Object Notation (JSON) Data Interchange Format".
[13]	IETF RFC 7807: "Problem Details for HTTP APIs".
[14]	IETF RFC 3986: "Uniform Resource Identifier (URI): Generic Syntax".
[15]	3GPP TS 29.122: "T8 reference point for northbound Application Programming Interfaces (APIs)".
[16]	IETF RFC 7396: "JSON Merge Patch".
[17]	3GPP TS 29.571: "5G System; Common Data Types for Service Based Interfaces; Stage 3".
*** 2nd Change ***
[bookmark: _Toc18512539][bookmark: _Toc34125002][bookmark: _Toc34125264][bookmark: _Toc36041881][bookmark: _Toc45134922][bookmark: _Toc45134992][bookmark: _Toc51764356][bookmark: _Toc59020349][bookmark: _Toc138690298]5.2.1	General
HTTP/2, IETF RFC 91137540 [11], shall be used as specified in clause 5.2 of 3GPP TS 29.500 [4].
HTTP/2 shall be transported as specified in clause 5.3 of 3GPP TS 29.500 [4].
The OpenAPI [6] specification of HTTP messages and content bodies for the Nucmf_Provisioning API is contained in Annex A.
*** 3rd Change ***
[bookmark: _Toc18512577][bookmark: _Toc34125042][bookmark: _Toc34125304][bookmark: _Toc36041921][bookmark: _Toc45134962][bookmark: _Toc45135032][bookmark: _Toc51764396][bookmark: _Toc59020389][bookmark: _Toc138690338]A.2	Nucmf_Provisioning API
[bookmark: _Hlk515634373][bookmark: _Hlk515642979]openapi: 3.0.0
info:
  title: Nucmf_Provisioning
  version: 1.2.0-alpha.2
  description: |
    UCMF_Provisioning Service.  
    © 2023, 3GPP Organizational Partners (ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, TTC).  
    All rights reserved.
externalDocs:
  description: >
    3GPP TS 29.675 V18.1.0; User Equipment (UE) radio capability provisioning service; Stage 3.
  url: https://www.3gpp.org/ftp/Specs/archive/29_series/29.675/
servers:
  - url: '{apiRoot}/nucmf-provisioning/v1'
    variables:
      apiRoot:
        default: https://example.com
        description: apiRoot as defined in clause 4.4 of 3GPP TS 29.501
security:
  - {}
  - oAuth2ClientCredentials:
    - nucmf-provisioning
paths:
  /provisionings:
    post:
      summary: Create an Individual UE radio capability provisioning
      operationId: CreateProvisioning
      tags:
        - UE radio capability provisionings (Collection)
      requestBody:
        description: Create new provisionings for a given SCS/AS.
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/RacsData'
      responses:
        '201':
          description: >
            Created. The creation of an Individual UE radio capability provisioning
            resource is confirmed and a representation of that resource is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/RacsData'
          headers:
            Location:
              description: Contains the URI of the newly created resource.
              required: true
              schema:
                type: string
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          description: The RACS data for all RACS IDs were not provisioned successfully.
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: 'TS29122_RacsParameterProvisioning.yaml#/components/schemas/RacsFailureReport'
                minItems: 1
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
  /provisionings/{provisioningId}:
    parameters:
      - name: provisioningId
        in: path
        description: Provisioning ID
        required: true
        schema:
          type: string
    get:
      summary: Get an Individual UE radio capability provisioning
      operationId: GetProvisioning
      tags:
        - Individual UE radio capability provisioning (Document)
      responses:
        '200':
          description: OK. The provisioning information related to the request URI is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/RacsData'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '406':
          $ref: 'TS29571_CommonData.yaml#/components/responses/406'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    patch:
      summary: Update (PATCH) an Individual UE radio capability provisioning
      operationId: UpdateProvisioning
      tags:
        - Individual UE radio capability provisioning (Document)
      requestBody:
        description: Update an existing parameter provisioning.
        required: true
        content:
          application/merge-patch+json:
            schema:
              $ref: '#/components/schemas/RacsDataPatch'
      responses:
        '200':
          description: >
            OK. The Individual UE radio capability provisioning resource is modified
            and a representation of that resource is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/RacsData'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          description: The RACS data for all RACS IDs were not provisioned successfully.
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: 'TS29122_RacsParameterProvisioning.yaml#/components/schemas/RacsFailureReport'
                minItems: 1
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    put:
      summary: Replace (PUT) an Individual UE radio capability provisioning
      operationId: ReplaceProvisioning
      tags:
        - Individual UE radio capability provisioning (Document)
      requestBody:
        description: Update an existing parameter provisioning.
        required: true
        content:
          application/json:
            schema:
              $ref: '#/components/schemas/RacsData'
      responses:
        '200':
          description: >
            OK. The Individual UE radio capability provisioning resource is modified and a
            representation of that resource is returned.
          content:
            application/json:
              schema:
                $ref: '#/components/schemas/RacsData'
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '411':
          $ref: 'TS29571_CommonData.yaml#/components/responses/411'
        '413':
          $ref: 'TS29571_CommonData.yaml#/components/responses/413'
        '415':
          $ref: 'TS29571_CommonData.yaml#/components/responses/415'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          description: The RACS data for all RACS IDs were not provisioned successfully.
          content:
            application/json:
              schema:
                type: array
                items:
                  $ref: 'TS29122_RacsParameterProvisioning.yaml#/components/schemas/RacsFailureReport'
                minItems: 1
            application/problem+json:
              schema:
                $ref: 'TS29571_CommonData.yaml#/components/schemas/ProblemDetails'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
    delete:
      summary: Remove an Individual UE radio capability provisioning
      operationId: RemoveProvisioning
      tags:
        - Individual UE radio capability provisioning (Document)
      responses:
        '204':
          description: >
            No Content. The Individual UE radio capability resource was successfully removed.
            The contentpayload body shall be empty.
        '307':
          $ref: 'TS29571_CommonData.yaml#/components/responses/307'
        '308':
          $ref: 'TS29571_CommonData.yaml#/components/responses/308'
        '400':
          $ref: 'TS29571_CommonData.yaml#/components/responses/400'
        '401':
          $ref: 'TS29571_CommonData.yaml#/components/responses/401'
        '403':
          $ref: 'TS29571_CommonData.yaml#/components/responses/403'
        '404':
          $ref: 'TS29571_CommonData.yaml#/components/responses/404'
        '429':
          $ref: 'TS29571_CommonData.yaml#/components/responses/429'
        '500':
          $ref: 'TS29571_CommonData.yaml#/components/responses/500'
        '502':
          $ref: 'TS29571_CommonData.yaml#/components/responses/502'
        '503':
          $ref: 'TS29571_CommonData.yaml#/components/responses/503'
        default:
          $ref: 'TS29571_CommonData.yaml#/components/responses/default'
components:
  securitySchemes:
    oAuth2ClientCredentials:
      type: oauth2
      flows:
        clientCredentials:
          tokenUrl: '{tokenUrl}'
          scopes:
            nucmf-provisioning: Access to the Nucmf_Provisioning API
  schemas: 
    RacsData:
      description: Represents a UE radio capability data provided by the NF service consumer.
      type: object
      properties:
        suppFeat:
          $ref: 'TS29571_CommonData.yaml#/components/schemas/SupportedFeatures'
        racsConfigs:
          type: object
          additionalProperties:
            $ref: 'TS29122_RacsParameterProvisioning.yaml#/components/schemas/RacsConfiguration'
          minProperties: 1
          description: >
            Identifies the configuration related to manufacturer specific UE radio capability.
            Each element uniquely identifies an RACS configuration for an RACS ID and is
            identified in the map via the RACS ID as key. The response shall include
            successfully provisioned RACS data.
        racsReports:
          type: object
          additionalProperties:
            $ref: 'TS29122_RacsParameterProvisioning.yaml#/components/schemas/RacsFailureReport'
          minProperties: 1
          description: >
            Contains the RACS IDs for which the RACS data are not provisioned successfully. The
            failure reason is also included. Any string value can be used as a key of the map.
          readOnly: true
      required:
        - racsConfigs
    RacsDataPatch:
      description: >
        Represents a modification of a UE radio capability data provided by the NF service
        consumer.
      type: object
      properties:
        racsConfigs:
          type: object
          additionalProperties:
            $ref: 'TS29122_RacsParameterProvisioning.yaml#/components/schemas/RacsConfigurationRm'
          minProperties: 1
          description: >
            Identifies the configuration related to manufacturer specific UE radio
            capability. Each element uniquely identifies an RACS configuration for an RACS ID
[bookmark: _Hlk515639407]            and is identified in the map via the RACS ID as key.
*** End of Changes ***

