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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
5.29.5.1	General
This clause specifies the application data model supported by the MBSGroupMsgDelivery API. Table 5.29.5.1-1 specifies the data types defined for the MBSGroupMsgDelivery API.
Table 5.29.5.1-1: MBSGroupMsgDelivery specific Data Types
	Data type
	Clause defined
	Description
	Applicability

	MbsGroupMsgDelReq
	5.29.5.2.2
	Represents the full set of parameters to initiate an MBS Group Message Delivery request.
	

	MbsGroupMsgDelData
	5.29.5.2.3
	Represents MBS Group Message Delivery data.
	

	MbsGroupMsgDelResp
	5.29.5.2.4
	Represents the response to an MBS Group Message Delivery request. 
	

	MbsGroupMsgDelPatch
	5.29.5.2.5
	Represents the parameters to request the modification of an existing MBS Group Message Delivery.
	

	MbsGroupMsgDelStatusNotif
	5.29.5.2.6
	Represents a notification on the status of MBS Group Message Delivery.
	



Table 5.29.5.1-2 specifies data types re-used by the MBSGroupMsgDelivery API from other specifications, including a reference to their respective specifications, and when needed, a short description of their use within the MBSGroupMsgDelivery API.
Table 5.29.5.1-2: MBSGroupMsgDelivery API re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	DateTime
	3GPP TS 29.122 [4]
	Represents a date and a time.
	

	ExternalGroupId
	3GPP TS 29.122 [4]
	Represents an external Group Identifier.
	

	ExternalMbsServiceArea
	3GPP TS 29.571 [8]
	Represents an external MBS service area.
	

	MbsServiceArea
	3GPP TS 29.571 [8]
	Represents an MBS service area.
	

	SupportedFeatures
	3GPP TS 29.571 [8]
	Represents the list of supported feature(s) and is used to negotiate the applicability of the optional features.
	

	Tai
	3GPP TS 29.571 [8]
	Represents a TAI.
	

	Uri
	3GPP TS 29.122 [4]
	Contains a Uri.
	

	UserServiceDescription
	3GPP TS 26.517 [6871]
	Contains MBS User Service Announcement information.
	



*** End of Changes ***
