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* * * * First change * * * *
[bookmark: _Toc114211769][bookmark: _Toc136554513][bookmark: _Toc145706251]5.4.3.2	Reused data types
The data types reused by the TrafficInfluence API from other specifications are listed in table 5.4.3.2-1. 
Table 5.4.3.2-1: Re-used Data Types
	Data type
	Reference
	Comments

	Dnai
	3GPP TS 29.571 [8]
	Identifies a DNAI.

	DnaiChangeType
	3GPP TS 29.571 [8]
	Describes the types of DNAI change.

	Dnn
	3GPP TS 29.571 [8]
	Identifies a DNN.

	DurationSec
	3GPP TS 29.571 [8]
	Identifies a period of time in units of seconds.

	EasIpReplacementInfo
	3GPP TS 29.571 [8]
	Represents EAS IP replacement information.

	EthFlowDescription
	3GPP TS 29.514 [7]
	Contains the Ethernet data flow information. (NOTE)

	ExternalGroupId
	3GPP TS 29.122 [4]
	External Group Identifier for a user group.

	FlowInfo
	3GPP TS 29.122 [4]
	Contains the IP data flow information.

	FqdnPatternMatchingRule
	3GPP TS 29.571 [8]
	Identifies the FQDN pattern matching rule.

	GeographicalArea
	Clause 5.17.3.3.4
	Identifies a geographical area.

	Gpsi
	3GPP TS 29.571 [8]
	Identifies a GPSI.

	IpAddr
	3GPP TS 29.571 [8]
	Identifes an IP address.

	Ipv4Addr
	3GPP TS 29.122 [4]
	Identifies an IPv4 address.

	Ipv4AddrRm
	3GPP TS 29.571 [8]
	Identifies an IPv4 address.

	Ipv6Addr
	3GPP TS 29.122 [4]
	Identifies an IPv6 address.

	Ipv6Prefix
	3GPP TS 29.571 [8]
	Identifies an IPv6 Prefix.

	Ipv6AddrRm
	3GPP TS 29.571 [8]
	Identifies an IPv6 address.

	Link
	3GPP TS 29.122 [4]
	Identifies a referenced resource.

	MacAddr48
	3GPP TS 29.571 [8]
	Identifies a MAC address.

	Metadata
	3GPP TS 29.571 [8]
	Contains opaque information for the service functions in the N6-LAN that is provided by AF and transparently sent to UPF.

	ReportingInformation
	3GPP TS 29.523 [22]
	Represents the event reporting requirements.

	RouteToLocation
	3GPP TS 29.571 [8]
	Describes the traffic routes to the locations of the application.

	Snssai
	3GPP TS 29.571 [8]
	Identifies the S-NSSAI.

	SupportedFeatures
	3GPP TS 29.571 [8]
	Used to negotiate the applicability of the optional features defined in table 5.4.4-1.

	TemporalValidity
	3GPP TS 29.514 [7]
	Indicates the time interval(s) during which the AF request is to be applied

	TrafficCorrelationInfo
	3GPP TS 29.519 [23]
	Contains the information for traffic correlation.

	Uinteger
	3GPP TS 29.571 [8]
	Unsigned integer.

	UintegerRm
	3GPP TS 29.571 [8]
	This data type is defined in the same way as the "Uinteger" data type, but with the OpenAPI "nullable: true" property.

	WebsockNotifConfig
	3GPP TS 29.122 [4]
	Contains the configuration parameters to set up notification delivery over Websocket protocol.

	NOTE:	In order to support a set of MAC addresses with a specific range in the traffic filter, feature MacAddressRange as specified in clause 5.4.4 shall be supported.




* * * * End of changes * * * *
