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Additional discussion(if needed):
Proposed changes:
*** 1st Change ***
[bookmark: _Toc114212056][bookmark: _Toc129203353][bookmark: _Toc145704841]5.10.2.2.6	Type: AppExpUeBehaviour
Table 5.10.2.2.6-1: Definition of type AppExpUeBehaviour
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	appId
	string
	C
	0..1
	Indicates the Application Identifier. (NOTE)
	

	expPduSesInacTm
	TimeWindow
	O
	0..1
	Identifies the expected PDU Session Inactivity time during which the UE will not have traffic related to the application.
	

	flowDescriptions
	array(string)
	C
	0..N
	Represents a 3-tuple with protocol, server ip and server port for UL/DL application traffic. The content of the string has the same encoding as the IPFilterRule AVP value as defined in IETF RFC 6733 [46].
(NOTE)
	

	confidenceLevel
	string
	O
	0..1
	When present, this IE indicates the Confidence level for the associated Expected UE Behaviour parameter.

The value shall be between 0.01 and 1.00 with a step size of 0.01, represented as string.

If not present, confidence level 1.00 applies.

Pattern: '^[0]\.[0-9]{2}|[1.00]$'
	ConfAccuLevels

	accuracyLevel
	string
	O
	0..1
	When present, this IE indicates the accuracy level for the associated Expected UE Behaviour parameter.

The value shall be between 0.01 and 1.00 with a step size of 0.01, represented as string.

If not present, accuracy level 1.00 applies.

Pattern: '^[0]\.[0-9]{2}|[1.00]$'
	ConfAccuLevels

	NOTE:	One of the "appId" attribute or "flowDescriptions" attribute shall be included.




*** End of Changes ***
