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[bookmark: _Toc138754871][bookmark: _Toc144222246]* * * * Start of changes * * * *
[bookmark: _Toc24868456][bookmark: _Toc34153949][bookmark: _Toc36040893][bookmark: _Toc36041206][bookmark: _Toc43196471][bookmark: _Toc43481241][bookmark: _Toc45134518][bookmark: _Toc51189050][bookmark: _Toc51763726][bookmark: _Toc57205958][bookmark: _Toc59019299][bookmark: _Toc68169972][bookmark: _Toc83234013][bookmark: _Toc90661376][bookmark: _Toc138754837][bookmark: _Toc144222212]5.5.1.2.1	Introduction
The service operation defined for SS_NetworkResourceAdaptation API is shown in the table 5.5.1.2.1-1.
Table 5.5.1.2.1-1: Operations of the SS_NetworkResourceAdaptation API
	Service operation name
	Description
	Initiated by

	Reserve_Network_Resource
	Requesting for network resource adaptation
	VAL server

	Request_Unicast_Resource
	Requesting unicast resource
	VAL server

	Update_Unicast_Resource
	Updating unicast resource
	VAL server

	Request_Multicast_Resource
	Requesting multicast resource
	VAL server

	Notify_UP_Delivery_Mode
	Notifying the user plane delivery mode
	NRM server

	Discover_TSC_Stream_Availability
	Requesting the NRM server to discover the connectivity and available QoS characteristics between the source and the destination DS-TT ports.
	VAL server

	Create_TSC_Stream
	Requesting the NRM server to create a TSC stream.
	VAL server

	Delete_TSC_Stream
	Requesting the NRM server to delete a TSC stream.
	VAL server

	Create_MBS_Resource
	Request the creation of a new MBS Resource.
	VAL server

	Update_MBS_Resource
	Request the update of an existing "Individual MBS Resource" resource.
	VAL server

	Delete_MBS_Resource
	Request the deletion of an existing "Individual MBS Resource" resource.
	VAL server

	Activate_MBS_Resource
	Request the activation of an existing MBS Resource.
	VAL server

	Deactivate_MBS_Resource
	Request the deactivation of an existing MBS Resource.
	VAL server

	BDT_Negotiation_Notification
	Notify about update in the negotiated BDT policy.
	VAL server



* * * * Next change * * * *
5.5.1.2.16	BDT_Negotiation_Notification
[bookmark: _Toc138754872][bookmark: _Toc144222247]5.5.1.2.16.1	General
This service operation is used by the NRM Server to notify about update in the negotiated background data transfer policy.
[bookmark: _Toc138754873][bookmark: _Toc144222248]5.5.1.2.16.2		NRM Server notifying the background data transfer policy using the BDT_Negotiation_Notification service operation
To notify the update in the negotiated BDT policies received from the 3GPP network, the NRM server shall send an HTTP POST request message using the Notification URI received during the creation of the corresponding BDT policy configuration as defined in clause 5.5.1.2.15, and the request body including the BdtNotification data structure.
Upon successful processing of the request, the VAL server shall respond with an HTTP "204 No Content" status code.
On failure, the VAL server shall take proper error handling actions, as specified in clause 7.4.1.5, and respond to the NRM server with an appropriate error status code.
* * * * End of changes * * * *
