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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc24868396][bookmark: _Toc34153886][bookmark: _Toc36040830][bookmark: _Toc36041143][bookmark: _Toc43196416][bookmark: _Toc43481186][bookmark: _Toc45134463][bookmark: _Toc51188995][bookmark: _Toc51763671][bookmark: _Toc57205903][bookmark: _Toc59019244][bookmark: _Toc68169917][bookmark: _Toc83233958][bookmark: _Toc90661312][bookmark: _Toc138754747][bookmark: _Toc144222122][bookmark: _Toc131692884][bookmark: _Toc122516701][bookmark: _Toc122516723]5.1	Introduction of SEAL services
The table 5.1-1 lists the SEAL server APIs below the service name. A service description clause for each API gives a general description of the related API.
Table 5.1-1: List of SEAL Service APIs
	Service Name
	Service Operations
	Operation Semantics
	Consumer(s)

	SS_LocationReporting
	Create_Trigger_Location_Reporting
	Request/ Response
	VAL server

	
	Fetch_Location_Report_Trigger
	Request/Response
	VAL server

	
	Update_Trigger_Location_Reporting
	Request/ Response
	VAL server

	
	Cancel_Trigger_Location_Reporting
	Request/ Response
	VAL server

	SS_LocationInfoEvent
	Subscribe_Location_Info
	Subscribe/Notify
	VAL server

	
	Unsubscribe_Location_Info
	
	VAL server

	
	Notify_Location_Info
	
	VAL server

	SS_LocationInfoRetrieval
	Obtain_Location_Info
	Request/ Response
	VAL server

	SS_LocationAreaInfoRetrieval
	Obtain_UEs_Info
	Request/ Response
	VAL server

	SS_LocationMonitoring
	Subscribe_Location_Monitoring
	Subscribe/Notify
	VAL server

	
	Unsubscribe_Location_Monitoring
	
	

	
	Notify_Location_Monitoring_Events
	
	

	SS_LocationAreaMonitoring
	Subscribe_Location_Area_Monitoring
	Subscribe/Notify
	VAL server

	
	Notify_Location_Area_Monitoring_Events
	
	

	
	Update_Location_Area_Monitoring_Subscribe
	
	

	
	Unsubscribe_Location_Area_Monitoring
	
	

	SS_VALServiceAreaConfiguration
	Configure_VAL_Service_Area
	Request/Response
	VAL server

	
	Obtain_VAL_Service_Area
	Request/Response
	VAL server

	
	Update_VAL_Service_Area
	Request/Response
	VAL server

	
	Delete_VAL_Service_Area
	Request/Response
	VAL server

	
	Update_Subscription_VAL_Service_Area_Change_Event
	Subscribe/Notify
	SEAL server

	SS_GroupManagement
	Query_Group_Info
	Request/ Response
	VAL server

	
	Update_Group_Info
	Request/ Response
	VAL server

	
	Create_Group
	Request/ Response
	VAL server

	
	Delete_Group
	Request/Response
	VAL server

	SS_GroupManagementEvent
	Subscribe_Group_Info_Modification
	Subscribe/Notify
	VAL server

	
	Notify_Group_Info_Modification
	
	VAL server

	
	Notify_Group_Creation
	
	VAL server

	SS_UserProfileRetrieval
	Obtain_User_Profile
	Request/ Response
	VAL server

	SS_VALServiceData
	Obtain_VAL_Service_Data
	Request/Response
	SEAL server

	SS_UserProfileEvent
	Subscribe_User_Profile_Update
	Subscribe/Notify
	VAL server

	
	Notify_User_Profile_Update
	
	VAL server

	SS_NetworkResourceAdaptation
(NOTE 3)
	Reserve_Network_Resource
	Request/Response
	VAL server

	
	Request_Unicast_Resource
	Request/Response
	VAL server

	
	Update_Unicast_Resource
	Request/Response
	VAL server

	
	Request_Multicast_Resource
	Request/Response
	VAL server

	
	Notify_UP_Delivery_Mode
	Subscribe/Notify
	VAL server

	
	Discover_TSC_Stream_Availability
	Request/Response
	VAL server

	
	Create_TSC_Stream
	Request/Response
	VAL server

	
	Delete_TSC_Stream
	Request/Response
	VAL server

	
	Create_MBS_Resource
	Request/Response
	VAL server

	
	Update_MBS_Resource
	Request/Response
	VAL server

	
	Delete_MBS_Resource
	Request/Response
	VAL server

	
	Activate_MBS_Resource
	Request/Response
	VAL server

	
	Deactivate_MBS_Resource
	Request/Response
	VAL server

	SS_EventsMonitoring
	Subscribe_Monitoring_Events
	Subscribe/Notify
	VAL server

	
	Notify_Monitoring_Events
	
	

	SS_Events
	Subscribe_Event
	Subscribe/Notify
	VAL server

	
	Notify_Event
	
	VAL server

	
	Unsubscribe_Event
	
	VAL server

	
	Update_Subscription
	
	VAL server

	SS_KeyInfoRetrieval
	Obtain_Key_Info
	Request/Response
	VAL server

	SS_NetworkSliceAdaptation
	Request_Network_Slice_Adaptation
	Request/Response
	VAL server

	SS_NetworkResourceMonitoring
	Subscribe_Unicast_QoS_Monitoring_Data
	Subscribe/Notify
	VAL server

	
	Unsubscribe_Unicast_QoS_Monitoring_Data
	
	VAL server

	
	Notify_Unicast_QoS_Monitoring_Data
	
	VAL server

	
	Obtain_Unicast_QoS_Monitoring_Data
	Request/Response
	VAL server

	
	Update_Unicast_QoS_Monitoring_Subscription
	
	VAL server

	SS_IdmParameterProvisioning
	Provide_Configuration
	Request/Response
	VAL server

	NOTE 1:	The service operations of SS_Events API are reused by the SS_LocationInfoEvent, SS_LocationMonitoring, SS_LocationAreaMonitoring, SS_GroupManagementEvent, SS_UserProfileEvent and SS_EventsMonitoring for events related services.
NOTE 2:	The service APIs exposed by the SEALDD Server and the corresponding service operations, operation semantics and service consumers are specified in clause 5 of 3GPP TS 29.548 [35].
NOTE 3:	The "Create_MBS_Resource", "Update_MBS_Resource", "Delete_MBS_Resource", "Activate_MBS_Resource" and "Deactivate_MBS_Resource" service operations correspond to the stage 2 "Request_Multicast/Broadcast_Resource", "Update_Multicast/Broadcast_Resource", "Delete_Multicast/Broadcast_Resource", "Activate_Multicast_Resource" and "Deactivate_Multicast_Resource" service operations defined in clause 14.4.2 of 3GPP TS 23.434 [2].



Table 5.1-2 summarizes the corresponding APIs defined in this specification. 
Table 5.1-2: API Descriptions
	Service Name
	Clause
	Description
	OpenAPI Specification File
	apiName
	Annex

	SS_LocationReporting
	7.1
	Report Location Information Service.
	TS29549_SS_LocationReporting.yaml
	ss-lr
	A.2

	SS_GroupManagement
	7.2
	Group Management Service
	TS29549_SS_GroupManagement.yaml
	ss-gm
	A.3

	SS_UserProfileRetrieval
	7.3
	User Profile Retrieval Service
	TS29549_SS_UserProfileRetrieval.yaml
	ss-upr
	A.4

	SS_NetworkResourceAdaptation
	7.4
	Network Resource Adaptation Service
	TS29549_SS_NetworkResourceAdaptation.yaml
	ss-nra
	A.5

	SS_Events
	7.5
	Events Notify Service
	TS29549_SS_Events.yaml
	ss-events
	A.6

	SS_KeyInfoRetrieval
	7.6
	Key Information Retrieval Service
	TS29549_SS_KeyInfoRetrieval.yaml
	ss-kir
	A.7

	SS_LocationAreaInfoRetrieval
	7.1
	Location Area Info Retrieval Service
	TS29549_SS_LocationAreaInfoRetrieval.yaml
	ss-lair
	A.8

	SS_NetworkSliceAdaptation
	7.7
	Network Slice Adaptation Service
	TS29549_SS_NetworkSliceAdaptation.yaml
	ss-nsa
	A.9

	SS_NetworkResourceMonitoring
	7.4
	Network Resource Monitoring
	TS29549_SS_NetworkResourceMonitoring.yaml
	ss-nrm
	A.10

	SS_VALServiceData
	7.3
	VAL Service Data Service
	TS29549_SS_VALServiceData.yaml
	ss-vsd
	A.11

	SS_VALServiceAreaConfiguration
	7.1
	VAL Service Area Configuration Service
	TS29549_SS_VALServiceAreaConfiguration.yaml
	ss-vsac
	A.12

	NOTE:	The APIs exposed by the SEALDD Server are specified in clause 5 of 3GPP TS 29.548 [35].




* * * Next change * * * *
[bookmark: _Toc104473706][bookmark: _Toc138755240][bookmark: _Toc144222619]7.1.3.2.4.3.3	PUT
This operation updates the Individual VAL Service Area Change Subscription resource. This method shall support the URI query parameters specified in table 7.1.3.2.4.3.3-1.
Table 7.1.3.2.4.3.3-1: URI query parameters supported by the PUT method on this resource
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.1.3.2.4.3.3-2 and the response data structures and response codes specified in table 7.1.3.2.4.3.3-3.
Table 7.1.3.2.4.3.3-2: Data structures supported by the PUT Request Body on this resource 
	Data type
	P
	Cardinality
	Description

	ValServiceAreaSubsc
	M
	1
	Represents the updated representation of the VAL service area change event(s) subscription.



Table 7.1.3.2.4.3.3-3: Data structures supported by the PUT Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ValServiceAreaSubsc
	M
	1
	200 OK
	The individual VAL service area change event(s) subscription is updated successfully, and the representation of the updated resource is returned.

	n/a
	
	
	204 No Content
	The individual VAL service area change event(s) subscription is updated successfully and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative VAL server where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI representing the end point of an alternative VAL server where the notification should be sent.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the PUT method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 7.1.3.2.4.3.3-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



Table 7.1.3.2.4.3.3-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



[bookmark: _Toc104473708][bookmark: _Toc138755241][bookmark: _Toc144222620]7.1.3.2.4.3.4	PATCH
This operation modifies the Individual VAL Service Area Change Subscription resource. This method shall support the URI query parameters specified in table 7.1.3.2.4.3.4-1.
Table 7.1.3.2.4.3.4-1: URI query parameters supported by the PATCH method on this resource 
	Name
	Data type
	P
	Cardinality
	Description

	n/a
	
	
	
	



This method shall support the request data structures specified in table 7.1.3.2.4.3.4-2 and the response data structures and response codes specified in table 7.1.3.2.4.3.4-3.
Table 7.1.3.2.4.3.4-2: Data structures supported by the PATCH Request Body on this resource
	Data type
	P
	Cardinality
	Description

	ValServiceAreaSubscPatch
	M
	1
	Represents the requested modifications to the VAL service area change event(s) subscription.



Table 7.1.3.2.4.3.4-3: Data structures supported by the PATCH Response Body on this resource
	Data type
	P
	Cardinality
	Response
codes
	Description

	ValServiceAreaSubsc
	M
	1
	200 OK
	The individual VAL service area change event(s) subscription is modified successfully, and the representation of the modified resource is returned.

	n/a
	
	
	204 No Content
	The individual VAL service area change event(s) subscription is modified successfully and no content is returned in the response body.

	n/a
	
	
	307 Temporary Redirect
	Temporary redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative SEAL server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	n/a
	
	
	308 Permanent Redirect
	Permanent redirection.

The response shall include a Location header field containing an alternative URI of the resource located in an alternative SEAL server.

Redirection handling is described in clause 5.2.10 of 3GPP TS 29.122 [3].

	NOTE:	The mandatory HTTP error status codes for the PATCH method listed in table 5.2.6-1 of 3GPP TS 29.122 [3] also apply.



Table 7.1.3.2.4.3.4-4: Headers supported by the 307 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.



Table 7.1.3.2.4.3.4-5: Headers supported by the 308 Response Code on this resource
	Name
	Data type
	P
	Cardinality
	Description

	Location
	string
	M
	1
	Contains an alternative URI of the resource located in an alternative LM Server.




* * * Next change * * * *
[bookmark: _Toc120544587][bookmark: _Toc138755027][bookmark: _Toc144222402]7.1.3.4.1	General
This clause specifies the application data model supported by the API. Data types listed in clause 6.2 apply to this API
Table 7.1.3.4.1-1 specifies the data types defined specifically for the SS_VALServiceAreaConfiguration API service.
Table 7.1.3.4.1-1: SS_VALServiceAreaConfiguration API specific Data Types
	Data type
	Section defined
	Description
	Applicability

	ValServiceArea
	7.1.3.4.2.2
	Represents the VAL service area.
	

	ValServiceAreaReq
	7.1.3.4.2.3
	Represents the VAL service area configuration/update/delete request.
	

	ValServiceAreaData
	7.1.3.4.2.4
	Represents the VAL service area retrieval information.
	

	ValServiceAreaResp
	7.1.3.4.2.5
	Represents the VAL service area configuration/update/delete response.
	

	ValServiceAreaSubscPatch
	7.1.3.4.2.10
	Represents the VAL service area change event(s) modification request.
	



Table 7.1.3.4.1-2 specifies data types re-used by the SS_VALServiceAreaConfiguration API service. 
Table 7.1.3.4.1-2: Re-used Data Types
	Data type
	Reference
	Comments
	Applicability

	LocationArea5G
	3GPP TS 29.122 [3]
	Used to indicate the location information.
	




* * * Next change * * * *
[bookmark: _Toc138755033][bookmark: _Toc144222408]7.1.3.4.2.10	Type: ValServiceAreaSubscPatch
Table 7.1.3.4.2.10-1: Definition of type ValServiceAreaSubscPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	events
	array(ValServiceAreaEventType)
	O
	1..N
	Represents the subscribed VAL service area change event(s).
	

	notifUri
	Uri
	O
	0..1
	Indicates the URI towards which the notification should be delivered.
	

	subscDur
	DurationSec
	O
	0..1
	Indicates the subscription duration.
	




* * * End of changes * * * *
