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Proposed changes:

*** First Change ***
[bookmark: _Toc28012111][bookmark: _Toc34122964][bookmark: _Toc36037914][bookmark: _Toc38875296][bookmark: _Toc43191777][bookmark: _Toc45133172][bookmark: _Toc51316676][bookmark: _Toc51761856][bookmark: _Toc56674839][bookmark: _Toc56675230][bookmark: _Toc59016216][bookmark: _Toc63167814][bookmark: _Toc66262323][bookmark: _Toc68166829][bookmark: _Toc73537946][bookmark: _Toc75351822][bookmark: _Toc83231631][bookmark: _Toc85534930][bookmark: _Toc88559393][bookmark: _Toc114210024][bookmark: _Toc129246374][bookmark: _Toc138747137][bookmark: _Toc144394232]4.2.5.1	General
The delete service operation provides means for the NF service consumer to delete the policy context associated with a PDU Session.
The following procedures using the Npcf_SMPolicyControl_Delete service operation are supported:
-	Deletion of the policy context associated with a PDU session.
-	Report Accumulated Usage.
-	Report Access Network Information.
-	Report Service Data Flow QoS Monitoring.
-	Network slice related data rate policy control.
-	Group related data rate policy control.

*** End of Changes ***

