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Additional discussion(if needed):
Proposed changes:
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Table 5.6.2.2-1: Definition of type NsmfEventExposure
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	supi
	Supi
	C
	0..1
	Subscription Permanent Identifier (NOTE 1)
	

	gpsi
	Gpsi
	C
	0..1
	Generic Public Subscription Identifier (NOTE 1)
	

	anyUeInd
	boolean
	C
	0..1
	This IE shall be present if the event subscription is applicable to any UE.
It indicates whether the event subscription is applicable to any UE:
- "true": the event subscription is applicable to any UE;
[bookmark: _GoBack]- "false"(default): the event subscription is not applicable to any UE.  Default value "false" is used, if not present 
(NOTE 1)
	

	groupId
	GroupId
	C
	0..1
	Identifies a group of UEs. (NOTE 1)
	

	pduSeId
	PduSessionId
	C
	0..1
	PDU session ID (NOTE 1)
	

	dnn
	Dnn
	O
	0..1
	Data Network Name.
	

	snssai
	Snssai
	O
	0..1
	A single Network Slice Selection Assistance Information.
	

	subId
	SubId
	C
	0..1
	Subscription ID.
This parameter shall be supplied by the SMF in HTTP responses that include an object of NsmfEventExposure type.
	

	notifId
	string
	M
	1
	Notification Correlation ID provided by the NF service consumer. (NOTE 2)
	

	notifUri
	Uri
	M
	1
	Identifies the recipient of Notifications sent by the SMF.
	

	altNotifIpv4Addrs
	array(Ipv4Addr)
	O
	1..N
	Alternate or backup IPv4 Address(es) where to send Notifications.
	

	altNotifIpv6Addrs
	array(Ipv6Addr)
	O
	1..N
	Alternate or backup IPv6 Address(es) where to send Notifications.
	

	altNotifFqdns
	array(Fqdn)
	O
	1..N
	Alternate or backup FQDN(s) where to send Notifications.
	

	eventSubs
	array(EventSubscription)
	M
	1..N
	Subscribed events
	

	ImmeRep
	boolean
	O
	0..1
	It is included and set to true if the immediate reporting of the current status of the subscribed event, if available is required.
	

	notifMethod
	NotificationMethod
	O
	0..1
	If "notifMethod" is not supplied, the default value "ON_EVENT_DETECTION" applies.
	

	maxReportNbr
	Uinteger
	O
	0..1
	If omitted, there is no limit.
	

	expiry
	DateTime
	C
	0..1
	[bookmark: _Hlk530347044]This attribute indicates the expiry time of the subscription, after which the SMF shall not send any event notifications and the subscription becomes invalid. It may be included in an event subscription request and may be included in an event subscription response based on operator policies. If an expiry time was included in the request, then the expiry time returned in the response should be less than or equal to that value. If the expiry time is not included in the response, the NF Service Consumer shall not associate an expiry time for the subscription.
	

	repPeriod
	DurationSec
	C
	0..1
	Is supplied for notification Method "periodic".
	

	guami
	Guami
	C
	0..1
	The Globally Unique AMF Identifier (GUAMI) shall be provided by an AMF as service consumer.
	

	serviceName
	ServiceName
	O
	0..1
	If the NF service consumer is an AMF, it should provide the name of a service produced by the AMF that makes use of the notification about subscribed events.
	

	supportedFeatures
	SupportedFeatures
	C
	0..1
	List of Supported features used as described in subclause 5.8.
This parameter shall be supplied by NF service consumer and SMF in the POST request that request the creation of an SMF Notification Subscriptions resource and the related reply, respectively.
	

	sampRatio
	SamplingRatio
	O
	0..1
	Indicates the ratio of the random subset to target UEs, event reports only relates to the subset.
	

	grpRepTime
	DurationSec
	O
	0..1
	Indicates the time for which the SMF aggregates the event reports detected by the UEs in a group and report them together to the NF service consumer.
	

	NOTE 1:	If the event subscription applies for a specific PDU session, the PDU session of a single UE (pduSeId, and gpsi/supi) shall be included; otherwise one and only one of a single UE (gpsi/supi), a group of UEs (groupId), or anyUeInd set to true shall be included. 
NOTE 2:	If the UDM as NF service consumer subscribes to event (e.g. downlink data delivery status, PDU Session Establishment, PDU Session Release) on behalf of AF/NEF, "notifId" shall be set the same as "referenceId" received from the AF/NEF as defined in subclause 6.4.6.2.4 of 3GPP TS 29.503 [14].
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