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* * * First Change * * * *
[bookmark: _Toc35971446][bookmark: _Toc70325147][bookmark: _Toc81226719][bookmark: _Toc93869012][bookmark: _Toc148445745][bookmark: _Toc155094206]6.1.7.3	Application Errors
The application errors defined for the Nnsacf_NSAC service are listed in Table 6.1.7.3-1.
Table 6.1.7.3-1: Application errors
	Application Error
	HTTP status code
	Description

	SLICE_NOT_FOUND
	403 Forbidden
	All S-NSSAIs provided in the request are not found by the NSACF from the list of S-NSSAIs which are subjected to NSAC procedure.

	ALL_SLICE_FAILED
	403 Forbidden
	All S-NSSAIs are failed in the NSAC procedure, e.g. due to exceed the configured maximum number of UEs, PDU sessions or UEs with at least one PDU session/PDN connection.

	NSAC_SERVICE_AREA_NOT_SUPPORT
	403 Forbidden
	The NSAC Service Area included in the request is not supported by the NSACF.

	NSAC_SERVICE_AREA_REQUIRED
	403 Forbidden
	Tthe NSACF has been configured with multiple NSAC Service Areas to perform NSAC admission on a per NSAC Service Area, and there is no NSAC Service Area received in the request.

	LOCAL_CONFIG_NOT_FOUND
	404 Not Found
	All S-NSSAIs provided in the request are not found by the receiving NSACF during the network slice local configuration update procedure (i.e. to update the local maximum number of UEs and/or PDU session).
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