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	Reason for change:
	Attribute "applicationPortIds" in IdentityData is defined as a map, where AppPortId is used as key.

Map keys must always be a string. So, when a JSON object is used as a key of a map, it needs to be marshalled into a string.


	
	

	Summary of change:
	Refer to the transformation of AppPortId into a string, defined in 3GPP TS 29.503. 


	
	

	Consequences if not approved:
	It is not possible to create a map using AppPortId as key, in an interoperable way.
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Table 5.4.2.7-1: Definition of type IdentityData
	Attribute name
	Data type
	P
	Cardinality
	Description

	supiList
	array(Supi)
	C
	1..N
	Supi list corresponding to the provided gpsi ueId.

	gpsiList
	array(Gpsi)
	C
	1..N
	Gpsi list corresponding to the provided supi ueId.
Zero or one MSISDN and/or zero or more external Identifiers may be included.

	allowedAfIds
	array(string)
	O
	1..N
	A list of Application Function Identifiers authorized to retrieve this Identities lists. The absence of this IE indicates that any AF is allowed to retrieve them.

	applicationPortIds
	map(Gpsi)
	O
	1..N
	A map (list of key-value pairs where AppPortId serves as key) of GPSIs.

To construct the key of the map, the AppPortId data structure shall be formatted as a string following the rules described in 3GPP TS 29.503 [6], clause 6.1.6.2.41.
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