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* * * First Change * * * *
[bookmark: _Toc154588374][bookmark: _Toc154588385]6.3.4.3.2	Sending the Bulk Registration Rrequest to MSGin5G Server
Based on implementation, upon:
a)	expiry of one or more timers started in 2) above; 
b)	expiry of the timer for periodic bulk registration; or
c)	excess of the maximum number of MSGin5G UE registration requests from constrained UEs,
the MSGin5G Gateway Client may initiate a CoAP POST request to the MSGin5G Server including all cached/stored MSGin5G UE registration requests from the constrained UEs. In this CoAP POST request, the MSGin5G Client in the MSGin5G Gateway Client:
a)	shall set the "T" field in the CoAP header to 0 to indicate acknowledge message required;
b)	shall include the MSGin5G Server address in the Option header of the CoAP POST request and set the Option header to a corresponding value, e.g. if the MSGin5G Server address is a URI, the Uri-Path Option is set to the value of such URI;
c)	shall set the "Content-Format" element to "50" to indicate the format of the CoAP payload is "application/json"; and
d)	shall include the following information elements in the CoAP payload encoded in JSON format as specified in clause 7.3.3.x:
1)	the "MSGin5G service identifier" element to indicate that this CoAP POST request is used for MSGin5G service;
2)	the "Message Type" element with a "BREG" value to indicate that this CoAP POST request is used for bulk registration;
3)	the "UE Service ID" element to indicate the MSGin5G UE initiating bulk registration procedure;
4)	the "Number of individual MSGin5G UE registration requests" element to indicate the total number of MSGin5G UE registration requests which are bulked in this CoAP request; and
5)	the "List of individual MSGin5G UE registration request" element to include one or more elements as specified in bullet d) of 6.3.1.1.1.
NOTE:	The MSGin5G Gateway Client should consider the value of the "Registration request expiration time" element in the individual MSGin5G UE registration request from multiple contrained UEs to avoid failure of registration.


* * * Next Change * * * *
7.3.3.x	MSGin5G UE Bulk Registration structure
The schema is based on JSON Schema Draft-07 [8]. For reducing the overhead of the message used in MSGin5G service, the properties are defined as shorten form and the relationships between the properties and elements used in clause 6.3.4.3.2 are described in the description of the properties. The JSON schema of the CoAP POST request for the MSGin5G bulk registration to MSGin5G Server is defined below:

{
  "$schema": "http://json-schema.org/draft-07/schema#",
  "$id": "http://www.3gpp.org/MSGin5G/MSGin5G_Bulk Registration Request_to MSGin5G Server",
  "title": "MSGin5G Bulk Registration Request to MSGin5G Server",
  "type": "object",
  "properties": {
    "msgIden": {
      "type": "string",
      "format": "uri",
      "description": "Refer to Service identifier of MSGin5G service"
    },
    "msgType": {
      "type": "string",
      "enum": [
        "BREG"
      ],
      "description": "Refer to the usage of this message. The value BULKREG refers to MSGin5G Bulk Registration to MSGin5G Server"
    },
    "oriAddr": {
      "type": "object",
      "properties": {
        "oriAddrType": {
          "enum": [
            "UE"
          ]
        },
        "addr": {
          "type": "string",
          "format": "uri"
        }
      },
      "description": "Refer to Originating UE Service ID"
    },
    "NumOfIndividualRequests": {
      "type": "integer",
      "description": "Number of individual MSGin5G UE registration requests"
    },
    "ListOfIndividualRequests": {
      "type": "array",
      "description": "List of individual MSGin5G UE registration requests",
      "item": {
        "$ref": "#/MSGin5G Registration Request"
      }
    },
    "required": [
    "msgIden",
    "msgType",
    "oriAddr",
    "NumOfIndividualRequests",
    "ListOfIndividualRequests"
    ]
  }
}


The schema is based on JSON Schema Draft-07 [8]. For reducing the overhead of the message used in MSGin5G service, the properties are defined as shorten form and the relationships between the properties and elements used in clause 6.3.4.4.1 are described in the description of the properties. The JSON schema of CoAP 2.01 (Created) response or CoAP 2.04 (Change) response for the MSGin5G bulk registration is defined below:

{
  "$schema": "http://json-schema.org/draft-07/schema#",
  "$id": "http://www.3gpp.org/MSGin5G/MSGin5G_Bulk_Registration_response_schema",
  "title": "MSGin5G Bulk Registration Response",
  "type": "object",
  "properties": {
    "oriAddr": {
      "type": "object",
      "properties": {
        "oriAddrType": {
          "enum": [
            "UE"
          ]
        },
        "addr": {
          "type": "string",
          "format": "uri"
        }
      },
      "description": "Refer to Originating UE Service ID"
    },
    "NumOfIndividualResponses": {
      "type": "integer",
      "description": "Number of individual MSGin5G UE registration responses"
    },
    "ListOfIndividualResponses": {
      "type": "array",
      "description": "List of individual MSGin5G UE registration responses",
      "item": {
        "$ref": "#/MSGin5G Registration Request"
      }
    },
    "required": [
    "oriAddr",
    "NumOfIndividualResponses",
    "ListOfIndividualResponses"
    ]
  }
}


* * * End of Change * * * *


