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* * * First Change * * * *
[bookmark: _Toc104711012][bookmark: _Toc154588410][bookmark: _Toc97379679][bookmark: _Toc86042604][bookmark: _Toc86043161]6.4.2	Message delivery and message delivery status report delivery over MSGin5G-5 reference pointbetween MSGin5G UE and another UE
[bookmark: _Toc154588411][bookmark: _Toc104711013]6.4.2.1	General
Clauses 6.4.2.2 and 6.4.2.3 define the procedures used for message or message delivery report sending or receiving between a MSGin5G Client and an Application Client residing in different UEs over MSGin5G-5.
In these procedures, for delivering messages or message delivery reports to a MSGin5G Client in a MSGin5G UE, the Application Client residing in different a UE may use any message format or protocol supported by the MSGin5G Client.
NOTE 1:	How the Application Client knows the message protocol/format supported by the MSGin5G Client is out of scope of this specification.
In the procedures, for delivering messages or message delivery reports to Application Client residing in a different UE, the MSGin5G Client in MSGin5G UE may use any message format or protocol supported by the Application Client.
NOTE 2:	How the MSGin5G Client knows the message protocol/format supported by the Application Client is out of scope of this specification.
Annex A lists some message formats/protocols examples (only for implementation reference) which may be used for the interaction between Application Client residing in a different UE and MSGin5G Client in MSGin5G UE over MSGin5G-5.
Clauses 6.4.2.4 and 6.4.2.5 define the procedures used for message exchange between MSGin5G Client residing in a Constrained UE which cannot connect to the 3GPP network directly and MSGin5G Server by using another UE as a UE-to-Network relay. In this case, the MSGin5G Client communicates with the MSGin5G Server via MSGin5G-1 reference point. All messages specified in clause 6.4.1 apply.
[bookmark: _Toc104711014][bookmark: _Toc86043162][bookmark: _Toc154588412][bookmark: _Toc86042605][bookmark: _Toc97379680]6.4.2.2	Procedure at MSGin5G Client in MSGin5G UE
[bookmark: _Toc154588413][bookmark: _Toc86042606][bookmark: _Toc104711015][bookmark: _Toc97379681][bookmark: _Toc86043163]6.4.2.2.1	Sending of an message to an Application Client residing in a different UE
Upon successfully receiving a MSGin5G message including an Application ID from MSGin5G Server, if the Application ID is registered by an Application Client residing in a different UE, based on Application Client registration information, the MSGin5G Client in the MSGin5G UE shall send a request to the Application Client residing in the different UE, including the following information elements:
a)	the Message Type IE, e.g. if the message formats/protocols in Annex A are used, this IE is set to with the value “MESSAGE RECEIVED REQUEST”, indicating the request/message is for delivering a message;
b)	the Message ID IE with the unique identity of this message;
c)	if the received message is a point-to-point or application-to-point message, the Originator Address IE indicating the originating UE or AS;
d)	if the received message is a group message, the Group ID IE indicating the originating group;
NOTE:	the information included in the Originator Address IE is generated based on the received originating UE/AS Service ID, the information included in the Group ID IE is generated based on received Group Service ID. How to generate the value of Originator Address IE and Group ID IE is implementation specific.
e)	the Payload IE indicating the application message content included in the received message;
f)	if the delivery status report is required by the originator, the Delivery Status Required IE with “true”; and
g)	optionally, the Priority IE indicating the application priority level.
[bookmark: _Toc86042607][bookmark: _Toc97379682][bookmark: _Toc86043164][bookmark: _Toc154588414][bookmark: _Toc104711016]6.4.2.2.2	Reception of an message from Constrained UE
Upon receiving a request from Application Client  residing in a different UE, and the request is for initiating a MSGin5G message, i.ee.g. , if the message formats/protocols in Annex A are used, . withthe Message Type IE is  set to “MESSAGE SENDING REQUEST”, the MSGin5G Client in the MSGin5G UE shall construct and send a CoAP POST request to MSGin5G Server as specified in clause 6.4.1.1.2. The MSGin5G Client generates the Recipient UE Service ID/AS Service ID based on Target address IE the included in the request from the Constrained UE.
If the Application Client residing in a different UE indicates “UE” in the Target Type IE, the Target Address shall include information of another MSGin5G Client.
If an IPv4 or IPv6 address is included in the Target Address, the MSGin5G Client generates the Recipient UE Service ID/AS Service ID based on the mapping between the addresses and UE Service IDs/AS Service IDs stored in the MSGin5G UE.
If the Application Client residing in a different UE indicates “UE” in the Target Type IE, in order to route the MSGin5G message to the correct target MSGin5G Client, the Target Address may indicate an FQDN.
When the MSGin5G Client cannot generate the Recipient UE Service ID/AS Service ID based on Target address IE, the MSGin5G Client generates the request message to the Application Client residing in a different UE as specified in clause 6.4.2.2.3 if the Delivery status is required,  e.g. , if the message formats/protocols in Annex A are used, the Delivery status required IE indicates is set to “DELIVERY REPORT REQUIRED “. Otherwise, the MSGin5G Client discards the request from the Application Client residing in the different UE.
[bookmark: _Toc104711017][bookmark: _Toc154588415]6.4.2.2.3	Sending of a message delivery status report to Constrained UE
Upon receiving a MSGin5G message delivery status report request including an Application ID from MSGin5G Server, and the Application ID is registered by the Application Client residing in a different UE, based on the Application Client registration information, the MSGin5G Client in the MSGin5G UE shall send a request/response message to the Application Client residing in the different UE, in the request, including the following information elements:
a)	the Message Type IE with the value "DELIVERY REPORT RECEIVED REQUEST" indicating the request/message is for delivering a message delivery status, e.g. if the message formats/protocols in Annex A are used, the Message Type IE is set to "DELIVERY REPORT RECEIVED REQUEST";
b)	the Message ID IE with the unique identity of this message delivery report;
c)	the Reply-to Message ID IE indicating the delivery status is for which message; and
d)	the Delivery Status IE indicating the delivery status.
[bookmark: _Toc154588416][bookmark: _Toc104711018]6.4.2.2.4	Reception of an message delivery status report from Constrained UE
Upon receiving a request/response from Application Client residing in a different UE, and the request is for delivering a message delivery report, e.g. , if the message formats/protocols in Annex A are used, thei.e. with Message Type IE is set to "DELIVERY REPORT SENDING REQUEST", the MSGin5G Client in the MSGin5G UE shall construct and send a CoAP POST request to MSGin5G Server as specified in clause 6.4.1.1.4.
[bookmark: _Toc154588417][bookmark: _Toc104711019]6.4.2.2.5	Sending of an message sending response to Constrained UE
Upon received the message request from Application Client residing in a different UE, the MSGin5G Client in the MSGin5G UE sends a response to the Application Client residing in the different UE including the following information elements:
a)	the Message Type IE with the value "MESSAGE SENDING RESPONSE" indicating this is a response to the message sending request,  e.g. if the message formats/protocols in Annex A are used, the Message Type IE is set to "MESSAGE SENDING RESPONSE" .
b)	the Result IE indicating success or failure of the message sending request; and
c)	optionally, the Failure Reason IE indicating the reason of failure when the Result IE is set to failure.
[bookmark: _Toc154588418][bookmark: _Toc97379683][bookmark: _Toc104711020][bookmark: _Toc86042608][bookmark: _Toc86043165]6.4.2.3	Procedure at Application Client residing in the different UE
[bookmark: _Toc86042609][bookmark: _Toc97379684][bookmark: _Toc154588419][bookmark: _Toc104711021][bookmark: _Toc86043166]6.4.2.3.1	Sending of an message via MSGin5G UE
In order to initiate an MSGin5G message by using the MSGin5G Client in MSGin5G UE, the Application Client  residing in a different UE with the MSGin5G Client shall send a request/message to the MSGin5G Client including the following information elements:
[bookmark: _Hlk98163744]a)	the Message Type IE with the value "MESSAGE SENDING REQUEST" indicating the request/message is for initiating a MSGin5G message, e.g.if the message formats/protocols in Annex A are used, the Message Type IE is set to "MESSAGE SENDING REQUEST" ;
b)	the Message ID IE with the unique identity of this message;
c)	the Target Address IE with the information for MSGin5G Client to generate the Recipient UE/AS/Group Service ID in the MSGin5G message request;
d)	optionally, the Target Type IE indicating the type of the message recipient, e.g. if the message formats/protocols in Annex A are used, the Target Type IE has the value ofwith "UE" if the message is sent to a UE, has the value of with "AS" if the message is sent to an Application Server, or has the value of with "GROUP" if message is sent to a MSGin5G Group;
e)	optionally, the Application ID IE indicating the application(s) for which the payload is intended;
f)	the Payload IE including the application content of the message to send to the recipient; and
g)	optionally, the Delivery Status Required IE with the value "true" if delivery status report is required.
[bookmark: _Toc86042610][bookmark: _Toc97379685][bookmark: _Toc86043167][bookmark: _Toc154588420][bookmark: _Toc104711022]6.4.2.3.2	Sending of an MSGin5G message delivery status report via MSGin5G UE
In order to sending an message delivery report by using the MSGin5G Client in MSGin5G UE, the Application Client residing in a different UE with the MSGin5G Client shall send a request/response to the MSGin5G Client including the following information elements:
a)	the Message Type IE with the value "DELIVERY REPORT SENDING REQUEST" indicating the request/response is for sending a delivery status report, e.g.if the message formats/protocols in Annex A are used, the Message Type IE is set to "DELIVERY REPORT SENDING REQUEST";
b)	the Message ID IE with the unique identity of this message delivery report;
c)	the Reply-to Message ID IE copied from the received message, to indicate the delivery status is for which message; and
d)	the Delivery Status IE with delivery status.
[bookmark: _Toc104711023][bookmark: _Toc154588421]6.4.2.3.3	Sending of a message received response to MSGin5G UE
Upon received the message request from MSGin5G Client in MSGin5G UE, the Application Client residing in a different UE with the MSGin5G Client sends a response to the MSGin5G Client, including the following information elements:
a)	the Message Type IE with the value "MESSAGE RECEIVED RESPONSE" indicating the request/message is for initiating a MSGin5G message, e.g.if the message formats/protocols in Annex A are used, the Message Type IE is set to "MESSAGE RECEIVED RESPONSE" .
b)	the Result IE indicating success or failure of the message received request; and
c)	optionally, the Failure Reason IE indicating the reason of failure when the Result IE is set to failure.

