

	
3GPP TSG-CT WG3 Meeting #133	C3-241699
Athens, Greece, 26th February – 1st March, 2024						(Revision of C3-241399)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	29.522
	CR
	1203
	rev
	1
	Current version:
	18.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Updates to support PFD Determination Analytics

	
	

	Source to WG:
	Ericsson, Nokia, Nokia Shanghai Bell

	Source to TSG:
	CT3

	
	

	Work item code:
	eNA_Ph3
	
	Date:
	2024-02-05

	
	
	
	
	

	Category:
	B
	
	Release:
	 Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	TS 23.288 CR 0951 was agreed in SA2#160Adhoc-e removed analytics request procedure for PFD Determination Analytics, needs to be aligned in this specification.
Also still missing the NEF(PFDF) determine PFD information and following handling procedures upon receive the NWDAF analytics notification, and still no exposure of NWDAF generated PFD information has been required from stage 2, the related limiation needs to be described.

	
	

	Summary of change:
	Update PFD Determination Analytics related procedures by removing the Nnwdaf_AnalyticsInfo API service, adding following procedures refer to stage 2 TS and PFD information generated by NWDAF shall not be exposed to the AF unless with related SLA between the operator and the ASP.

	
	

	Consequences if not approved:
	Not aligned with stage 2 requirement on PFD Determination Analytics procedures.

	
	

	Clauses affected:
	4.4.6

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 23.288 CR 0951 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This CR does not impact the OpenAPI file.

	
	

	This CR's revision history:
	




Page 1






Additional discussion(if needed):
Proposed changes:

*** 1st Change ***
[bookmark: _Toc151992734][bookmark: _Toc151999514][bookmark: _Toc152158086][bookmark: _Toc153790963]4.4.6	Procedures for PFD Management
The procedures for PFD management as described in clause 4.4.10 of 3GPP TS 29.122 [4] shall be applicable for 5GS with the following differences:
-	description of the SCS/AS applies to the AF;
-	description of the SCEF applies to the NEF; and
-	the NEF (PFDF) shall interact with the UDR for PFD management by using Nudr_DataRepository service as defined in 3GPP TS 29.504 [20]. The PFDF is functionality within the NEF.
-	The NEF (PFDF) may interact with the NWDAF to retrieve the PFD Determination analytics to assist the determination of PFDs for known application identifiers by using Nnwdaf_EventsSubscription service or Nnwdaf_AnalyticsInfo service as defined in 3GPP TS 29.520 [27]. The PFD information for which the source NF type is equal to "NWDAF" shall not be exposed to the AF unless based on local configuration and with related SLA between the operator and the ASP.
-	If the PFDs are provisioned to at least one of the subscribed SMFs (but not all) within the allowed delay, the NEF (PFDF) may notify the AF about the failed PFD provisioning with the HTTP POST message by including the PfdReport data structure in the body of the message. In addition, the NEF may include the location area(s) of the user plane(s) which are unable to enforce the provisioned PFD(s) within the "locationArea" attribute of the PFD report(s). If the PFDs are provisioned to none of the subscribed SMFs within the allowed delay, the NEF (PFDF) shall notify the AF about the failed PFD provisioning with the HTTP POST message using appropriate failure code as defined in Table 5.11.2.2.3-1 of 3GPP TS 29.122 [4]. 
NOTE 1:	Unsuccessful PFDs provisioning to the subscribed SMFs within the allowed delay means that the PFDs are not provisioned successfully to the UPFs served by the failed SMFs.
NOTE 2:	The NEF maps the 3GPP network area(s) to the geographic area(s), civic address(es) or DNAI(s) if the 3GPP network area(s) is not allowed to be exposed to the 3rd party according to the operator policy.
*** End of Changes ***

