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	Reason for change:
	The ENs in the SS_GroupManagement API needs to be resolved according the stage 2 requirements in 23.434.

Clause 10.3.7 of 23.434 states: The location criteria for determining the identities of the users or UEs to be combined shall be included in this message and the location criteria may be the VAL service area identified by the VAL service area ID.

Also, the description of the location criteria information element in clause 10.3.2.34 of 23.434 states:
Criteria to combine Users or UEs in a location (e.g. geographical area or VAL service area ID).

Thus, only one VAL service area ID can be provided in the request and one of condition is applied for the presense condition for geographical area or VAL service area ID. Based on this the ENs can be resolved.
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Additional discussion(if needed):
Proposed changes:
* * * First Change * * * *
[bookmark: _Toc24868574][bookmark: _Toc34154079][bookmark: _Toc36041023][bookmark: _Toc36041336][bookmark: _Toc43196579][bookmark: _Toc43481349][bookmark: _Toc45134626][bookmark: _Toc51189158][bookmark: _Toc51763834][bookmark: _Toc57206066][bookmark: _Toc59019407][bookmark: _Toc68170080][bookmark: _Toc83234121][bookmark: _Toc90661517][bookmark: _Toc138755068][bookmark: _Toc151885812][bookmark: _Toc152075877][bookmark: _Toc153793593][bookmark: _Toc131692884][bookmark: _Toc122516701][bookmark: _Toc122516723]7.2.1.4.2.2	Type: VALGroupDocument
Table 7.2.1.4.2.2-1: Definition of type VALGroupDocument
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	valGroupId
	string
	M
	1
	This is VAL group identity (VAL group ID) as per TS 23.434 [2], which is a unique identifier within the VAL service that represents a VAL group, set of VAL users or VAL UEs according to the VAL service.
	

	grpDesc
	string
	O
	0..1
	Text description of the VAL group.
	

	members
	array(ValTargetUe)
	O
	1..N
	List of VAL User IDs or VAL UE IDs, which are members of the VAL group.
	

	valGrpConf
	string
	O
	0..1
	Configuration data for the VAL group.
Shall be present in HTTP POST request message from VAL server to Group Management server.
	

	valServiceIds
	array(string)
	O
	1..N
	List of VAL services whose communications enabled on the group.
	

	suppFeat
	SupportedFeatures
	O
	0..1
	Used to negotiate the supported optional features of the API as described in clause 6.8.
This attribute shall be provided in the HTTP POST request and in the response of successful resource creation.
	

	resUri
	Uri
	O
	0..1
	The URI for individual VAL group document resource. (NOTE 1)

	

	locInfo
	LocationInfo
	O
	0..1
	The location information related to the VAL group. This information is used to determine the members of the group.

(NOTE 3)
	

	addLocInfo
	LocationArea5G
	O
	0..1
	The additional location information related to the VAL group. This information is used to determing the members of the group.

(NOTE 3)
	

	valSvcAreaId
	string
	O
	0..1
	Identifier of the VAL service area.

(NOTE 3)
	ValSrvArea

	extGrpId
	ExternalGroupId
	O
	0..1
	The external group identifier, identifying the member UEs of the VAL group at the 3GPP core network.
	

	com5GLanType
	PduSessionType
	O
	0..1
	Identifies the 5G LAN-Type communication. (NOTE 2)
	

	valSvcInf
	string
	O
	0..1
	VAL service specific information that may be present during group membership update and in the notification of the events "GM_GROUP_INFO_CHANGE" and "GM_GROUP_CREATE".
	

	NOTE 1:	The "resUri" attribute is not modifiable by the VAL server.
NOTE 2:		The enumeration value "UNSTRUCTURED" in data type "PduSessionType" is not applicable.
NOTE 3:	When the "ValSrvArea" feature is supported, the "locInfo" and "valSvcAreaId" attributes are mutually exclusive; and the “addLocInfo” and "valSvcAreaId" attributes are mutually exclusive.



Editor's note:	The cardinality and the presence condition of the "valSvcAreaId" attribute is FFS and to be aligned based on stage-2 requirements.

* * * Next change * * * *
[bookmark: _Toc138755069][bookmark: _Toc151885813][bookmark: _Toc152075878][bookmark: _Toc153793594]7.2.1.4.2.3	Type: VALGroupDocumentPatch
Table 7.2.1.4.2.3-1: Definition of type VALGroupDocumentPatch
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	grpDesc
	string
	O
	0..1
	Text description of the VAL group.
	

	members
	array(ValTargetUe)
	O
	1..N
	List of VAL User IDs or VAL UE IDs, which are members of the VAL group.
	

	valGrpConf
	string
	O
	0..1
	Configuration data for the VAL group.
	

	valServiceIds
	array(string)
	O
	1..N
	List of VAL services whose communications enabled on the group.
	

	locInfo
	LocationInfo
	O
	0..1
	The location information related to the VAL group. This information is used to determine the members of the group.

(NOTE 2)
	

	addLocInfo
	LocationArea5G
	O
	0..1
	The additional location information related to the VAL group. This information is used to determining the members of the group.

(NOTE 2)
	

	valSvcAreaId
	string
	O
	0..1
	Identifier of the VAL service area.

(NOTE 2)
	ValSrvArea

	extGrpId
	ExternalGroupId
	O
	0..1
	The external group identifier, identifying the member UEs of the VAL group at the 3GPP core network.
	

	com5GLanType
	PduSessionType
	O
	0..1
	Identifies the 5G LAN-Type communication. (NOTE 1)
	

	NOTE 1:		The enumeration value "UNSTRUCTURED" in data type "PduSessionType" is not applicable.
NOTE 2:	When the “ValSrvArea" feature is supported, the "locInfo" attribute and "valSvcAreaId" attribute are mutually exclusive within the resource representation, and the "valSvcAreaId" attribute and the “addLocInfo” attribute are also mutually exclusive in the resource representation. If one of them is provided in this data type for the first time as part of an update request, the other shall be removed from the resource representation, if present.



Editor's note:	The cardinality and the presence condition of the "valSvcAreaId" attribute is FFS and to be aligned based on stage-2 requirements.

* * * End of changes * * * *
