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* * * First Change * * * *
[bookmark: _Toc19718266][bookmark: _Toc27377341][bookmark: _Toc27379374][bookmark: _Toc36019221][bookmark: _Toc44865179][bookmark: _Toc98147843]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TS 29.228: "IP Multimedia (IM) Subsystem Cx and Dx interfaces; Signalling flows and message contents".
[2]	3GPP TS 29.229:  "Cx and Dx interfaces based on the Diameter protocol; Protocol details".
[3]	3GPP TS 29.328: "IP Multimedia (IM) Subsystem Sh interface; Signalling flows and message contents".
[4]	3GPP TS 29.329: "Sh Interface based on the Diameter protocol; Protocol details".
[5]	3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging applications".
[6]	3GPP TS 29.234, Release 11: "3GPP system to Wireless Local Area Network (WLAN) interworking; Stage 3".
[7]	3GPP TS 29.109: "Generic Authentication Architecture (GAA); Zh and Zn Interfaces based on the Diameter protocol; Stage 3".
[8]	3GPP TS 29.209, Release 6: "Policy control over Gq interface".
[9]	IETF RFC 3588: "Diameter Base Protocol".
[10]	IETF RFC 3589: "Diameter Command Codes for Third Generation Partnership Project (3GPP) Release 5".
[11]	IANA's Enterprise-Numbers: http://www.iana.org/assignments/enterprise-numbers
[12]	IANA's AAA parameters register: ftp://ftp.iana.org/assignments/aaa-parameters/
[13]	3GPP TS 29.061: "Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)".
[14]	3GPP TS 32.296: "Telecommunication management; Charging management; Online Charging System (OCS): Applications and interfaces".
[15]	3GPP TS 29.210, Release 6: "Charging rule provisioning over Gx interface".
[16]	3GPP TS 29.140, Release 6: "Multimedia Messaging Service (MMS); MM10 interface based on Diameter protocol; Stage 3".
[17]	3GPP TS 29.211, Release 6: "Rx Interface and Rx/Gx signalling flows".
[18]	3GPP TS 29.214: "Policy and Charging Control over Rx reference point".
[19]	3GPP TS 29.212: "Policy and Charging Control (PCC);Reference points".
[20]	3GPP TS 29.273: "Evolved Packet System (EPS); 3GPP EPS AAA interfaces".
[21]	3GPP TS 29.272: "Evolved Packet System (EPS); Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol".
[22]	3GPP TS 29.215: "Policy and Charging Control (PCC) over S9 reference point; Stage 3".
[23]	IETF RFC 5516: "Diameter Command Code Registration for Third Generation Partnership Project (3GPP) Evolved Packet System (EPS)".
[24]	3GPP TS 29.172: "Location Services (LCS); Evolved Packet Core (EPC) LCS Protocol (ELP) between the Gateway Mobile Location Centre (GMLC) and the Mobile Management Entity (MME); SLg interface".
[25]	3GPP TS 29.173: "Location Services (LCS); Diameter-based SLh interface for Control Plane LCS".
[26]	3GPP TS 29.219: "Policy and Charging Control: Spending Limit Reporting over Sy reference point".
[27]	3GPP TS 29.368: "Tsp interface protocol between the MTC Interworking Function (MTC-IWF) and Service Capability Server (SCS)".
[28]	3GPP TS 29.336: "Home Subscriber Server (HSS) diameter interfaces for interworking with packet data networks and applications".
[29]	3GPP TS 29.337: "Diameter-based T4 interface for communications with packet data networks and applications".
[30]	3GPP TS 29.338: "Diameter based protocols to support SMS capable MMEs".
[31]	3GPP TS 29.468: "Group Communication System Enablers for LTE (GCSE_LTE)".
[32]	3GPP TS 29.343: "Proximity-services (ProSe) function to ProSe application server aspects (PC2)".
[33]	3GPP TS 29.344: "Proximity-services (ProSe) Function to Home Subscriber Server (HSS) aspects".
[34]	3GPP TS 29.345: "Inter-Proximity-services (Prose) function signalling aspects; Stage 3".
[35]	3GPP TS 29.217: "Policy and Charging Control over Np reference point".
[36]	3GPP TS 29.128: "Diameter based T6a/T6b interface between the MME/SGSN and the SCEF".
[37]	3GPP TS 29.153: "Service exposure functionality between SCEF and RCAF reference point".
[38]	3GPP TS 29.154: "Service capability exposure functionality over Nt Reference point".
[39]	3GPP TS 29.283: "Diameter Data Management applications".
[40]	3GPP TS 29.388: "V2X Control Function to V2X Control Function to Home Subscriber Server (HSS) aspects (V4)".
[41]	3GPP TS 29.389: "Inter-V2X Control Function Signalling aspects (V6)".
[42]	3GPP TS 29.561: "Interworking between 5G Network and external Data Networks; Stage 3".
[x]	3GPP TS 29.330: " IP Multimedia Subsystem (IMS); Sc Interface based on the Diameter protocol".


* * * Next Change * * * *
[bookmark: _Toc19718271][bookmark: _Toc27377346][bookmark: _Toc27379379][bookmark: _Toc36019226][bookmark: _Toc44865184][bookmark: _Toc98147848]4.1	3GPP specific application identifiers
The 3GPP specific application identifiers allocated by IANA are listed in the following table.
Table 4.1: 3GPP specific application identifiers
	Application identifier
	Application
	3GPP TS

	16777216
	3GPP Cx/Px
	29.228 [1] and 29.229 [2]

	16777217
	3GPP Sh/Ph
	29.328 [3] and 29.329 [4]

	16777218
	3GPP Re
	32.296 [14]

	16777219
	3GPP Wx
	29.234 [6]

	16777220
	3GPP Zn
	29.109 [7]

	16777221
	3GPP Zh
	29.109 [7]

	16777222
	3GPP Gq
	29.209 [8]

	16777223
	3GPP Gmb
	29.061 [13]

	16777224
	3GPP Gx
	29.210 [15]

	16777225
	3GPP Gx over Gy
	29.210 [15]

	16777226
	3GPP MM10
	29.140 [16]

	16777229
	3GPP Rx
	29.211 [17]

	16777230
	3GPP Pr
	29.234 [6]

	16777236
	3GPP Rx
	29.214 [18]

	16777238
	3GPP Gx
	29.212 [19]

	16777250
	3GPP STa
	29.273 [20]

	16777251
	3GPP S6a
	29.272 [21]

	16777252
	3GPP S13/S13'
	29.272 [21]

	16777255
	3GPP SLg
	29.172 [24]

	16777264
	3GPP SWm
	29.273 [20]

	16777265
	3GPP SWx
	29.273 [20]

	16777266
	3GPP Gxx
	29.212 [19]

	16777267
	3GPP S9
	29.215 [22]

	16777268
	3GPP Zpn
	29.109 [7]

	16777272
	3GPP S6b
	29.273 [20]

	16777291
	3GPP SLh
	29.173 [25]

	16777292
	3GPP SGmb
	29.061 [13]

	16777302
	3GPP Sy
	29.219 [26]

	16777303
	3GPP Sd
	29.212 [19]

	16777308
	3GPP S7a
	29.272 [21]

	16777309
	3GPP Tsp
	29.368 [27]

	16777310
	3GPP S6m
	29.336 [28]

	16777311
	3GPP T4
	29.337 [29]

	16777312
	3GPP S6c
	29.338 [30]

	16777313
	3GPP SGd
	29.338 [30]

	16777318
	3GPP S15
	29.212 [19]

	16777319
	3GPP S9a
	29.215 [22]

	16777320
	3GPP S9a*
	29.215 [22]

	16777335
	3GPP MB2-C
	29.468 [31]

	16777336
	3GPP PC4a
	29.344 [33]

	16777337
	3GPP PC2
	29.343 [32]

	16777340
	3GPP PC6/PC7
	29.345 [34]

	16777342
	3GPP Np
	29.217 [35]

	16777345
	3GPP S6t
	29.336 [28]

	16777346
	3GPP T6a/T6b
	29.128 [36]

	16777347
	3GPP Ns
	29.153[37]

	16777348
	3GPP Nt
	29.154[38]

	16777349
	3GPP St
	29.212 [19]

	16777350
	3GPP PC2
	29.343 [32]

	16777351
	3GPP Diameter Data Management 
	29.283 [39]

	16777355
	3GPP V4
	29.388 [40]

	16777356
	3GPP V6
	29.389 [41]

	16777358
	3GPP Nta
	29.154 [38]

	16777363
	3GPP Sc
	29.330 [x]





* * * End of Changes * * * *


