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	Reason for change:
	Clause 5.5.3.17 contains the following editor's note:

Editor's note: It is FFS whether to standardize additional enumeration value. 
Clause 5.37.5.1 of TS 23.501 specifies:

-	Protocol Description: Indicates the transport protocol used by the service data flow (e.g. RTP, SRTP) and information, e.g. the following:
-	RTP [185] or SRTP [186];
-	RTP or SRTP with RTP Header Extensions, including:
-	RTP Header Extensions for PDU Set Marking as defined in TS 26.522 [179];
-	Other RTP Header Extensions as defined RFC 8285 [189];
-	RTP or SRTP without RTP Header Extensions, but together with RTP Payload Format (e.g. H.264 [187] or H.265 [188]);
-	RTP or SRTP with RTP Header Extensions for PDU Set Marking as defined in TS 26.522 [179], and together with RTP Payload Format (e.g. H.264 [187] or H.265 [188]);
-	RTP or SRTP with other RTP Header Extensions following RFC 8285 [189], and together with RTP Payload Format (e.g. H.264 [187] or H.265 [188]).
When RTP Header Extensions for PDU Set Marking (as defined in TS 26.522 [179] or other RTP header extensions as defined in RFC 8285 [189] is included, the differentiation between different RTP Header Extension Types should be supported.
There is no consensus in CT4 to define additional enumeration values.
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	The editor's note is deleted.
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	Incomplete specification. 
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* * * First Change * * * *
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Table 5.5.3.17-1: Enumeration RtpHeaderExtType
	Enumeration value
	Description

	"PDU_SET_MARKING"
	RTP Header Extension for PDU Set Marking (see clause 4.4.2 of 3GPP TS 26.522 [59])



Editor's note: It is FFS whether to standardize additional enumeration value. 


* * * End of Changes * * * *

